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Lisa Owner’s Guide Update Notes and Errata

General
Whistle or Musical Sound While Printing

If you hear a whistle or musical sound while using your
Lisa, choose Monitor the Printer from the File/Print
menu for more information.

Backing Up LisaGuide

When you make a backup copy of the LisaGuide diskette,
you see an alert message warning you not to store any
documents on this diskette. In the alert message, you
are given a choice between Eject and Continue. You
should always click Continue, and not perform any other
action on the Lisa at this time. If more alert messages
appear, you should click Continue until no more alert
messages appear and both the original and the duplicated
diskette icon are on the desktop., At this point, you
can eject both diskettes by pressing the disk-release
button for each disk drive.

Desktop Becomes Inactive

Sometimes, after the pointer has changed into an
hourglass, it doesn’t change back again even after the
operation is complete. Also, when you click in a window
to activate it, sometimes it doesn’t become active. In
either of these cases, you should try the following
remedies in the order shown:

l. Activate a different window by clicking in it, and
then click in the first window again.

2. Close the window with the problem by clicking twice
on the document icon in the title bar.

3. Turn your Lisa off, using the on/off switch at the
front of the machine, and then turn it on again.

Lisa Owner’'s Guide - 1
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Keeping the Clock Set

Even if you never refer to the Clock/Calendar, you
should make sure that it stays accurate, because the
time and date are recorded by the Lisa whenever a
document is created or backed up:

Abcumulating Mouse Clicks

You can continue to click the mouse button while the
Lisa is still at work in response to a previcus command.
However, if you do so, the results can be different from
those you expect. The Lisa remembers where the pointer
was when you clicked the button. When it is ready to
process an accumulated click, it does so based on the
object currently at that locatioan. This object might
not be the one that was In that location when you
clicked the button.

Repairing Disks

If you get an alert message telling you to repalr a
diskette, you can try using the diskette in the other
disk drive. If you get the same message, you should
repair the diskette. If you get the alert message for
your ProFile, you should always repair it.

Crowded Disk

You should not try to add documents to a disk that hasg
fewer than 29 blocks free. See the Lisa Owner’s Guide,
page 126, for imstructions about what do with a disk
that is filling up. If you get an alert message saying
that there is no space left on your disk, and more than
23¢ blocks are free, it is probably because you have too
many documents on the disk.

Dated Duplicates

When you make a duplicate copy of a document, the date
of the duplicate is the date on which the duplicate was

made, not the date on which the original decument was
created.

Lisa Owner’s Guide - 2
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LisaDraw Update

Notes and Errata

Flgures Iin the Manual

High Resclutlon

Shrinking Objects

Selecting Objects Filled with None

The figures In the manual may not match what you see on
your screen. You need not be concerned about this
discrepancy.

Printing and Text Alignment

When High Resolutfon printing 1s used on the Apple Dot
Matrix Printer, horfzontal allgnment of text sometimes
differs from one line to the next. To avold this
misalignment, put an insertfon point before each group
of characters 1n a line, rather than Inserting a lot of
spaces between groups of text.

When you shrink polygons, freehand lines, and groups of
objects, the proportions may be distorted !f you shrink
them too small. If you shrink an object or group of
objects and the respective proportions become distorted,
choose Undo Last Change from the Edit menu.

If you are having trouble selecting a polygon or another
object, the object Iis probably not f{lled and therefore
has None as its shade. Move the pointer so that it
actually touches an edge of the object, and then click
the mouse button. Once the object !s selected, you can
shade it with any shade you desire, Including white.
After the object 1s filled, you can select it by moving
the polnter anywhere i{nside the shaded part and c¢licking
the mouse button.

LisaDraw - 1
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Space Left on ProFile

When the ProFlle window s actlve, the llne below the
title bar shows the amount of space that s left on the
ProFile. This flgure Lncludes the space used by all the
documents on the ProFile, plus an allowance that the
Lisa makes for Lemporary space that ([t needs. When you
save a document, the amount of avallable space might
decrease by more than the s{ze of the document. This
temporary space Is avallable agaln when the Lisa ls
turned off and then on. '

Deteriorating Diskette

If you get an alert message telling you that a diskette
has deterlorated, th!s means that the physlical condition
of the diskette {s so bad that you shouldn’t use 1t any
more. In this case, you should Immedlately back up the
diskette. You can use the dlskette as a spare after
reinitfalizing, but {f you get the same message again,
you should back up the diskette again and then just
throw it away.

Discarding Tools, Clock, or Calculator

The Lisa will not prevent you from discarding a tool,
the Clock, or the Calculator. If you have done this
{nadvertently, you can retrleve the discarded {icon from
the Wastebasket 1f you have not discarded anything else
in the meantlme. If the [con is no longer In the

Wastebasket, you can duplicate a copy from the Office
System or tool diskettes.

Preferences before Disconnecting

If you have to disconnect and connect your printer,
ProFlle, or Parallel Interface Card frequently, vou
should always reconfigure your Preferences before you
disconnect rather than after you reconnect,

Power and the Apple Dalsy Wheel Printer

Be sure the Apple Dafsy Wheel Printer Is turned of f when
you turn on the Lisa’s power.

Inserting a Diskette

If you !nsert a dilskette, and no alert message or fcon
appears on the screen, try turning the Lisa off and then

Lisa Owner‘s Guide -~ 3
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on, and then inserting the diskette again. Note:
Sometimes the diskette icon is actually on the desktop
but is hidden by an open window.

Unclear Window Display

1f the contents of your window looks garbled, move the
window so that part of it is off the desktop and release
the mouse button. When you move the window back onto
the desktop again the contents of the window will be
clear.

Lisa Owner’s Guide - 4
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Lisa OQwner’s Gu!de Update Notes and Errata

Printing

Printing Alerts
If you get an alert saying that you should check such
things as your printer cables, you may need to check
Freferences also.

Disconnecting Your Printer
Never disconnect your printer cables or cords without
turnlog off the printer first. To do so can cause a
fuse to blow.

Fast Printlng of Drafts
To achleve maximum printing speed when doing draft
printing, use normal resolution.

Underlining
You may sometimes get irregular underlining with hollow
and shadow text when printing in high resolution.

Landscape Printing
Landscape printing with normal resolutlon automatlically

shrinks everything by one-third. This allows more
Informatlion to fit on a single page.

Lisa Owner’s Guide -~ 5
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Printwheel Notes

The Modern PS plus Itallcs printwheel for the Apple
Daisy Wheel Prinrer does not (nclude all the primary
domes tlc keyboard characters, the characters printed on
the keycaps. It does not fnclude ™ & % { } <> [ ]| or
\. All other avallable print wheels print all the
primary domest!c keyboard characters.

Lisa Ouwner’s Guide - 6
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Lisa Owner’s Gulde Update Notes and Errata

LisaTest

ProFile during LisaTest
When vou run LisaTest, leave your ProFile on.
Running LisaTest with an Apple Dalsy Wheel Printer
If you are testing an Apple Dalsy Wheel Printer with
LisaTest, one of the followlng print wheels must be
mounted on the printer:
e Courler 14
e Prestlige Ellte 12

s Gothle 15

e Executive P3S

Keyboard Test

While you are tunning the LisaTest keyboard test, unplug
the keyboard only when you are directed to do so.

Ending Tests Prematurely

Since the keyboard test takes quite a while to run, you
might want to end it prematurely. To do so, press the
on/off button once. TIgnore any message you see to the
effect that the test has failed.

To end the Apple Dot Matrix Printer test or the mouse
test prematurely, hold down the Apple key and type a
period. Ignore any message you see to the effect that
the test has failled.

Lisa Owner’s Guide - 7
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Blank Screen

While you are running LlsaTest, I1f the desktop goes
blank except for a group of numbers, press the reset
button on the back of the Lisa to restart LlisaTest.

I/0 Test

If you move the mouse or enter anythlng on the keyboard
during the LisaTest I/0 test, the results of the 1/0-
test may be Invalid.

Lisa Owner’s Guide - 8
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LisaWrite Update Notes and Errata

Fipures in the Manual

Fligures {n the manual may not always match what you see
on your screen. You need not be concerned about thls
discrepancy.

Paragraph Spacing in the Tutorial

LisaWrite stationery provides 1-1/2 blank lines between
paragraphs. However, Chapters 1 and 2 of the LisaWrite
tutorial assume two blank lines between paragraphs. As
soon as you start a new document In Chapter 1, choose
Double Space from the Format menu.

Right Margin versus Paper Size

Page Marks

Do not set the right margin beyond 8 inches when
printing on 8-1/2 by 11 Inch paper or on 8-1/2 by 14
inch paper, because the Lisa doesn’t print beyond 8
inches. 1In landscape printing, the document will not
print below 8 Inches on any page.

After you Insert a page mark, the cursor and following
text In the paragraph move down and align on the
paragraph’s left margin. When you insert a page mark in
the first Iine of a paragraph whose first-line and left
margins differ, type a paragraph return after imserting
the page mark to correct the resulting misalignment. To
add a paragraph return, set an Insertfon polnt to the
left of the first character following the page mark and
press the RETURN key.

To remove any page mark, set the Insertlon point to the
left of the character at the beginning of the line
following the page mark and press the BACKSPACE key to
remove the mark.

LisaWrite - 1
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Selecting the Entlre Document

Thls feature selects everything except headers and
footers.

Finding the Insertlon Polnt

If -you cannot find the Iinsertlon point, it may be
underneath a dlalog box or ruler, or [t may be scrolled
beyond view.

Same as on Clipboard

The Same as on Clipboard feature applies only to
paragraph styles, and 1t operates on the entire
paragraph even when only part of the the text In that
paragraph I1s selected. This feature does not operate
when only an Iinsertion point Is set Iin a blank
paragraph. In the sectfon Copying Format Styles, in
Chapter 2 of the tutorlal, triple-click instead of
setting an insertion polnt before choosing Same as on
Clipboard.

Underlining Iin Draft Printing

When you speclfy printing a quick draft of a document
that contains some underlined words, the words won’t be
underlined In the draft. The words will be underlined
in the finished-quality document.

Keep on Same Page

When you apply the Keep on Same Page feature separately
to adjacent paragraphs, LisaWrite keeps the paragraphs
together on the same page. If you don’t want adjacent
paragraphs on the same page, insert a blank paragraph
between the two that you want to separate. To do this,
set an insertlon polnt to the left of the flrst
character in the second paragraph and press the RETURN
key. The blank paragraph this adds to the document may
look odd 1f surrounding paragraphs print in the middle
of a page.

LisaWrice - 2
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Printing a Range of Pages

Page Numbers

When page marks fall at the end of pages {n the range
that you specify fn the Print dtalog box, an alert
message may appear saylng that there are no pages In
that vange. To prlnt the range of pages anyway:

l. Choose Prevliew Pages from the Page Layout menu.
2. Scroll to the end of the document.

3. Choose Print and f11l {n the dialog béx, as usual,

When you Include text before or after the page number In
a header or footer, be sure to Ilnclude a blank space
before and after the page number.

LisaWrite — 3
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LisaDraw Update

Notes and Errata

Figures In the Manual

High Resolut lon

Shrinking Objects

SelectIing Objects Filled with None

The figures In the manual may not match what you see on
your screen. You need not be concerned about this
discrepancy.

Printing and Text Alignment

When High Resolution printing 1s used on the Apple Dot
Matrix Priater, horizontal allgnment of text somet imes
differs from one line to the next. To avold this
misalignment, put an Insertfon point before each group
of characters In a 1ine, rather than Inserting a lot of
spaces between groups of text.

When you shrink polygons, freehand lines, and groups of
objects, the proportions may be distorted Lf you shrink
them too small. If you shrink an object or group of
objects and the respective proportions become distorted,
choose Undo Last Change from the Edit menu.

If you are having trouble selecting a polygon or another
object, the object Is probably not fllled and therefore
has None as 1ts shade. Move the polnter so that it
actually touches an edge of the object, and then click
the mouse button, Once the object Is selected, you can
shade 1t with any shade you desire, Including white.
After the object 1s filled, you can select it by moving
the polinter anywhere {nside the shaded part and clicking
the mouse button.

LisaDraw - 1
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Pastlng between

Ref lect Ing or Rotating Objects

To reflect a polygon or other object, use any handle and
pull that handle across the object to the other slide.

To votate a polygon or other object by 187 degrees,
repeat this step using a handle Iin the opposite

‘(orthogonal) directfon. You can also use these

procedures with groups of objects.

Completing a Polygon

If you begin to draw a polygon and then declde to start
over, just click twice to complete the polygon at that
point., Then you can delete the polygon vou started and
draw a new one. This procedure also lets you draw
open—ended polygons.

Documents

When you paste from another document Into LisaDraw, you
can control where the paste i{s placed.

s If nothing 1s selected, the paste will be placed in
the center of the drawing area.

o If you select an object or objects before pastling, the
paste will be centered there.

e If you select some text before pastling new text, the
selected text will be replaced.

Remember, 1t is easy to move pasted objects around in
the drawing area, no matter where the pasted object 1s
Ilnitially placed.

Polygon Size Limits

Be sure to limlt your polygons to 25 sides ox less. If
you draw a polygon with more than 25 s!des, you won't be
able to f111 it, and you are llkely to run into other
problems as well.

LisaDraw ~ 2
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LisaProject Update Notes and Errata

Figures in the Manual

The figures f{n the manual may not match what you see on

your screen. You need not be concerned about this
discrepancy.

Current Date Line

The current date 1s not saved when you put the document
away. To make certaln that you have a current date In
your Resource and Task charts, enter !t in the Calendar
dialog box each time you open the document.

Slack Time with Reduced Resource and Task Charts

Somet!imes when a Resource or Task chart s reduced 70%,
LisaProject wlll show slack tfme when, In fact, there is
negat {ve slack time; that 1s, the finish date is before
the start date, Usually this can be remedfled by using
Show Actual Size,

LisaProject - 1
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LisaCale Update Notes and Errata

Formula Length

2. Only the first 75 characters of the formula are shown

Formulas are limited to 75 characters. If you try to
type 1n a longer formula, you will be alerted by
LisaCalec. In some cases, however, a longer formula can
be generated automatically by Paste Adjusting. For
example, i1f the oxiginal formula contains coordinates
such as B7, and they are changed by Paste Adjusting to
coordinates such as AB75, the result could be a formula
that is longer than 75 characters. When this happens,
watch for two things:

l. Only the first 75 characters of the formula are shown
in the Paste Adjusting dlalog box. As you adjust the
formula, the formula might become shorter, bringing
additional characters into view from the right side
of the formula. However, as these characters come
into view, they are shown as questlon marks l{nstead
of as the correct characters. LisaCalc keeps track
of the correct characters, so if you click 0K, your
formula will be valid, even #f It is not the exact
formula vou wanted,

in the Formula area. If you want to edit a part of
the formula that 1s not shown, you can move part of
the formula to a blank cell, make the changes you
want, and then restore the part you moved.

To avold these problems, don’t use formulas that are
almost 75 characters long, 1Instead, vou can break up
the formula Iinto several pleces, then combine the
pleces. For example, 1f you want Bl to be the product
of Al through A25, you can use the follow’ng formulas:

A26 = AL*A2*AZXALKASKAGKAT*ABXAG*ALPXAL1*A]2%A13
A27 = AL4*A1S5*A16%A1T*A18*AIG*A2P*AD 1*A22%A2 3% A24*A25
Bl = A26%A27

LisaCalc - 1
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LisaGraph Update Notes and Errata

Flgures In the Manual

Figures !n the manual may not always match what you see
on your screen. You need not be concerned about this
discrepancy.

Converting Columns to Rows and Rows to Columns

Within a LisaGraph table, you can convert rows of data
into columns of data and vice versa. When you move data
from LisaCalc Into LisaGraph, you can convert columns of
data Into rows and vice versa. To convert data:

1.

4.

Automatlc Setting in Dlalog Boxes
Some dialog boxes, such as those for the X- and Y-axis
range, provide automatic settings. To restore an
automatle settlng, select the speciflcation that you
wani{ to change and either:

® Press the BACKSPACE key to leave the space blank, or

e Type any character, except a number, I{nto the fleld.

Select the header of the columns or rows to be
converted,

Copy or cut the selection to put 1t on the
Clipboard.

Select the header of the reclplent rows or columns,
or select the grid handle between them.

Paste Into the new area as usual.

LisaGraph - 1
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Type Styles and Cell Formats for the Table versus the Graph

To choose type styles for a table, flrst select one ovr
more cells in the table or the deselect box. The Type
Style menu then shows the styles and display slzes for
the table. When you choose an [tem, the entire table (s
affected at once, including unselected portlons.

To choose type styles for a graph, you must:
1. Choose Show Actual Size from the Page Layouf menu.

2. Select the text on the graph that you want to change,
or set an lnsertion point Iin the graph view.

3. Then cheoose a type style from the menu.

Formal menu 1tems apply to cell values only. The one
exception occurs on a bar graph wlth alphabetic X-axis
labels. 1In this case the data in column A, as aligned
in the cells, appear as X-axis labels. To choose Format
menu Iitems, first select one or more cells in the

table.

LisaGraph - 2
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Lisalist Update Notes and Errata

Using TAB to Add More Columns -

A list can have up to 1#P columns. When you are
creating a list, or adding columns to Ir, you can add
more columns by pressing the TAB key from the header of
the last column. Infitfally, LisaLisrt dlsplays a number
of blank columns at the right of the 1ist (ten in the
Create Table, five in the Add/Remove Table). If you
have fllled in all the columns, and vou press the TAB
key from the header of the last column, Lisalist adds
one more blank column.

Data Formats to Avoild

When you are creating a 1list, you should not use the
data formats -9 or -99 for money or number data types.
If you do, the values will not sort in the correct
order. However, you can create the list using the
default formats for these columns, and then later change
them to -9 or -99.

Lisalist -~ |
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Warning: This equipment has been
certified to comply with the limits tor a
Class B computing device, pursuant to
Subpart J of Part 15 of FCC rules. Only
peripherals {computer input/output
devices, terminals, printers, and the
like) certified to comply with the Class B
limits may be attached to this
computer. Operation with noncertified
peripherals i likely to result in
intertarence to radio and TV reception.

Customer Satisfaction

If you discovar physical defects in the
manuals distributed with a Lisa product
or in the media on which a software
product is distributed, Apple willl
replace the dogumentation or media at
no charge {o you during the 80-day
period after you purchased the product.

In addition, if Apple releases a
corrective update 10 a software product
during the 80-day period after you
purchased the software, Apple will
raplace the applicable diskettes and
documentation with the revised version
at no charge to you during the six
maonths after the date of purchase.

In some countries the replacement
period may be different; check with
your authorized Lisa dealer. Return any
item to be replaced with proof of
purchase to Apple or to an authorized
Lisa dealer.

Limitation on Warranties and Liabilily

All implied warranties concerning thia
manual and media, Including implied
warranties of merchantability and
fitneas for a particular purpose, are
limited in duration to ninety (90) days
from the date of original retail
purchase of this product.

@©1983 by Apple Computer, Inc.
20525 Mariani Avenua
Cupertino, California 95014
{408) 996-1010

Even thaugh Apple has tested the
software described In this manual and
reviewed its contents, naither Apple
nor its software suppliers make any
warranty or representation, elther
exprasa or implied, with respect to the
soltware described in this manual, its
quality, performance, merchantabllity,
or fitness for any particular purpose.
As a result, this software is sold “as
is,” and you the purchase are
assuming the entire risk as to its
quality and performance.

In na event will Apple or its software
suppliers be liable for direct, indirect,
special, incidental, or consequential
damages resulting from any defect in
the softwara or manual, even if thay
have baen advised of the possibility of
such damages. In particular, they shall
have no liability for any programs or
dala stored in or usad with Apple
products, including the costs of
recavering or reproducing these
programs or data.

The warranty and remadies set forth
above are exclusive and in lieu of all
others, oral or written, axpress or
implied. No Apple dealer, agent, or
employee is authorized to make any
modification, extension, or addition to
this warranty.

Some states do not ailow the exclusion
ar limitation of implied warranties or
liability for incidental or consequential
damages, 50 the above limitation or
axclusion may not apply to you. This
warranty gives you speclific legal rights,
and you may also have other rights that
vary from state lo state.

License and Copyright

This manual and the software
{computer programs) described in it are
copyrighted by Apple or by Apple's
software suppliers, with all rights
reserved, and they are covered by the
Lisa Software License Agreement
slgned by each Lisa owner. Under tha
copyright laws and the License
Agresment, this manual or the
programs may not be copied, in whole
or in part, without the written consent of
Apple, except in the normal use of the
software or to make a backup copy.
This exception doas not aliow copies to
be made for others, whether or not
sold, but all of the material purchased
{with all backup copies) may be soid,
given, or loaned to other persons if they
agree to be bound by the provisions of
the License Agreement. Copying
includes translating into another
janguage or format.

You may use the software on any
computer owned by you, but extra
copies cannot be made for this
purpose. For some products, a multi-
use license may be purchased to allow
the software to be used on more than
one computer owned by the purchaser,
Including a shared-disk system.
{Contact your authorized Lisa dealer for
information on multiuse licensas.)

Product Revisions

Unless you have purchased the product
update service available through your
authorized Lisa dealer, Apple cannot
guarantee that you will receive notice of
a revision to the software described in
this manual, even if you have returned a
registration card receivad with the
product. You should check periodically
with your authorized Lisa dealer.

Apple, Lisa, and the Appla logo are trademarks of Apple Computer, Inc.
Simultaneously published in the USA and Canada.

Reorder Apple Product #A6L0103
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Guide to Lisa Manuals

Set up your Lisa following the setup procedures in the
Lisa accessories box or in Appendix 1, Setup
Procedures, in the Lisa Owner’s Guide.

P Go through Section A, LisaGuide, in the Lisa Owner'’s
Guide, for an introduction to the Lisa.

If your dealer or service representative did not set your
system Preferences so that the Lisa knows what external
devices are attached, follow the instructions in Section
D, Desktop Manager Reference Guide, under Set, in the
Lisa Owner's Guide.

Go to Section A, Getting Started, in the manual for each
office tool that you want to learn, for the essentials of
using that tool.

Go to Section B, Lisa Fundamentals, in the Lisa Owner’s
Guide, for the background information you need before
beginning long-term work on the Lisa.

You are now ready to start doing your own work on the

Lisa:

m if you want self-paced instructions for using a tool, go
to Section B, Tutorial, in that tool manual.

m If you want instructions for performing specific tasks
with a tool, go to Section C, Reference Guide, in that
tool manual.

For specific instructions on filing and desktop
management, go to Section D, Desktop Manager
Reference Guide, in the Lisa Owner’'s Guide.

For more information on the Lisa hardware, tips on
caring for the Lisa, and suggestions for troubleshooting
when the system isn’t working properly, go to the other
sections of the Lisa Owner’s Guide.

“L10G022.PICT” 61 KB 2000-12-19 dpi: 72h x 72v pix: 866h x 1775v
| Source: David T. Craig Page 0024 of 0418 |




Apple Lisa Computer Info : Document # 182 : Lisa 1 Owner's Guide (1983) [RA]

Contents

Preface
A. LisaGuide

This section tells you how to start LisaGuide, which
introduces you to the Lisa.

B. Lisa Fundamenials

This section contains the background information you
need to know before doing long-term work on the Lisa.

C. Lisa Hardware

This section covers the major Lisa components and
explains how they interact.

D. Desktop Manager Reference Guide

This section provides detailed instructions for preparing
your system for long-term use and for using the Lisa
filing system.

E. Calculator

This section explains how to use the Lisa desktop
calculator.

F. Maintenance

This section explains routine maintenance — mostly how
to clean the system.

G. Troubleshooting

This section is a step-by-step guide to identifying the
problem when your Lisa doesn’t do what you expect.

(029-0089-A
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H. Service

This section guides you through replacing, adding, and
removing the Lisa internal parts.

1. Appendixes

Appendix 1. Setup Procedures

This appendix contains the Lisa setup procedures. It
repeats the setup instructions that are packaged in the
Lisa accessories box.

Appendix 2. Handling Diskettes

This appendix contains suggestions on caring for
diskettes.

Appendix 3. Automatic Startup Tests

This appendix describes what the Lisa is doing during
the first few seconds of system startup. Refer to this
appendix when you are trying to interpret a startup error
message. You may be directed to this appendix by
Section G, Troubleshooting.

Appendix 4. On-Off Procedures

This appendix contains a summary of how the Lisa on-off
button works.

Appendix 5. Hardware Specifications

This appendix contains information on the size, weight,
compatibility, and other hardware specifics of the Lisa.
Appendix 6. Office System Error Messages

This appendix contains a series of discussions covering
the error messages generated by the Lisa Office System.
You may be referred to this appendix by screen
messages while you are using the Lisa.

J. Index

“L10G024.PICT” 52 KB 2000-12-19 dpi: 72h x 72v pix: 1295h x 1864v

| Source: David T. Craig

Page 0026 of 0418 |




Apple Lisa Computer Info : Document # 182 : Lisa 1 Owner's Guide (1983) [RA]

Preface

The Lisa Owner’s Guide contains:

m Background information on preparing the Lisa for
long-term use.

m A brief introduction to the Lisa components and
special features.

m Detailed instructions for using the Lisa filing system.

m Suggestions for keeping the system clean and
problem-free.

m Detailed instructions for diagnosing problems and for
repairing them.

Before beginning long-term work on your Lisa, read
Section B, Lisa Fundamentals, making sure you
understand all of the concepts in the section. Look over
Section C, Lisa Hardware, for details about how the
system works. Refer to Section D, Desktop Manager
Reference Guide, for specific instructions for performing
the tasks outlined in Section B. Refer to Section E,
Calculator, when you want to use the desktop calculator.

Scan the contents of Section F, Maintenance, so that you
will know which parts of the Lisa you can and should
clean. Review the descriptions of the appendixes and
note the ones that are important to you. Then keep this
manual with your Lisa and refer to it whenever you need
more information. If something goes wrong, refer to
Section G, Troubleshooting, and Section H, Service.

This owner’s guide is intended to be used in conjunction
with the Lisa tool manuals.

029-0090-A

“L10G025.PICT” 54 KB 2000-12-19 dpi: 72h x 72v pix: 879h x 1892v
| Source: David T. Craig Page 0027 of 0418 |

vii




Apple Lisa Computer Info

: Document # 182

: Lisa 1 Owner's Guide (1983) [RA]

. -
. .
- .
- "
» "
- v
. “
. e
- .
029-0086-A

L

4

[ L] L)
* @ i
[ L] [ ]
] - -
L 3 L] “
L [ ] -
L] » [ ]
“ L] L]
- L] L]
L o L]

4

Section A
LisaGuide

*

L)

“L10G026.PICT” 16 KB 2000-12-19 dpi: 72h x 72v pix: 1151h x 1474v

| Source: David T. Craig

Page 0028 of 0418 |




Apple Lisa Computer Info : Document # 182 : Lisa 1 Owner's Guide (1983) [RA]

LisaGuide

Your Lisa is like an “electronic desktop’’ — a personal
office system that works much the same way you're
already used to working.

The diskette named LisaGuide contains exercises,
demonstrations, and examples that will teach you the
Lisa's basic operations. LisaGuide's exercises are
grouped into these topics:

Of Mice & Menus
Starting a Document
Editing a Document
Filing a Document
Viewing a Document
Stopping LisaGuide
More Editing - Optional
More Filing - Optional
Shortcuts - Optional
Summaries - Optional

We recommend you complete the first six topics in the
order shown. Then you'll have learned the Lisa’s basics
and be ready to work on whatever type of document you
wish. You can complete the optional topics at any time.

Two pull-out cards (cards 2 and 3) under your Lisa's
keyboard summarize the skills taught by LisaGuide.

Instructions and photographs on the next two pages
explain how to start, stop, and restart LisaGuide.

Section A J 01 |A1
LisaGuide » s «
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Shiny plastic

t isaGuide disketle

Insert or femove a diskelte

To Start LisaGuide for the First Time

1. If your Lisa is not already set up and configured, see
Appendix 1, Setup Procedures, in this manual.

2. Be sure your Lisa’s power is off: If the on-off button is
lit, press it once.

3. Remove any diskette that your Lisa ejects from drive 1.
Don't touch the shiny plastic.

4, Remove the LisaGuide diskette from its pocket inside
the front cover of this manual, and place it in drive 1.
Don’t touch the shiny plastic. Make sure the cutout
parts of the diskette are oriented as shown in the
photograph. Push the diskette into the drive until you
hear a click.

5. Be sure the ProFile is turned on: If the ProFile’s red
light is not glowing or flashing, press the on-off
switch on the back of the ProFile to On.

6. Turn on your Lisa’'s power: Press the on-off button
once. The power will go on, and the button will light
up.

A2 |5 2% Lisa Owner’s Guide
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Shiny plastic

LisaGuide diskette

Insert or remove a diskette

A2 |®** Lisa Owner's Guide

o e 0
LI

To Start LisaGuide for the First Time

1.

. Be sure your Lisa’s power is off: If the on-off button is

. Remove any diskette that your Lisa ejects from drive 1.

. Be sure the-ProFile is turned on: If the ProFile’s red

. Turn on your Lisa’s power: Press the on-off button

If your Lisa is not already set up and configured, see
Appendix 1, Setup Procedures, in this manual.

lit, press it once.

Don’t touch the shiny plastic.

Remove the LisaGuide diskette from its pocket inside
the front cover of this manual, and place it in drive 1.
Don’t touch the shiny plastic. Make sure the cutout
parts of the diskette are oriented as shown in the
photograph. Push the diskette into the drive until you
hear a click.

light is not glowing or flashing, press the on-off
switch on the back of the ProFile to On.

once. The power will go on, and the button will light
up.
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ProFile's red light

Drive 1

On-off button

Mouse button

Mouse

7. It takes a few minutes to get LisaGuide ready. When
the screen says “Welcome to LisaGuide,” read and
follow the instructions on the screen.

To Stop LisaGuide at Any Time

1. Hold down the key with the picture of an apple (it's to
the left of the space bar) while you press the period
key.

2. When your Lisa ejects the LisaGuide diskette, remove
it and replace it in its pocket inside the front cover ot
this manual. After a few minutes you’ll see your Lisa’s
“usual’’ desktop without LisaGuide.

To Restart LisaGuide

1. Follow steps 1 through 6 under “To Start LisaGuide
for the First Time.”

2. When “Welcome to LisaGuide'’ appears, choose the
topic you're interested in from the Topics menu.

Section A , ., |A3
LisaGuide » « »
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ProFile's red light

Drive 1

On-off button

Mouse button

Mouse

7. It takes a few minutes to get LisaGuide ready. When
the screen says ‘“Welcome to LisaGuide,” read and
follow the instructions on the screen.

To Stop LisaGuide at Any Time

1. Hold down the key with the picture of an apple (it’s to
the left of the space bar) while you press the period
key.

2. When your Lisa ejects the LisaGuide diskette, remove
it and replace it in its pocket inside the front cover of
this manual. After a few minutes you’ll see your Lisa's
“usual’”’ desktop without LisaGuide.

To Restart LisaGuide

1. Follow steps 1 through 6 under ‘“To Start LisaGuide
for the First Time.”

2. When “Welcome to LisaGuide’’ appears, choose the
topic you’re interested in from the Topics menu.

Section A [ . :|A3
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Guide to Lisa Manuals

S

Set up your Lisa following the setup procedures in the
Lisa accessories box or in Appendix 1, Setup
Procedures, in the Lisa Owner’s Guide.

Go through Section A, LisaGuide, in the Lisa Owner’s
Guide, for an introduction to the Lisa.

If your dealer or service representative did not set your
system Preferences so that the Lisa knows what external
devices are attached, follow the instructions in Section
D, Desktop Manager Reference Guide, under Set, in the
Lisa Owner’s Guide.

P Go to Section A, Getting Started, in the manual for each
office tool that you want to learn, for the essentials of
using that tool.

Go to Section B, Lisa Fundamentals, in the Lisa Owner’s
Guide, for the background information you need before
beginning long-term work on the Lisa.

You are now ready to start doing your own work on the

Lisa:

m |f you want self-paced instructions for using a tool, go
to Section B, Tutorial, in that tool manual.

m If you want instructions for performing specific tasks

with a tool, go to Section C, Reference Guide, in that
tool manual.

For specific instructions on filing and desktop
management, go to Section D, Desktop Manager
Reference Guide, in the Lisa Owner’s Guide.

For more information on the Lisa hardware, tips on
caring for the Lisa, and suggestions for troubleshooting
when the system isn’t working properly, go to the other
sections of the Lisa Owner's Guide.
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Deskiop Management

The Desktop

Disks and Diskettes
Folders

Tools

Documents

Stationery Pads
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Clipboard

Clock

Calculator

Preferences

Shadows

Working on the Desktop
Selecting Icons and Activating Windows
Choosing Menu ltems
Moving Objects
Shortcuts

B24 Cutting and Pasting between Documents
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Moving Windows
Sizing Windows
Layering Windows
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What’s in
Lisa Fundamentals?

Lisa Fundamentals is a summary of the background
information you need to use the Lisa effectively.

The first half of this section includes some basic
concepts about computers in general, as well as some
useful details about the Lisa in particular. It you are
already used to working with computers, you can
probably scan this section fairly quickly. But before you
begin long-term work on your Lisa, make sure you read
and understand the material in this section on these
subjects:

m System Startup.
m Disk Backup.
m System Configuration.

The second half of this section is an overview of the
Desktop Manager, the filing system that the Lisa uses to
organize your work on the desktop and on your disks.
The fundamentals of desktop management are covered
in Section A, LisaGuide. The discussion in this section
under the heading Desktop Management is a summary
of that material.

Lisa Fundamentals provides only a brief discussion of the
tasks needed for long-term use of the Lisa. Refer to
Section D, Desktop Manager Reference Guide, in this
manual, for step-by-step instructions for performing all
of the tasks presented in this section.

SectionB |, . |B1
Lisa Fundamentals « » «

“L10G034.PICT” 54 KB 2000-12-19 dpi: 72h x 72v pix: 887h x 1890v
| Source: David T. Craig Page 0038 of 0418 |




Apple Lisa Computer Info : Document # 182 : Lisa 1 Owner's Guide (1983) [RA]

The Lisa System  Like all computers, the Lisa system consists of two parts,
hardware and software. The Lisa hardware is the cabinet,
the keyboard, the mouse, and the ProFile storage disk.
When you turn the Lisa on, the computer begins looking
for and following instructions. These instructions, known
as software, are stored on disks and diskettes and in a
few places inside the computer. This section, Lisa
Fundamentals, is concerned mostly with the Lisa
software. For a description of the physical parts, see
Section C, Lisa Hardware, in this manual.

System Startup Each time you turn the Lisa on, the computer looks for a
set of startup instructions. When you are using the Lisa
Office System, the startup instructions are stored on a
ProFile attached to the Lisa. Your dealer or service
representative should have installed the Office System
software, including the startup instructions, on your
ProFile. This software is also stored on the two diskettes
tabeled Office System 1 and Office System 2 in the back
of this manual. If your ProFile is still blank, follow the
installation instructions in Section D, Desktop Manager
Reference Guide, under Initialize a Startup ProFile and
Install the Tools.

The disk drive that holds the startup instructions is
known as the startup device. Unless you specify
otherwise, the Lisa automatically assumes that the
startup device is a ProFile attached to the built-in parallel
connector. See Section C, Lisa Hardware, for a
description of the various connectors. Sometimes,
however, you may want to start the system using a
different device. Instructions for specifying your usual
startup device and for specifying a different device
during startup appear in Section D, Desktop Manager
Reference Guide, under Set Startup Specifications and
Set Startup Device during Startup.

if your startup ProFile also contains software other than
the Lisa Office System, the Lisa may ask you during
startup which environment you want to use. If a display
something like Figure 1 appears at startup, first click
Office System and then click Start. See Appendix 4, On-
Off Procedures, for details on the Environments window.

B2 |, .. Lisa Owner’s Guide
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Disks and
Diskettes

Environsents

[0 uvitice Systew Set Dafault
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Ho Default

Start

i

Figure 1. Envirenments Window

The Lisa’s two built-in floppy disk drives accept special,
high-capacity, 5-1/4 inch floppy diskettes. The ProFile
hard disk includes both a disk drive and a permanently
installed hard disk.

Both hard and floppy disks are flat, magnetic recording
surfaces used for storing information. Hard disks are
faster and can store more information than floppy disks,
but they are less portable. Most Apple-supplied software
is sent to you on floppy diskettes, and you can transfer it
to your ProFile for day-to-day work.

In Lisa manuals, the term “diskette” is used to mean
floppy disk, and the term “‘disk” is used more loosely to
mean either hard or floppy disk.

Refer to Appendix 2, Handling Diskettes, for
recommendations on caring for diskettes. The
procedures for using diskettes in the Lisa floppy disk
drives appear in Section C, Lisa Hardware.

Disk Initialization

On a new disk, the recording surface is completely blank,
like an unrecorded audio tape. Before putting any
information on the disk, the computer has to organize
the disk surface, a process known an initializing the disk.
Every time you attach a blank ProFile or insert a blank
diskette into one of the floppy disk drives, the Lisa asks if
you would like to initialize the disk.

SectionB ... |B3
Lisa Fundamentais = = «
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B4 (. .1 Lisa Owner’s Guide

You can also recycle used disks by erasing and
reinitializing them.

The procedures for initalizing and erasing disks appear

in Section D, Desktop Manager Reference Guide, under
Initialize.

Disk Organization

The Lisa system comes with six office applications,
known as ‘‘tools.” The tools are the instructions that tell
the computer to work as a word processor, a calculator,
or an electronic spreadsheet, for example. Instructions
for using the office tools are in the manuals that come
with the tools.

Each tool comes on a single diskette containing the tool
itself, the stationery pads you need to create new
documents, and a folder containing the examples used in
the manual. Your dealer or service representative should
have duplicated the contents of all six tool diskettes on
your ProFile while installing system software. If your
startup ProfFile is initialized but contains no tools, follow
the instructions in Section D, Desktop Manager
Reference Guide, under Add the Contents of a Diskette
to Another Disk.

Once you start doing your own work on the Lisa, your
ProFile will begin to accumulate your own documents
and stationery pads. Each disk initialized by the Lisa
Office System contains a pad of empty folders, which you
can use to organize your disks. See the discussion under
Desktop Management later in this section for more
information about using folders.

You may also find it convenient to keep some of your
documents and stationery pads on diskettes. You can,
for example, put all of the documents concerning a single
project on one diskette, which can be carried easily to
another Lisa.

Disk Backup

Because disks can be damaged or erased accidentally
— and because they eventually wear out with use — you
should keep backup copies of all disks. The discussion
below outlines the backup strategies for different Lisa
disks.
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LisaTest

The LisaTest diskette in the front of this manual is to help
you diagnose the problem in case something goes wrong
with your system. Because LisaTest is not part of the Lisa
Office System, you cannot use the standard copy
procedures for backing it up. Follow the backup
instructions in Section G, Troubleshooting, under
LisaTest.

Startup and Tool Disks

The other diskettes that come with your Lisa — the two
Office System diskettes and the six tool diskettes — are
the master copies of your Lisa software. Your ProFile
contains the working copies, that is, the copies you use
for day-to-day work. Keep the diskette masters in a safe
place, and use them only if you need to make new copies.

When you purchase additional Lisa office tools, put the
working copies on your ProFile, following the instructions
under Add the Contents of a Diskette to Another Disk.

Copies of the tools will work only on the Lisa that made
the first copy of the master diskette. If you are setting up
your ProFile yourself, be sure to make the tool copies on
the Lisa system for which the tools were purchased.

Documentis

The purpose of backing up documents is to save you
time and lost information on the rare occasion when one
of your disks becomes unreadable. The specific backup
strategy you use depends on how often you update your
documents and how you organize your disks.

There are two general approaches to backing up:
1. Copy the entire disk periodically.

2. Duplicate each document before putting it away, and
then put the duplicate on another disk,

In general:

m If you work with a number of different documents every
day, and you keep them all on one diskette, you should
duplicate that diskette at the end of each day.

u If you do not update your documents very often, and
you keep them on a ProFile, you should back up each
document on a floppy disk whenever you save a copy
on the ProFile.
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Clock/Calendar

System
Configuration

B6 |, .. Lisa Owner's Guide

m If you use a hard disk that would take a long time to
reconstruct, you should back up the entire disk onto a
set of diskettes from time to time. You can also make
incremental backups periodically to back up only the
information that has changed since the last full
backup.

Instructions for making backup copies appear in Section
D, Desktop Manager Reference Guide, under Copy.

A clock/calendar inside the Lisa keeps track of the date
and time. Using information supplied by the clock/
calendar, the Lisa tags each document with the date you
created it and the date you last worked on it.

The clock/calendar is
represented on your
desktop as a picture of a
clock. You can open the
clock to set it or to see what
time it is. Procedures for
setting the clock/calendar
appear in Section D,
Desktop Manager
Reference Guide, under Set
Clock/Calendar.

As long as the Lisa is plugged into a working outlet, the
clock continues to run. The built-in battery can keep the
clock running for up to 10 hours when the system is
unplugged.

L -~~~ "

The Lisa is compatible with a number of different
external devices, such as printers, hard disks, and
telephone-connect modems. Before you can use these
devices, you have to tell the Lisa what you have attached
and where each device is connected. The Lisa also allows
you to specify a set of system details, such as the rate at
which keys repeat when held down and the loudness of
the error tones. All of these system specifications
constitute the system configuration. You define the
system configuration for your Lisa through Preferences.

The system Preferences are

represented on your EE
desktop as a picture of the [ |

Lisa. Prefarences
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Specifically, you use Prefsrences to:

m Tell the Lisa where external devices are attached and
how they are set up.

® Tell the Lisa what your startup device is and how
thoroughly you want the computer’s memory tested
during startup.

B Specify the screen contrast, speaker volume, and time
lags for repeating keys.

These three sets of information are stored under Device
Connections, Startup, and Convenience Settings in your
system Preferences. Your dealer or service
representative should have set the Device Connections
and Startup portions of your Preferences. After you have
used the Lisa for a while, you will be ready to set your
own Convenience Settings. You may want to open the
Preferences icon now to make sure that the information
is correct. Instructions for using the Preferences window

appear in Section D, Desktop Manager Reference Guide,
under Set.

The information in Preferences is saved in the Lisa
parameter memory, a smalf part of memory that remains
intact as long as the Lisa is plugged into a working outlet
and for up to 10 hours when the Lisa is unplugged. The
Preferences settings are also stored on the startup disk.
If the parameter memory runs down, it is restored from
the information on the startup disk the next time you turn

on the Lisa.
Tur nipg off Turning off the Lisa with the
the Lisa on-off button does not

instantly shut down the
machine. Instead, it triggers
a series of storage
procedures.
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Specifically, you use Preferences to:

m Tell the Lisa where external devices are attached and
how they are set up.

m Tell the Lisa what your startup device is and how
thoroughly you want the computer’s memory tested
during startup.

B Specify the screen contrast, speaker volume, and time
lags for repeating keys.

These three sets of information are stored under Device
Connections, Startup, and Convenience Settings in your
system Preferences. Your dealer or service
representative should have set the Device Connections
and Startup portions of your Preferences. After you have
used the Lisa for a while, you will be ready to set your
own Convenience Settings. You may want to open the
Preferences icon now to make sure that the information
is correct. Instructions for using the Preferences window
appear in Section D, Desktop Manager Reference Guide,
under Set.

The information in Preferences is saved in the Lisa
parameter memory, a small part of memory that remains
intact as long as the Lisa is plugged into a working outlet
and for up to 10 hours when the Lisa is unplugged. The
Preferences settings are also stored on the startup disk.
If the parameter memory runs down, it is restored from
the information on the startup disk the next time you turn
on the Lisa.

Turning Off
the Lisa

Turning off the Lisa with the
on-off button does not
instantly shut down the
machine. Instead, it triggers
a series of storage
procedures.
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Power
Interruptions

BB |{ .. Lisa Owner's Guide

A ]

First, the Lisa removes all documents and folders from
the desktop, putting each one on its storage disk. Most
open documents are stored in exactly the form you left
them, including the last insertion point or selection.
When all of its documents and folders are stored, each
diskette is released from its disk drive. When everything
is off the desktop, the screen goes blank, and the power
light goes out.

The next time you turn on the Lisa, the computer can
reconstruct the desktop exactly as you left it. The Lisa
checks all disk drives during startup and returns the
documents and folders you were working on to the
desktop.

Like all computers, the Lisa depends on a steady supply
of current. Occasionally, something interrupts the power
to the system — a circuit breaker in the building cuts out,
for example. When power is interrupted, everything in the
computer’s memory is lost, including the state of the
desktop and all unsaved edits to any documents you
were working on. Documents saved on a disk are
unaffected, unless the Lisa happened to be reading from
or writing on a disk at the time of the power loss. In this
case, the disk itself could be damaged. That's one
reason 1o keep backup copies of all disks.

During a sudden power loss, the normal power-down
procedures described above do not occur. The disks are
left in an in-between state. When you turn the system
back on, the Lisa tries to reconstruct the desktop as
usual, but it can’t find the desktop information.

Specific instructions for recovering from a power
interruption appear in Section D, Desktop Manager
Reference Guide, under Repair a Startup ProFile and
Repair a Storage Disk after a System Failure. For a more
complete discussion of how a sudden loss of power
affects disks, see Appendix 4, On-Off Procedures.

“L10G041.PICT” 76 KB 2000-12-19 dpi: 72h x 72v pix: 1303h x 1859v

| Source: David T. Craig

Page 0046 of 0418 |




Apple Lisa Computer Info : Document # 182 : Lisa 1 Owner's Guide (1983) [RA]

Desktop
Management

%

The Lisa desktop management system is designed to
reflect the same organization as the physical desktop
and file drawers in your office. It also follows the same
conventions as the tools you use for creating documents:
you select things using the mouse and you act on things
using the menus.

The fundamentals of desktop management are covered
in Section A, LisaGuide. The purpose of this discussion is
to give you a summary of how the desktop works. For
specific information and step-by-step instructions, refer
to Section D, Desktop Manager Reference Guide, in this
manual, and to Chapter 2 of any Lisa office tool manual
Reference Guide.

The work flow on the Lisa desktop goes something like
this:

m Create a new document.

m Name the document.

a1 Work on the document.

m Save the document periodically on a disk.

m File the document when you're finished working on it.

m Retrieve the document the next time you want to work
on it.

m Periodically make a backup copy.

All of these activities are accomplished using three basic
actions:

m Selecting things with the mouse.

B Acting on the selections through the menus.
m Moving things with the mouse.
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The Desktop

When you first start up the Lisa Office System, your
screen looks something like Figure 2.

File/Print Edit View Disk

Figure 2, Desktop

The gray area, known as the deskiop, contains a number
of icons, or pictures, which represent various parts of
your system. Some of the icons represent physical
devices, such as disks and disketies, and others
represent information, such as documents, folders, and
tools. The specific icons that are present vary depending
on the specific setup of your system.

Most of the icons can be opened into windows, tike the
ProFile window shown in Figure 3.

The small icon in the upper ieft-hand corner of the
window tells you what kind of object the window is
displaying. In this case, the window shows the contents
of the startup ProFile.

The icons described in the following discussion, and their
properties, are summarized in Table 1.

B10|. 1% Lisa Owner's Guide
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Title bar icon

File/Print Edit View Disk

-

Titte bar

iiPrafile ||
2152 blocks Free out of 8690. Backed up: never.
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Stationery pad
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LISaCA Papey LAS5GY aph PAper Lisarite Papsr LisaProjict Papar Lisalist Fager LisaDzan Fape:

.

=
&l
[
B
e

1
SRR

Example folder
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LisaCale Examples  LisaGr

¥

Exwnpies  Lisairits Examples LisaFroject Examples Lisalist Evamplas |j:abraw Exampll -

Felder pad

Teols

] g

Sumary Exarcices

Enpty Folders

Figure 3. ProFile Window

Table 1. Desktop Cbjects and Their Properties

Can Be Can Be

Opened Stored Can Hold
Desktop and and Other
Icon Altered Duplicated  Obijects
Disks and
diskettes Yes Yes* Yes

Lisaldrite Diskette

Folders Yes Yes Yes

LigalWrite Examples

* Cannot be stored in other desktop objects.
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Table 1. Desktop Objects and Their Properties, continued

Can Be Can Be

Opened Stored Can Hold
Desktop and and Other
Icon Altered Duplicated Objects
Documents Yes Yes No

Yes Yes No

Yes Yes No

Calculator

Tools No Yes No
Stationery No Yes No

pads

l.1salNrite Paper

Bi121{! ! Lisa Owner's Guide
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Table 1. Desktop Objects and Their Properties, continued

Can Be Can Be
Opened Stored Can Hold
Desktop and and Other
icon Altered Duplicated Objects
Clipboard Yes** No No
@
Clpboard
Preferences Yes No No
Wastebasket Yes No Yes
Wastebasket
Shadows No**~ No No
]

LisalWrite Examples

** Can be altered only indirectly by editing other objects with cut and
copy.

*** Name can be aitered.
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Disks and Diskettes

Each hard disk attached to . .
the Lisa and each diskette ﬂ
inserted into one of the disk

drives shows up on the
desktop as an icon, such as
the ones shown here, or a

window, such as the one : _
displayed in Figure 3. i ]

FroFie

An active disk window includes a status panel, which tells
you how much space is avallable on the disk and when
the disk was last backed up. The disk window can
display either a collection of icons or a list of names
representing all objects stored on that disk. The text list
includes information on the size of documents and when
they were last updated. See Section D, Desktop Manager
Reference Guide, under List, for the details of how disks
can be displayed.

If a ProFile that is attached does not show up on your
desktop, check the Device Connections portion of your
Preferences window. See Section D, Desktop Manager
Reference Guide, under Set Device Connections.

B14 |13 ¢ Lisa Owner's Guide
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Folders

Each disk initialized by the

Lisa Office System comes m
with a pad of empty folders. Empty Folders
At your option, you can use
this pad to create new
folders for holding the
objects stored on your
disks. The reason for
folders on storage disks is
the same as the reason for
folders in your filing
cabinets: organization
makes it easier to find
things.

Like disk windows, folder windows can display either a
collection of icons or a list of object names.

Tools

The tool icons represent
the instructions that the
Lisa needs in order to work -
on your documents. Lisalirite

The tool icons are stored on your ProFile in a folder
called Tools. Ordinarily, you do not need to do anything
with the tool icons. Opening the tool icons has no effect.
However, a copy of the tool used to create a document
must be present on one of the disks on the desktop
before you can work on that document.

Documentis

The documents you create
on your Lisa are
represented in their storage
locations as document
icons. The design on the
icon matches the design on
the tool that was used to
create the document.
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Stationery Pads

Each stationery pad
represents an infinite
supply of either blank or
customized paper, which Lizalrlte Paper
you use for creating new

documents. The design on

the pad matches the design

on the tool and documents

associated with the pad.

Each tool comes with a pad of blank stationery, and you
can make your own custom stationery pads. Instructions
for making a new stationery pad appear in Section D,
Desktop Manager Reference Guide, under Create a
Stationery Pad.

Wastebasket

The Wastebasket is the
means by which the Lisa
discards obsolete objects.
When you no longer need a ‘
desktop object, you can
throw it away by moving it

to the Wastebasket.

N

Ti

Some objects, such as disks and diskettes, cannot be
discarded. If you move one of these objects to the
Wastebasket, the icon jumps back to its previous
location.

Discarded objects remain in the Wastebasket until
something else from the same disk is thrown away or
until the disk space they occupy is needed. You can
usually retrieve the last object or set of objects discarded
from a disk by opening the Wastebasket and moving the
icons out of the Wastebasket window.

B16 | 2! Lisa Owner's Guide
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Clipboard

The Clipboard holds the -
material that you cut or

copy when editing W
documents or object
names. It always contains
the last text or graphic that
was cut or copied. When
you choose Paste from the
edit menu, the contents of
the Clipboard are inserted
at the selected location.

| Clipboard|

You can open the Clipboard to ses its contents, but you
cannot edit it. Many people leave the Clipboard window
open at the bottom of the screen while working on
documents, as shown in Figure 4.

\J Il cripboard |l

If you leave the Cliphoard open at the hottom of
the gcreen, you can always see what will te pested
when vou choose Peste from the Edit menu.

Figure 4. Clipboard

Clock

The Clock icon represents
the clock/calendar inside
the Lisa.

You can open the Clock to see the time and date and to
set the time and date. When you first start using the Lisa,
the Clock appears at the bottom of the desktop. If you
put it away through the File/Print menu, it is stored in the
Tools folder on the startup ProFile.

instructions for setting the clock appear in Section D,
Desktop Manager Reference Guide, under Set Clock/
Calendar.
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Calculator

The Calculator icon
represents the Lisa desktop
calculator. You can open
the icon to use the

Calculator. Calculator

When you first start using the Lisa, the Calculator
appears at the bottom of the desktop. If you put it away
through the File/Print menu, it is stored in the Tools
folder on the startup ProFile.

Detailed instructions for using the Calculator appear in
Section E, Calculator.

Preferences

The Preferences icon ,
represents the part of the ‘:l::
Lisa memory that stores
your system configuration,
discussed earlier in this

section,

Instructions for setting Preferences appear in Section D,
Desktop Manager Reference Guide, under Set.

Shadows

Shadows are place-holders for other icons. When you
open an icon into a window or move an icon from its
storage location to the desktop, a shadow remains
behind. Figure 5 demonstrates both forms a shadow may
take.
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Gray shadow

White shadow

Figure 5. White and Gray Shadows

When you open an icon from the desktop, a white
shadow marks where it will return when set aside.

When you take an icon out of its storage location, a gray
shadow marks where it will return when put away.

You can’t manipulate shadows in any way. They appear
only for your information, and they disappear when no
longer needed. You can, however, edit the name of a
shadow, thereby changing the name of the object as well.

Working on the Desktop

The desktop filing functions are accomplished by
manipulating the desktop icons and windows. The
discussion below covers the three basic manipulations:
selecting objects, choosing menu items, and moving
objects. Section D, Desktop Manager Reference Guide,
contains detailed instructions for the specific desktop
tasks: creating, naming, copying, filing, and discarding.
The discussion below covers the background
information on how the desktop works.
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Selecting Icons and Activating Windows

You tell the Lisa which desktop object you want to
work on by selecting or activating the object. In Lisa
manuals, the term “select’’ is used to mean ‘‘specify
which icon” and the term “activate’’ is used to mean
“specify which window.” You can have many icons
selected at once on the desktop, but you can have only
one window active at a time.

The way to select any icon or activate any window is to
place the pointer on it and press the mouse button.

A selected icon is
highlighted.

If you want to work with more than one icon at a time, you
can select a group of icons in either of two ways:

1. Hold down the (8hift) key while clicking on the icons.

2. Press and hold the
mouse button to draw a
box around a group of Isrite Paper
icons, When you release
the button, all icons in — :
the box are selected. Ore

LAz Project

ong

In either case, you can deselect one or more of the
highlighted icons by holding down the (Shift) key while
clicking on or drawing a box around the icons you want
to deselect.

An active window has a dark bar around the title and a
collection of view controls on the right and bottom
edges. Examples of active and inactive windows are
shown in Figure 6.
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M3 Hosalie Eberhurst
1627 Hastings Avenuz
Cuperting, CA 99014

Active window

Dear Ms. Everhurst,

[m] Lisal'rite Examples

Customars Chapter & Chaprer 4 Crapter 3 Crapter 2 k

fUrntGre

inactive window

Letter

Figure 6. Active and Inactive Windows

The use of the view controls is covered in detail in
Section A, LisaGuide, and in the tool manuals.

Whenever you open an icon, its window is automatically
activated. If you open more than one icon at once, the
window of the last icon to be opened will be active.
Whenever you put an icon into an open disk or folder
window, that window is automatically activated.

A word of warning about multiple icons: Opening multiple
documents at once can take even longer than opening
each individually.

Choosing Menu ltems

The words along the top of the Lisa screen are menu
titles. After you have selected an icon or activated a
window on the desktop, you can work with that object by
choosing a command from one of the menus. The menu
item you choose affects only the selected or activated
objects.

To choose an item from a menu:
1. Move the pointer to the menu title.

2. Press and hold the mouse button to display the menu.
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3. Move the pointer down File/Print
the menu until the item Set Aside Everything
you want is highlighted. Set Aside "ProFile”

Sowe O Pul Baayg

Open "LisaWwyite Examples” !
Duplicate L]
Tear GFf Stationery

Make Stationery Pad

Monitor the Printer ..,

4, Release the mouse button.

The four menus used for desktop management are the
File/Print, Edit, Disk, and View menus. The specific tasks
these menus are used for are covered in Section D,
Desktop Manager Reference Guide. The four menu items
used most are Open, Set Aside, Save & Put Away, and
Save & Continue.

Open: Opens selected icons into windows.

Set Aside: Reduces an open window to an icon, and
then puts the icon on the desktop. Setting aside a
document merely changes the display; it does not save
the document on a disk.

Save & Put Away: Reduces an open window to an icon,
and then puts the icon back into its storage location. Any
changes you have made since you last saved the
document are incorporated on the disk copy.

Save & Continue: Updates the disk copy of a document
to match the document on your desktop, but leaves the
document window open and active on your desktop.

Moving Objects

You can grasp icons by
pointing to them with the
pointer and pressing the
mouse button. As long as
you hold the button down,
the icon moves along with
the pointer.
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You can store an object in a folder or on a disk by moving
its icon onto the folder or disk icon or into the folder or
disk window. You can discard desktop objects by moving
their icons to the Wastebasket. If you move an icon onto
an icon or window that cannot hold other objects, the
first icon jumps back to its previous location.

Moving an icon around on the desktop or within one
window has no effect except to reposition the icon itself.

You can move open windows, grasping them by the title
bar, but you cannot store or discard open windows.

Shortctlts

The File/Print menu contains all of the commands you
need for creating, opening, closing, and storing your
documents. Because you use these commands so
frequently, the Office System includes a simple shortcut
for performing these tasks: clicking the mouse button
twice.

To tear off a sheet of
stationery, click twice
rapidly on the stationery
pad icon.

To open an icon into a
window, click.twice rapidly
on the icon.

Lisalrite Paper

To close an open window, ,'_Q m
click twice rapidly on the

window'’s title bar icon.
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Cutting and
Pasting between
Documents
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Clicking twice to close a window can either set aside the
object or save and put away the object, depending on
where the object's shadows are. If there is a shadow on
the desktop, clicking twice causes the object to be sat
aside. If the only shadow is in a folder or on a disk,
clicking twice summons a dialog box, which asks you
whether you want the object set aside or put away.

Do you want “Sample Document” to be
Saved & Puk Away in "ProFile” or dao

you want it to be quickly Set Aside on

the desktop? Put Away

When you went through the LisaGuide and Getting
Started exercises, you learned to cut, copy, and paste
text and graphics. You can use these same techniques to
transfer text and graphs from one document to another.
You can always cut or copy something out of one
document and paste it into another document that was
created with the same tool. There are limitations,
however, on pasting between documents created with
different tools.

You can always paste:

m A LisaCalc spreadsheet or LisaGraph tabie into either
a LisaCalc spreadsheet or a LisaGraph table.

m A LisaGraph graph into a LisaDraw document.

m A LisaCalc spreadsheet or a LisaGraph table into a
LisaWrite document.

B A LisaProject chart into a LisaDraw document.

m A Calculator tape into a LisaWrite document.

m One *'field” of text from any document into any other
document. The meaning of a “‘field”’ depends on where
the text is pasted from and to. A field is one cell in a
table, one line of text in most other documents, any
icon name, or up to a few lines of text in LisaWrite.

You cannot paste:
®m Any LisaDraw graphics into any document created with

another tool.

B Any Lisal.ist material into any documaent created with
another tool.

For details of cutting, copying, and pasting between
documents created with different tools, see any Lisa
office tool manual, Reference Guide, Chapter 2, under
Other Tools.
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Arranging
the Desklop

l.ike any desk, the Lisa desktop can accumulate an
alarming djsarray of documents and folders. As you
continue to work with the Lisa, you witl develop your own
habits for organizing both your filing system and your
working desktop. The discussion below covers the
fundamentals of arranging the desktop.

Moving Windows
You can move windows the !tj———'mm

same way you move any
other desktop object,
except that you can grasp
windows only by the title
bar.

You can move a window to see what’s under it or to make
room for another window to be displayed simultaneously.

Sizing Windows

You can change the 1 tinmn Conference - [N
dimensions of a window

with the size control box, in | To: John Chowning
the lower right-hand corner | from: Bill Gaver, System Dev{ |
of the window. To resize a Date: July 25, 1983
window, move the pointer
to the size contreol box, hold
down the mouse button as
you move the box, and
release the mouse button
when the window is the size
you want.

Subject: SDS participation 1
The System Development Founda
following decisions regerding

Layering Windows

You can have up to 20 windows open at once on your
Lisa desktop. When you open an icon, the Lisa usually
reconstructs its window in whatever size and location it
last appeared. The effect can be that some windows are
entirely covered by others.

The active window is always on top. You can bring a
different window to the top of the stack by clicking
anywhere on that window, thereby activating it.

SectionB ! |B825

Lisa Fundamentals « s«
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L

If the window you want to
work on is entirely covered,
you can uncover it quickly
by choosing Set Aside
Everything. All open
windows are reduced to
icons, which you can
quickly scan for the one you
want.

File /Print
Set Aside Everything
Seb figide

Straightening Up Icons

You can have the Lisa arrange all icons on the desktop or
in an active window by choosing Straighten Up Icons
from the View menu.

In a window, the Lisa arranges the icons in rows,
following the shape of the window. If the window is too
small to display them all, some icons are moved outside
the borders of the visible window.
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Guide to Lisa Manuals

Set up your Lisa following the setup procedures in the
Lisa accessories box or in Appendix 1, Setup
Procedures, in the Lisa Owner's Guide.

Go through Section A, LisaGuide, in the Lisa Owner’s
Guide, for an introduction to the Lisa.

If your dealer or service representative did not set your
system Preferences so that the Lisa knows what external
devices are attached, follow the instructions in Section
D, Desktop Manager Reference Guide, under Set, in the
Lisa Owner’s Guide.

Go to Section A, Getting Started, in the manual for each
office tool that you want to learn, for the essentials of
using that tool.

Go to Section B, Lisa Fundamentals, in the Lisa Owner’s
Guide, for the background information you need before
beginning long-term work on the Lisa.

P You are now ready to start doing your own work on the
Lisa:
a If you want self-paced instructions for using a tool, go
to Section B, Tutorial, in that tool manual.
m If you want instructions for performing specific tasks

with a tool, go to Section C, Reference Guide, in that
tool manual.

For specific instructions on filing and desktop
management, go to Section D, Desktop Manager
Reference Guide, in the Lisa Owner’s Guide.

For more information on the Lisa hardware, tips on
caring for the Lisa, and suggestions for troubleshooting
when the system isn't working properly, go to the other
sections of the Lisa Owner’s Guide.
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What’s in Lisa Hardware?

This section introduces the major Lisa components and
explains how they interact. The individual discussions
include hardware details that will help you use the Lisa
easily and comfortably.

This section is concerned only with the physical parts of
the Lisa. if you are using the Lisa Office System, you will
find the background information on using your system in
Section B, Lisa Fundamentals. If you are a programmer
using the Development System, refer to the System
Manager section of the Workshop User’s Guide for the
Lisa for detailed descriptions of the utility programs and
the standard interfaces.

Directions for setting up your Lisa come separately
in the accessories box. For your convenience, these
instructions are repeated in Appendix 1, Setup
Procedures.

SectionC | .. |C1
Lisa Hardware » s ¢
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System Parts The Lisa system consists of four separate parts:
m The keyboard.
& The mouse.
m The ProFile hard disk.
B The cabinet containing the computer itself, the video
screen, and the disk drives.

Figures 1 and 2 show the front and back views of the
Lisa.

ProFile

Cabinet

Video screen

Disk drives

On/off button

Keyboard connector

Keyboard

Numeric keypad

Mouse

Reference cards

Figure 1. Lisa, Front View

C2|.:.% Lisa Owner's Guide
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System Parts The Lisa system consists of four separate parts:

®m The keyboard.
# The mouse.
B The ProFile hard disk.

® The cabinet containing the computer itself, the video
screen, and the disk drives.

Figures 1 and 2 show the front and back views of the
Lisa.

ProFile

Cabinet

Video screen

Disk drives

On/off button

Keyboard connector

Keyboard

Numeric keypad

Mouse

Reference cards

Figure 1. Lisa, Front View
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Brightness control ”l”

Focus control

Expansion slets

Serial connectors

Paralle) connector

Reset button

Video cut

Mouse connector

Power cord

Figure 2. Lisa, Back View

Keyboard

The Lisa keyboard is much
like a typewriter keyboard,
with a few additional keys.

The functions of the (Clear), (Enter), (&), and arrow keys
(@), @D, @, @) depend on the tool you're using;
they are described in the manuals that come with the
Lisa tools. The (Caps Lock) key is like shift lock, except
that it affects only the letter keys, not the number or
punctuation keys.

SectionC .. ! |C3
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Brightness control

Focus control

Expansion slots

Serial connectors

Parallel connector

Reset button

Video out

Mouse connector

Power cord

Figure 2. Lisa, Back View

Keyboard

The Lisa keyboard is much
like a typewriter keyboard,
with a few additional keys.

The functions of the (Clear), (Enter), (@), and arrow keys

(@), ™D, @), @) depend on the tool you're using;
they are described in the manuals that come with the
Lisa tools. The (Caps Lock) key is like shift lock, except
that it affects only the letter keys, not the number or
punctuation keys.
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The (Option) keys, which work like shift keys, give you
access to a set of special symbols and international
characters. These characters are displayed in Figure 3
and on a puil-out card stored under the keyboard. To
type one of the special characters, hold down either

key while pressing the key for the character you
want.

Figure 3. Lisa Keyboard

All letter and number keys on the Lisa keyboard repeat
automatically when held down. You can specify the time
lag before the keys start to repeat and the rate at which
they repeat. Instructions for making these adjustments
appear in Section D, Desktop Manager Reference Guide,
under Set Convenience Settings, and in the System
Manager section of the Workshop User’'s Guide for

the Lisa.

The keyboard is attached
to the Lisa by a flexible
cable so that you can put
the keyboard on your lap,
or wherever it is most
comfortable and
convenient while you're
working. The maximum
safe extension of the cable
is 4 feet.
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The (Option) keys, which work like shift keys, give you
access to a set of special symbols and international
characters. These characters are displayed in Figure 3
and on a pull-out card stored under the keyboard. To
type one of the special characters, hold down either

key while pressing the key for the character you
want.

Figure 3. Lisa Keyboard

All letter and number keys on the Lisa keyboard repeat
automatically when held down. You can specify the time
lag before the keys start to repeat and the rate at which
they repeat. Instructions for making these adjustments
appear in Section D, Desktop Manager Reference Guide,
under Set Convenience Settings, and in the System
Manager section of the Workshop User’s Guide for

the Lisa.

The keyboard is attached
to the Lisa by a flexible
cable so that you can put
the keyboard on your lap,
or wherever it is most
comfortable and
convenient while you're
working. The maximum
safe extension of the cable
is 4 feet.
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When you are not using the
Lisa, you can save space
and protect the keyboard
by sliding it under the front
of the cabinet.

Numeric Keypad

The numeric keypad on the
right side of the keyboard is
for your convenience when
entering numbers and
equations; pressing these
keys has the same effect as
pressing the corresponding
symhaols on the main
keyboard. The (Clear),(Enter),
and arrow keys are
discussed in the tool
manuals.

Reference Cards

The reference cards under
the keyboard hold three
kinds of information:

m The top card displays the
option keyboard layout,
discussed above.

® The two middle cards
contain a quick-reference
summary of the Lisa
Office System.

m The bottom card contains details about your Lisa and
your support agreement. If your dealer did not fill in
this card when you purchased your Lisa, you should fill
it in now so that the information will be handy when you
need it.

SectionC | . .{C5h

Lisa Hardware » =«

“L10G067.PICT” 66 KB 2000-12-19 dpi: 72h x 72v pix: 894h x 1885v

| Source: David T. Craig Page 0075 of 0418 |




Apple Lisa Computer Info : Document # 182 : Lisa 1 Owner's Guide (1983) [RA]

W

of

Lisa, you can save space
and protect the keyboard
by sliding it under the front

hen you are not using the

the cabinet.

fo

pr
Sy

Numeric Keypad

The numeric keypad on the
right side of the keyboard is

entering numbers and
equations; pressing these
keys has the same effect as

keyboard. The (Clear), (Enter),

and arrow keys are
discussed in the tool
manuals.

r your convenience when

essing the corresponding
mbols on the main

Reference Cards

The reference cards under
the keyboard hold three
kinds of information:

The top card displays the
option keyboard layout,
discussed above.

The two middle cards
contain a quick-reference
summary of the Lisa
Office System.

The bottom card contains details about your Lisa and
your support agreement. If your dealer did not fill in
this card when you purchased your Lisa, you should fill
it in now so that the information will be handy when you
need it.

SectionC | . .|C5
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Once you no longer need the quick-reference cards, you
can turn the cards over and use the scratch pads on the
back for your own reference notes.

Mouse

Like the keyboard, the
mouse is a device for
communicating with the
Lisa. Rolling the mouse
along a ftat surface moves a
pointer on the video screen;
pressing the button on top
of the mouse signals the
Lisa that the pointer is in
the location you want. The
mouse is covered in more
detail in the LisaGuide
diskette, presented in
Section A, LisaGuide.

The mouse is quite sturdy and can tolerate a lot of rolling
and button-pressing. However, a sudden impact could
damage the sensors inside. Avoid dropping the mouse or
hitting it against hard objects.

After several hundred hours of use, the inside of the
mouse can accumulate enough dust to make pointer
control uneven. Instructions for cleaning the mouse
appear in Section F, Maintenance.

ProFile

The ProFile hard disk stores the Lisa software and the
documents you create with the Lisa. Refer to Section B,
Lisa Fundamentals, for a discussion of software and
documents, and 1o the manual that came with the ProFile
for more information on the ProFile hardware.
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Once you no longer need the quick-reference cards, you
can turn the cards over and use the scratch pads on the
back for your own reference notes.

Mouse

Like the keyboard, the
mouse is a device for
communicating with the
Lisa. Rolling the mouse
along a flat surface moves a
pointer on the video screen;
pressing the button on top
of the mouse signals the
Lisa that the pointer is in
the location you want. The
mouse is covered in more
detail in the LisaGuide
diskette, presented in
Section A, LisaGuide.

The mouse is quite sturdy and can tolerate a lot of rolling
and button-pressing. However, a sudden impact could
damage the sensors inside. Avoid dropping the mouse or
hitting it against hard objects.

After several hundred hours of use, the inside of the
mouse can accumulate enough dust to make pointer
control uneven. Instructions for cleaning the mouse
appear in Section F, Maintenance.

ProFile

The ProFile hard disk stores the Lisa software and the
documents you create with the Lisa. Refer to Section B,
Lisa Fundamentals, for a discussion of software and
documents, and to the manual that came with the ProFile
for more information on the ProFile hardware.
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Cabinet

The cabinet contains the
computer itself, the video
screen, and the disk drives.
it also contains the power
supply. To prevent electrical
accidents, both the front
and the back panels of the
cabinet are equipped with
safety interlock switches. If
you remove either panel
while the Lisa is running,
the safety switches Video screen
immediately cut off power

to the system. Without

power, the computer loses

everything in its memory,

including any documents

you were working on.

Disk drives

Note: The safety interlock switches do not cut off power
to the power supply. You should always turn off and
unplug the Lisa before opening the cabinet.

Video Screen

The brightness and focus of
the Lisa video screen are
controlled mechanically;
the contrast is set through
software. Instructions for
setting the focus appear
under Screen Controls,
later in this section.
Instructions for setting the
brightness and contrast
appear in Section D,
Desktop Manager
Reference Guide, under Set
Screen Brightness and
Contrast, and in the System
Manager section of the
Workshop User’s Guide for
the Lisa.

SectionC | [ . |C7
Lisa Hardware s « »

“L10G069.PICT” 61 KB 2000-12-19 dpi: 72h x 72v pix: 888h x 1859v
| Source: David T. Craig Page 0079 of 0418 |




Apple Lisa Computer Info : Document # 182 : Lisa 1 Owner's Guide (1983) [RA]

Cabinet

The cabinet contains the
computer itself, the video
screen, and the disk drives.
It also contains the power
supply. To prevent electrical
accidents, both the front
and the back panels of the
cabinet are equipped with
safety interlock switches. If
you remove either panel
while the Lisa is running,
the safety switches
immediately cut off power
to the system. Without
power, the computer loses
everything in its memory,
including any documents
you were working on.

Note: The safety interlock switches do not cut off power
to the power supply. You should always turn off and
unplug the Lisa before opening the cabinet.

Video Screen

The brightness and focus of
the Lisa video screen are
controlled mechanically;
the contrast is set through
software. Instructions for

setting the focus appear
under Screen Controls,
later in this section.
Instructions for setting the
brightness and contrast
appear in Section D,
Desktop Manager
Reference Guide, under Set
Screen Brightness and
Contrast, and in the System
Manager section of the
Workshop User’s Guide for
the Lisa.

SectionC , ,,
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A special glare filter comes
in the Lisa accessories hox.
In most environments the
filter is unnecessary, but
sometimes windows or
overhead lights can cause
irritating reflections on the
screen. If screen glare is a
problem for you, install the
filter according to the
instructions in Section H,
Service, under Install Glare
Filter. After you install the
filter, you will have to
readjust the screen
contrast.

After many hours of exactly the same display, video
screens are subject to burn-in: the screen picks up a
permanent image that is the negative of the display. To
protect against burn-in, the Lisa dims the screen if no
activity has taken place for several minutes. Once the
screen has dimmed, any key press or mouse movement
returns it to the normal contrast level. Instructions for
setting the time lag before dimming and the contrast
level of the dim display appear in Section D, Desktop
Manager Reference Guide, under Set Convenience
Settings, and in the System Manager section of the
Workshop User’s Guide for the Lisa.

You can dim the screen yourself at a moment's notice,
invoking the screen’s “privacy feature.” To dim the
screen, hold down both the right-hand key and
the right-hand key while pressing the 0 on the
numeric keypad. To return the screen to its normal
contrast level, press the same combination of keys.
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Disk Drives

The Lisa’s two built-in disk
drives accept special, 5-1/4
inch floppy diskettes. When "
you buy blank diskettes, be
careful to get diskettes that
are compatible with the
Lisa disk drives.

insert diskettes into the
drive slots with the printed
label facing up on the right
and the notched corner on
the right.

Note: Do not touch the exposed, shiny surfaces. See
Appendix 2, Handling Diskettes, for recommended
procedures for handling and storing diskettes.

Push the diskette into the
drive gently. You can feel
resistance from an internal
spring for the last 1/2 inch
or so. When the diskette is
in place, you can hear the
disk drive clamp onto the
diskette. If the Lisa is on,
you can also feel the
vibrations of the spinning
disk. Once a diskette is in
place and clamped, do not
try to pull it out until it is
released by the drive.

SectionC . .|C9
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Disk Drives

The Lisa's two built-in disk
drives accept special, 5-1/4
inch floppy diskettes. When .
you buy blank diskettes, be
careful to get diskettes that
are compatible with the
Lisa disk drives.

Insert diskettes into the
drive slots with the printed
label facing up on the right
and the notched corner on
the right.

Note: Do not touch the exposed, shiny surfaces. See
Appendix 2, Handling Diskettes, for recommended
procedures for handling and storing diskettes.

Push the diskette into the
drive gently. You can feel
resistance from an internal
spring for the last 1/2 inch
or so. When the diskette is
in place, you can hear the
disk drive clamp onto the
diskette. If the Lisa is on,
you can also feel the
vibrations of the spinning
disk. Once a diskette is in
place and clamped, do not
try to pull it out until it is
released by the drive.
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One disk-release button is Disk-release button
located above each drive
slot, to the right of the drive
number. When you wantto W
remove a diskette, press -
the disk-release button and ,
wait for the Lisa to eject the
diskette. There may be a
delay while the computer
updates and releases the
diskette.

Ejected disketiel IDnve number

On-0ff Button

Press the on-off button
when you want to turn the
Lisa on or off. When the
Lisa is on, the on-off button
is lit. To prolong the life of
the power system, leave the
Lisa on continually as long
as you are using it every
day. Turn it off on weekends
or any other time you will
not be using it for a day or
more.

Generally, pressing the on-off button when the Lisa is on
does not instantly shut it off. The on-off button triggers a
series of disk-storage procedures, followed by a cutback
of power to standby levels. As long as the Lisa is plugged
into a working outlet, whether or not the on-off button is
lit, the system draws a small amount of current. See
Appendix 4, On-Off Procedures, for a description of the
startup and shutdown sequences.
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One disk-release button is Disk-release button
located above each drive
slot, to the right of the drive
number. When you want to il
remove a diskette, press
the disk-release button and
wait for the Lisa to eject the -
diskette. There may be a
delay while the computer
updates and releases the
diskette.

Ejected diskettel 1Drive number

On-0Off Button

Press the on-off button
when you want to turn the
Lisa on or off. When the
Lisa is on, the on-off button
is lit. To prolong the life of
the power system, leave the
Lisa on continually as long
as you are using it every
day. Turn it off bn weekends
or any other time you will
not be using it for a day or
more.

Generally, pressing the on-off button when the Lisa is on
does not instantly shut it off. The on-off button triggers a
series of disk-storage procedures, followed by a cutback
of power to standby levels. As long as the Lisa is plugged
into a working outlet, whether or not the on-off button is
lit, the system draws a small amount of current. See
Appendix 4, On-Off Procedures, for a description of the
startup and shutdown sequences.

C10|, . . Lisa Owner's Guide
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Resel Button

The reset button is a
backup device for use when
the normal shutdown
procedures go awry or
when the Lisa doesn't
respond to the keyboard,
mouse, or on-off button.
The use of the reset button
is discussed In Section G,
Troubleshooting, and in the
Workshop User's Guide for
the Lisa.

Under ordinary circumstances, do not press the reset
button.

Power Cord

As long as the Lisa is
plugged into a working
outlet, it draws a small
amount of current, which it
uses to keep the clock/
calendar up to date and to
power a small amount of
memory known as
parameter memory.
Parameter memory
contains your specifications
regarding external devices,
repeating keys, and screen
contrast. A battery inside
the Lisa can power the
clock and parameter
memory for up to 10 hours
so0 that you can move and
service the machine without
losing the time and device
settings.

When you must unplug the Lisa, make sure the light in
the on-off button is out before you pull the plug. When
you are done maoving or servicing the machine, reattach
the plug as soon as possible, even if you do not need to
turn the Lisa on again.
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Reset Button

The reset button is a
backup device for use when
the normal shutdown %3
procedures go awry or *
when the Lisa doesn’t i
respond to the keyboard,
mouse, or on-off button.
The use of the reset button
is discussed in Section G,
Troubleshooting, and in the
Workshop User’s Guide for
the Lisa.

Under ordinary circumstances, do not press the reset
button.

Power Cord

As long as the Lisa is
plugged into a working
outlet, it draws a small
amount of current, which it
uses to keep the clock/
calendar up to date and to
power a small amount of
memory known as
parameter memory.
Parameter memory
contains your specifications
regarding external devices,
repeating keys, and screen
contrast. A battery inside
the Lisa can power the
clock and parameter
memory for up to 10 hours
so that you can move and
service the machine without
losing the time and device
settings.

When you must unplug the Lisa, make sure the light in
the on-off button is out before you pull the plug. When
you are done moving or servicing the machine, reattach
the plug as soon as possible, even if you do not need to
turn the Lisa on again.

Lisa Hardware s e »

Section'C. ;2 2|1C11
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Connectors for Extra Devices
The Lisa is equipped with ,immummlmmmu||||||nlummuummm\m

o s o | HlllllIIIIIlim|IIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIII |

attaching extra devices:
printers, additional disk r
drives, telephone-connect
modems, and any other B '

equipment that interacts A

with the Lisa. See Section ||} IlllllllllllllllllII|IIIIIIIIIIIIIIIIIlIlﬂIIll
D, Desktop Manager i ,
Reference Guide, under
Set, for the procedures for
telling the Lisa that you
have attached a piece of
equipment.

Serial Connectors: The
two serial device
connectors accept 25-
prong, D-shaped plugs for
devices that use serial
signals. If you do not know
whether a device you want
to attach is serial or
parallel, see the manual
that came with the device.

If you are using a high-speed modem (9600 baud), attach
the modem to the connector labeled Serial Device A.

Parallel Connector: The
parallel device connector

accepts 25-prong, D-
shaped plugs for parallel
devices. If you have more

than one parallel device,
you can add additional ;
parallel connectors through T
the expansion slots on the
left side of the bhack panel.
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Connectors for Extra Devices
The Lisa is equipped with I

Skt e < HI|II|IIIII||m|IIIIII|IIIIIll|I|I|IHIIIIIHI||I||| il

attaching extra devices:
printers, additional disk
drives, telephone-connect : J
modems, and any other 0 .

i s So0 e (1 NS
D, Desktop Manager e
Reference Guide, under
Set, for the procedures for
telling the Lisa that you
have attached a piece of
equipment.

Serial Connectors: The
two serial device
connectors accept 25-
prong, D-shaped plugs for
devices that use serial
signals. If you do not know
whether a device you want
to attach is serial or
parallel, see the manual
that came with the device.

If you are using a high-speed modem (9600 baud), attach
the modem to the connector labeled Serial Device A.

Parallel Connector: The
parallel device connector

accepts 25-prong, D-
shaped plugs for parallel
devices. If you have more

than one parallel device,
you can add additional
parallel connectors through
the expansion slots on the
left side of the back panel.
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Most Lisa systems use a
ProFile hard disk, attached
to the built-in parallel
caonnector.

Expansion Slots: The
three expansion slots
accommodate expansion
cards for a variety of
general and special
functions. Special
instructions for installing
expansion cards come with
all Apple-supplied cards.
The general procedure for
installing and removing
cards appears in Section H,
Service,

Video Out: The video out
connector is compatible
with standard video plugs.
You can use it to send the
screen display to an
external, high-resolution
video monitor. The monitor
must be compatible with
the Lisa video
specifications listed in
Appendix 5, Hardware
Specifications.

Videc out

Screen Conirols

You cah make three Kinds of adjustments to the screen:
brightness, contrast, and focus. The exact setting of
each depends on lighting conditions, the age of the video
tube, and your personal preference.

SectionC '!'iC1i3
Lisa Hardware « = «
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Most Lisa systems use a
ProFile hard disk, attached
to the built-in parallel
connector.

Expansion Slots: The
three expansion slots
accommodate expansion
cards for a variety of
general and special
functions. Special
instructions for installing
expansion cards come with
all Apple-supplied cards.
The general procedure for
installing and removing
cards appears in Section H,
Service.

Video Out: The video out
connector is compatible
with standard video plugs.
You can use it to send the
screen display to an
external, high-resolution
video monitor. The monitor
must be compatible with
the Lisa video
specifications listed in
Appendix 5, Hardware
Specifications.

Video out

Screen Controls

You can make three kinds of adjustments to the screen:
brightness, contrast, and focus. The exact setting of
each depends on lighting conditions, the age of the video
tube, and your personal preference.

SectionC . , ,
Lisa Hardware = = »
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You can avoid eye strain by keeping your screen adjusted
at all times, and by occasionally looking away from the
screen and focusing on something across the room.

Brightness: The brightness Brightness control
control is the higher of the %/

two white knobs extending /////////

from the top right corner of .

the back panel. ”"m ,
Specific instructions for l

setting the screen ;
brightness appear in _ I

Section D, Desktop
Manager Reference Guide, - : .
under Set Screen ", -
Brightness and Contrast, ’ e
and in the System Manager

section of the Workshop

User’s Guide for the Lisa.

Contrast: The screen contrast is controlled through
software. Instructions for setting the contrast appear in
Section D, Desktop Manager Reference Guide, under
Set Screen Brightness and Contrast, and in the System
Manager section of the Workshop User’s Guide for the
Lisa.

top right corner of the back
panel.

it

Focus control
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You can avoid eye strain by keeping your screen adjusted
at all times, and by occasionally looking away from the
screen and focusing on something across the room.

Brightness: The brightness Brightness control
control is the higher of the %/
two white knobs extending W

from the top right corner of :

the back panel. ”"T""

Section D, Desktop
Manager Reference Guide, = :
under Set Screen ,"
Brightness and Contrast, i :
and in the System Manager

section of the Workshop
User’s Guide for the Lisa.

Specific instructions for
setting the screen
brightness appear in

Contrast: The screen contrast is controlled through
software. Instructions for setting the contrast appear in
Section D, Desktop Manager Reference Guide, under
Set Screen Brightness and Contrast, and in the System
Manager section of the Workshop User’s Guide for the
Lisa.

e tower o vewemis - YY)

knobs extending from the ""m,"

panel.

top right corner of the back

C14 | .. Lisa Owner's Guide
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To set the focus, first fill the
screen with text or
graphics. Adjust the focus
to make the picture as
sharp as possible in the
doughnut-shaped area
around the center of the
screen.

Radio and The Lisa generates and uses radio frequency energy. If
Television the Lisa is not used in strict accordance with the
Interference instructions in this manual, it may interfere with radio or

television reception. See Appendix 5, Hardware
Specifications, for suggestions on how to eliminate
interference should it occur.

SectionC | .. |C15
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To set the focus, first fill the
screen with text or
graphics. Adjust the focus
to make the picture as
sharp as possible in the
doughnut-shaped area
around the center of the

screen.
Radio and The Lisa generates and uses radio frequency energy. If
Television the Lisa is not used in strict accordance with the
Interference instructions in this manual, it may interfere with radio or

television reception. See Appendix 5, Hardware

Specifications, for suggestions on how to eliminate
interference should it occur.
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Contenis

D1 What’s in the Desktop Manager
Reference Guide?

D5 Copy
D17 Create
D23 Discard
D25 File
D31 Initialize
D41 List
D45 Name
D47 Print
D49 Repair
D63 Set

... |Diii
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What’s in the Desktop Manager
Reference Guide?

e

This section contains step-by-step instructions for using
the Desktop Manager, the filing system that the Lisa uses
to organize your work on the screen and on your disks.
Use the table below to find the part of this guide that
describes the task you want to perform.

An overview of the Desktop Manager appears in Section
B, Lisa Fundamentals.

Copy

Look here for the procedures for backing up and
duplicating.

D6 Add the Contents of a Diskette to Another Disk
D8 Copy a Diskette onto a Diskette

D11 Copy a Document, Folder, Stationery Pad, or Tool
D14 Copy a ProFile onto Backup Diskettes

Create

Look here for instructions for starting new documents
and folders and making your own custom stationery
pads.

D18 Create a Document or Folder
D20 Create a Stationery Pad

Discard
Look here for the procedures for discarding objects.

D24 Discard a Document, Folder, Stationery Pad, or
Tool

SectionD ! 2 |D1

Desktop Manager Reference Guide = » »
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File
Look here for the basic filing procedures.

D26 File an Object in a New Storage Location

D27 Get an Existing Document

D28 Return a Document or Folder to Its Storage
Location

D29 Revert to Previous Version

D30 Save a Document and Continue Working

Initialize

Look here for the procedures for preparing disks for use
with the Lisa Office System.

D32 Erase and Reinitialize a Disk

D33 Initialize a Diskette

D34 Initialize a Startup ProFile and Install the Tools
D39 Initialize a Storage ProFile

List

Look here for the procedures for displaying the contents
of a folder or disk.

D42 Alter Display of a Disk or Folder
D44 Display Contents of a Disk or Folder

Name

Look here when you want to name or rename desktop
objects.

D46 Name or Rename an Object

Print
Look here when you want to print the screen display.

D48 Print Screen Display

Repair

Look here when you have mechanical problems with a
disk.

D50 Reinstall System Software

D53 Repair a Startup ProFile

D56 Repair a Storage Disk

D57 Repair a Storage Disk after a System Failure
D59 Restore a ProFile from Diskette Backups
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Set
Look here for the details of setting up your system.

D64 Set Clock/Calendar

D65 Set Convenience Settings

D69 Set Device Connections

D71 Set Printer Configuration, Daisy Wheel
D74 Set Printer Configuration, Dot Matrix
D77 Set Screen Brightness and Contrast
D80 Set Startup Device during Startup
D82 Set Startup Specifications

SectionD | ., |D3
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Copy

.__________________________________________________ . _ ]
D6 Add the Contents of a Diskette to Another Disk

D8 Copy a Diskette onto a Diskette
D11 Copy a Document, Folder, Stationery Pad, or Tool
D14 Copy a ProFile onto Backup Diskettes

SectionD . .|D5
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Copy

Add the Contents To add the contents of a diskette to another disk

of a Diskette to P Insert the diskette into either floppy disk drive.
Another Disk p Choose Open from the

File/Print menu.

Fite/Print
el Bsbde Everyihing
Set Bside

St b Pt Ry ;
Dpen "LisaCalc Master”
Duplicate w0
Teay OFF Stationery :

PMoke Srobionery Pad

P Choose Select All lcons

from the Edit menu. lindo Last Change

select Al Icons %0

P Choose Duplicate from
the File/Print menu.

Set fAside Everything
Set Aside "LisaCalc Tool Master"”

Sowe & Pub Bway
{ipey
Duplicate

P Move the blinking duplicates onto the destination
disk icon.

D6 |, .. Lisa Owner's Guide
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Copy

b If this message appears, click Copy. Add the Contents
of a Diskette to
LisaDesk is about te moke the First copy of Another Disk
LisaCalc. This copy., ond all Future copies, X
tan be run only on this machine. (contmued)

Is thot what you want?
Once you click Copy, you will not be able to
change your mind, even with Undo.

This procedure enables you te add new tools — or any
other information — to any disk without destroying the
information that is already there. if you are setting up
your startup ProFile for the first lime, refer to the
procedure, Initialize a Startup ProFile and Install the
Tools, under Initialize, in this section for the procedures
for adding tools while initializing the ProFile.

Copies of a tool will work only on the same Lisa that
made the first copy of the master toal diskette. If you
have more than one Lisa in your office, you need a
separate master tool diskette for each Lisa.

You can keep only one copy of each tool on a single disk.

SectionD 1. |D7

Desktop Manager Reference Guide « + »
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Copy

Copy a Diskette To copy a diskette onto another diskette

onto a Diskette P Select the icon for the diskette you want to copy.

P Choose Duplicate from

ie/Print
the File/Print menu. File/Prin

el Rside Brerything
Set fiside

Seve B Pul oy
Open "Sales” )
Duplicate %D
Tear 7 Stationery
Moke Shadionery Pad

Monitor the Printer ..,

» Move the blinking duplicate onto the icon that
represents the destination diskette, that is, the
diskette that will hold the copy.

P In response to the alert message that appears, click
Erase.

WRARNING: Everything on "Diskette”, the

lower diskette, is about to be erosed. Do
you really want thot to hoppen?

If you want to {eave things as they are
now, click Concel.

Once you click Erase, you will not be able
to change your mind, even with Undo. m

This procedure always replaces the contents of the
destination diskette with the contents of the source
diskette. It also leaves the destination diskette with the
same name as the source diskette.

D8 |. .. Lisa Owner's Guide
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Copy

(O
If you want to add the contents of one disk to the Copy a Diskette
contents of another disk without erasing the destination onto a Diskeltle

disk, follow the procedure, Add the Contents of a

(continued)
Diskette to Another Disk, in this section.

If you prefer to use the keyboard instead of the mouse,
you can hoild down the (&) key while pressing D instead of
choosing Duplicate from the File/Print menu.

You cannot copy LisaTest with this procedure. See
Section G, Troubleshooting, under LisaTest, for the
procedures for backing up that diskette. Refer to the
procedure, Add the Contents of a Diskette to Another
Disk, in this section, for special information about
copying tool diskettes.

Example

Suppose you have just completed all of your monthly
sales reports, and you want to update your backup copy
of the diskette containing the reports.

1. You select the diskette
Sales.

2. You choose Duplicate from the File/Print menu.
3. Before doing anything

PUPIEIT I
else, you move the g 3
blinking duplicate onto e
the Sales Backup icon. 'u

SectionD [ . . |D9
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Copy

Copy a Diskette The Lisa gives you this warning message:

onto a Diskette
WARNING: Everything on "Sales Backup”, the

(continued)
lower diskette, is about to be erased. Do
you reafly want that to happen?

If you wont to leave things as they are
now, ctick Cancel,

Unce you click Erase, you will not be able
[ te chonge your mind, even with Undo. m

4. Since you want to replace the contents of Sales
Backup with the contents of Sales, you click Erase.

When the Wait alert message disappears, you have two
copies of Sales. You change the name of the backup to
Sales Backup.

D10 |5 ! ! Lisa Owner’s Guide
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Copy

To make a duplicate copy of a document, folder,

Copy a Document,
stationery pad, or tcol

Folder, Stationery
Pad, or Tool

P Select the icon for the object you want to copy.

B Choose Duplicate from File /Print
the File/Print menu. set Aside Everything

Set Rside "ProFile"”

Save I #Pub Bway ,
Open “Executive Summuary”
Duplicate N cn
Ty GFF Stabiodery :
Make Stationery Pad

Monitar the Printer ...

b Move the blinking copy of the icon to its storage
jocation.

If you do anything else before you move the blinking
duplicate, an alert appears, asking if you want to cancel
the duplication.

This procedure works for individual icons or groups of
selected icons. If you duplicate more than one icon at
once, moving any one of the blinking duplicates moves all
of them. You cannot duplicate an object while it is open.

If you prefer to use the keyboard instead of the mouse,
you can hold down the (&) key while pressing D instead of
choosing Dupiicate from the File/Print Menu,

SectionD ! |D11
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Copy

Folder, Stationery
Pad, or Tool

{continued)

D12 Lisa Owner’s Guide

Copy a Document, it you are copying a single document in order to back it

up, you may want to modify the name of the duplicate. If
you habitually duplicate documents for the purpose of
backing up, you will begin to accumulate old versions of
the backup copies. When you are sure you don’t need
them, simply discard the outdated copies.

See the procedure, Add the Contents of a Diskette to
Another Disk, in this section, for information specific to
copying tools.

Example

Suppose you want to keep a backup diskette containing
all your records on the Diaz project.

First you initialize the new diskette, following the
procedure, Initialize a Diskette, under Initialize, in this
section.

1. You open your ProFile and select all the folders and
documents related to the Diaz project.

= il Profite [
2020 blocks Free out of 9690. Backed up: never.

LSICHC PR Larite paper T LisaList Paper
KT-1nvoee keywords D1az Proposal Bryant Recoras

Executive Summary

Hema

-

Empty Folders

]

Tools

[18zZ Projections

B_%I

ban 2

2. You choose Duplicate from the File/Print menu.
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Copy

Copy a Document,
Folder, Stationery
Pad, or Tool

(continued)

3. You move the duplicates
out of the ProFile
window and onto the
new diskette icon. When
the duplicates are in
place, the diskette icon
hecomes highlighted.

Your new diskette now contains all of the documents
related to the Diaz project.

SectionD | 1. |D13
Desktop Manager Reference Guide = « «

“L10OG091.PICT” 28 KB 2000-12-19 dpi: 72h x 72v pix: 1323h x 1893v
| Source: David T. Craig Page 0109 of 0418 |




Apple Lisa Computer Info : Document # 182 : Lisa 1 Owner's Guide (1983) [RA]

Copy

Copy a ProFile
onto Backup
Diskettes

To make a diskette backup of a ProFile

b- Insert the first backup diskette into one of the built-in
floppy disk drives.

b If the Lisa asks if you want the diskette initialized,
click Initialize.

The upper diskette appears to be new or

else it is bodly damoged. IF it is 0 new
disk, click {nitialize, {F there is dota an

it, click Repair. m

WARNING: Initializing o disk erases its

contents. Once you click Initialize, you

will not be obie to change your mind, o
even by choosing linda. [__.fil_'mr___]

» Select the ProFile icon.

b Choose Duplicate from
the File/Print menu.

File/Print

god By fverygthing

St O Pyl iy
Open “PrafFile” :
Duplicate GD
Teur B5F Stabioney :

Muke Stobionery Pag

Monitor the Printer .

b Move the blinking duplicate onto the icon that
represents the backup diskette.

- If this message appears, click Full Backup to back up
the entire disk or Changes Only to back up only the
information that has changed since the last full
backup.
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Copy

et

Copy a ProfFile

The last full backup of “Profile” was OnfO BaCkup
1:50 pm 2/03/83. i

. Full Backup D’SKertes
To back up only those things that (contmued)

have changed, click Changes Qnly,
[ Changes Only

P> When this warning appears, click Erase.

WARNING: Everything on "Diskette”, the Cancef

upper diskette, is about to be erased. Do
you really want this to hoppen?

IF you waont to leave things as they are
now, click Cancel,

Once you click Erase, you will not be nble
to change your mind, even by choosing
Undo.

0

P When this message appears, remove the first diskette
and insert another diskette.

[ Cance!

Please insert the next diskette into the
UPPER drive.

P If this message appears, click Initialize.

The upper diskette appears to be new or Cance|

else it is bodly domaged. |IF it is a new
disk, click tnitiolize, If there is cata on
it, click Repair.

|

WRARNING: Initializing o disk erases its
contents. Once you click Initiolize, you
will not be able to change your mind,
even by cheasing Unda.

—

[ Repair

Sactions 1 I

Desktop Manager Refersnce Guide » » »

(81
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Copy

Copy a ProFile P If this message appears, click Erase.
onto Backup

DiSkettes WRARNING: Everything on "Diskette”, the
. upper diskette, is about to be erased. Do
(Conr‘nUEd) you really want this to happen?

IF you wank to leave things as they are
now, click Canred,

Once you click Erase, you will not be able

to change your mind, even by choosing
lindo. =y

P Continue removing diskettes and inserting additional
diskettes until the Lisa ejects a diskette without
requesting another.

Depending on how much information is stored on your
hard disk, you may need up to gight diskettes to hold it
all. You can use the same diskettes each time you make a
full backup, but all information previously on the
diskettes will be destroyed.

Once you have made one full backup of a ProFile, you
can make incremental backups of only the material that
has changed since the full backup.

You can make-as many incremental backups as you want
between full backups: each incremental backup makes a
copy of everything that has changed since the last full
backup.

tf you have to reconstruct the ProFile from the backup
diskettes {ater, you can save time by inserting first the
diskettes from the last incremental backup, and then the
diskettes from the last full backup.

You shouid probably make either a full or incremental
backup of your ProFile at least once a week.

D16 |, . . Lisa Owner’s Guide
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Create

D18 Create a Document or Folder
D20 Create a Stationery Pad

Section D | . |D17
Desktop Manager Reference Guide o+
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Creale

Create a To start a new document or folder
Document P Select the stationery pad you want to use.
or Folder

B18 |, , , Lisa Owner's Guide

P Choose Tear Off
Stationery from the
File/Print menu.

Set Aside Everything
Set Aside "ProFile”

/_,—‘_,‘ﬁ__fx

Tear OFF Stationery
Make Shubionery Pod

Monitos the Printer o

P Name the new document or folder by typing the name
you want to use.

P Move the new document or folder to the disk or folder
where you intend to store it.

P If you are starting a new document, open the new
document to begin working.

e

You can also tear off a new piece of stationery by clicking
twice on the stationery pad icon instead of going through
the File/Print menu.

When you first create a new document or folder, its
storage location is the same as the storage location of
the pad it was created from. If you intend to file the
object in another location later, you can simplify the filing
process by moving the icon to its intended location
betore you open it to begin working.
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Crealte

Exar;rple

Suppose you want to write a letter to Jim, using your
office letterhead stationery. First you locate the
stationery pad Letterhead in your Stationery folder.

1. You select the stationery
pad Letterhead.

2. You choose Tear Off
Stationery from the File/ set Aside Everything

Print menu. Set Aside "ProFile”

|

Tear OFF Stationery
Make Stubioneiy Ped

Monitor the Printer ...

3. You type in the name
“Jim-7/21."" The title
appears under the new
document icon. From
now an, whenever you -
see this icon, you will Letternead
know that it contains the
letter you wrote to Jim
on July 21.

4. You want to store the document in a folder abeled
Correspondence. You move the new document icon
out of the Stationery folder and into the
Correspondence folder.

5. You click twice on the document icon to open it, and
you are ready to write your letter.

Create a

Document

or Folder
{continued)

SectionD 2! !|D19

Deskiop Manager Reference Guide « «
“L10G097.PICT” 50 KB 2000-12-19 dpi: 72h x 72v pix: 1339h x 1885v

| Source: David T. Craig

Page 0115 of 0418 |




Apple Lisa Computer Info : Document # 182 : Lisa 1 Owner's Guide (1983) [RA]

Create

Stationery Pad >

>

1.

D20 | % Lisa Owner's Guide

Create a To make a new pad of stationery

Prepare the document or folder that you want to
make into a stationery pad.

Reduce the object to an
icon by choosing either
Set Aside or Save & Put
Away from the File/Print
menu.

File/Print
$et Aside Everything :
Set Aside "Manthly Report™

With the icon selected,
choose Make Stationery set Aside Everything
Pad from the File/Print Sob flsie

menu.

Make Stﬂtlunenﬁhd

Monitor the Printer ...

You can make a stationery pad out of any document or
folder.

Example

Suppose you want to keep a supply of blank expense

spreadsheets for adding up your monthily expense
reports.

You create a LisaCalc spreadsheet tailored to your
monthly report format.

. You choose Save & Continue, in order to put the

document onto its storage disk. Then you set aside the
open document. The icon remains selected.
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Create

3. You choose Make Stationery Pad from the File/Print Create a
meru. Stationery Pad

4. A stationery pad (continued)

appears, with the same
name as the document.

Monthly Repart

The next time you have to fill in an expense report, you
tear off a blank expense spreadsheet from your
customized stationery pad. It will be called “Untitled”
until you type in a new name.

SectionD ! ! |D21
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Discard

D24 Discard a Document, Folder, Stationery Pad, or Tool

SectionD . .. (D23
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Discard

Discard a To discard an object

Document, Folder, w ii the object is open, File/Print

Stationery Pad, reduce it to an icon by [Fsat"acige perything ;
or Tool choosing Set Aside from “Monthly Repert”,

the File/Print menu.

P

P Press and hold the mouse button as you move the
icon to the Wastebasket.

P Release the mouse
button when the
Wastebasket is
highlighted or the objsct
is fully inside the
Wastebasket window. wastebasket

. ]
The Wastebasket accepts either individual icons or

groups of selected icons. If you discard a folder,
everything contained in that folder is also discarded.

As you discard icons, they usually remain inside the
Wastebasket until something else that resides on the
same disk is also discarded. If you are trying to make
more room on a disk by discarding old documents, the
most efficient procedure is to select and discard all of the
old documents, and then to discard an empty foider.
Sometimes the Lisa will shred everything in the
Wastebasket in order to reclaim disk space.

To retrieve something from the Wastebasket, open the
Wastebasket and move the icon out of the Wastebasket
window.

D24 | . . Lisa Owner's Guide
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File

D26 File an Object in a New Storage Location

D27 Get an Existing Document

D28 Return a Document or Folder to Its Storage
Location

D29 Revert to Previous Version

D30 Save a Document and Continue Working

SectionD D . |D25
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File

File an Object in
a New Storage
Location

D267 0 Y Lisa Owner's Guide

To move a document, foider, stationery pad, or tool to a
new storage location

P If the object is open,
reduce it to an icon by
choosing either Set
Aside or Save & Put
Away from the File/Print
menu.

File/Print
Set Aside Everything
set Aside "lim--7/21"

Save b Put Bway

B Press and hold the mouse button as you move the
icon to its new storage location.

b Release the mouse
button when the
destination icon is
highlighted or the object
being moved is inside
the destination window.

Folders, stationery pads, and tools can be moved from
one storage location to another any time they are closed.
Befare you can change the storage tocation of a
document, however, you might have to save and put
away the document through the File/Print menu. If so,
the Desktop Manager prompts you to reopen the
document and put it away before moving it.
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File

To work on a document that already exists

P Select the icon that represents the document you
want to work on.

P Choose Open from the

: - File/Print
File/Print menu.

Set Aside Everything
Set Aside "ProFile”

Sowe & Put Buay :
Open "Monthly Report” ;

Get an Existing
Document
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File

Return a
Document or
Folder to Its
Storage Location

D28 |2 .2 Lisa Owner's Guide

To file a revised document or folder in the same place it
was filed previously

P With the document
selected, choose Save &
Put Away from the File/
Print menu.

File /#rint
Set Aside Everything
Seb fside

Save O Put Away "Monthly Report™

Depending on which tool you are using, you might have
to open your documents before choosing Save & Put
Away.

Save & Put Away has two simultaneous effects: on the
desktop, it reduces an open window to an icon and
returns the icon to its storage location. On the storage
disk, it saves a new version of the document,
incorporating any changes you have made since you last
saved it. If the disk contains a previous version of the
document, the old version is removed. The next time you
choose Revert to Previous Version, the document reverts
to the state it was in when it was last saved.

Some Lisa tools automatically update the stored version
of all open documents every time you eject their storage
disk or turn off the Lisa. Other tools put all open
documents into a suspended state, not updating the disk
version. See the manual for each tool to find out whether
or not turning off the Lisa or removing a storage diskette
updates the disk version of a document.

If you have opened a document or a folder from its
storage location, without moving the icon onto the gray
desktop, then clicking the mouse button twice on the title
bar icon brings up an alert that gives you the choice of
saving and putting away or setting aside the document.
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File

To cancel all changes you have made since you last saved Revert to

a document Previous Version
P With the document

selected, choose Revert set Aside Everything
to Previous Version from Set Aside "Jim~-7/21"
the File/Print menu.

Save & Put Away
Save & Continue
Revert to, Previous Version ;

P In response to the Caution alert, click OK.

Do you realiy want the active document to

revert to the version saved 12 minutes age?

IF you want to leave the document os it
is now, click Cancel.

DOnce you click DK, you will not be able
te change your mind, even with Undo. m

This procedure causes the document to revert to the
state it was in the last time you saved it. All tools save
active documents at two times:

m When you choose Save & Continue from the File/Print
menu.

B When you choose Save & Put Away from the File/Print
menu.

Some tools also save all open documents any time you
eject the disk they are stored on or turn off the Lisa by
pressing the on-off button. See the manual for the Lisa
office tool you are using, Section C, Reference Guids,
under Revert to Previous Version, to find out when that
tool updates the document on its storage disk.
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File

Working

D30 |, .. Lisa Owner’s Guide

Save a Document 7o save a document while you are working
and Continue

P With the document open Fi|e/prmt
and active, choose Save [ et gsige Everything

& Continue from the Set Aside “Jim--7/21"
File/Print menu.

Save £ Put Away
Save b Lontinue: |,

Save & Continue updates the document on the disk to
match the document on your desktop, but it leaves the
document open and active. You should save the
document you are working on any time you feel that it's
important to save your recent edits. Some people save
periodically, after, for example, 15 minutes of work.

The next time you choose Revert to Previous Version, the
document on your desktop will revert to the state it was
in when you last saved it.

“L10G107.PICT” 40 KB 2000-12-19 dpi: 72h x 72v pix: 1320h x 1873v

| Source: David T. Craig

Page 0125 of 0418 |




Apple Lisa Computer Info : Document # 182 : Lisa 1 Owner's Guide (1983) [RA]

Initialize

D32 Erase and Reinitialize a Disk
D33 Initialize a Diskette

D34 Initialize a Startup ProFile and Install the Tools
D39 Initialize a Storage ProFile

SectionD , . |D31
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Initialize

Erase and To erase and reinitialize a used disk

Reinitialize a Disk P With the disk icon

selected, choose Erase
from the Disk menu.

P When the alert message appears, double check to
make sure that this is the disk you want to erase. If so,
click Erase.

WRARNING: Everything on "Sales Backup”, the

lower diskette, is about Lo be erased. Do
you realty want that to hoppen?

IF you want to leave things os they are
now, click Cancel.

Once you click Erase, you will not be gble
to change your mind, #ven with Undo,

Whenaver the Lisa Office System erases a disk, it
automatically reinitializes it.

A recycled disk retains its old name.

D32 |, ., . Lisa Owner's Guide
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Initialize
To initialize a new diskette Initialize a
P Insert the blank diskette into an empty disk drive. Diskette

P> In response to the message that appears, click
initialize.

The upper diskette appears to be new or

else it is badly domaged. If it is o new
disk, click Initiolize. If there is dota on

it, click Repair. m

WHRNING: Initializing a disk eroses its

contents. Once you click Initialize, you

will not be obie to change your mind, —
even by choosing Undo. [_M_,_]

P When the Wait message disappears, name the new
diskette by typing the new name.

Any time you insert a diskette that has not been
initialized by the Lisa, the Desktop Manager asks if you
would like it initialized. If you cancel the operation, the
Lisa ejects the diskette from the drive.

Each diskette initialized by the Lisa Office System
contains a pad of empty folders, which you can use to
organize your documents.

The initialization process takes up a small amount of the
total disk space. Therefore, the status panel on a newly

initialized diskette shows that some of the disk space is

already used.

SectionD | .. |D33
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Initialize

Initialize a
Startup ProFile
and Install

the Tools

D34 ;] I . Lisa Qwner's Guice

.
I
]

To initialize a ProFile as the startup device

>

>

>

>

if the Lisa is on, turn it off by pressing the on-off
button once.

Insert the diskette labeled Office System 1into the
upper built-in floppy disk drive.

Insert the diskette labeled Office System 2 into the
fower built-in floppy disk drive.

Attach the blank ProFile
to the built-in parallel

connector on the back
of the Lisa.

untit the ready light

Turn on the ProFile. Wait Ready light
stabilizes. l

Turn on the Lisa by pressing the on-off button orc=. .
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Initialize

m STTERGAn

Initialize a To initialize a ProFile as the startup device
StartuP ProFile P If the Lisa is on, turn it off by pressing the on-off
and Install button once.

the Tools

P Insert the diskette labeled Office System 1 into the
upper built-in floppy disk drive.

P Insert the diskette labeled Office System 2 into the
lower built-in floppy disk drive.

» Attach the blank ProFile
to the built-in parallel
connector on the back
of the Lisa.

until the ready light

» Turn on the ProFile. Wait Ready light
stabilizes. l

» Turn on the Lisa by pressing the on-off button once. .
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b- When you hear a click from the cabinet, hold down the
(&) key while pressing 1 on the main keyboard — not
the 1 on the numeric keypad on the right of the

keyhoard.

b~ When this message appears, move the mouse on your

Initialize

Initialize a
Startup ProFile
and Install

the Tools

{continued)

desk until the pointer is over the box that says Install.

LEFEF OFFice System A4
1983 gfopple cornputer inc.

This diskette is used to repair the Lisa
Office System starkup ProFiles and to

is attached to the built-in paralle)
connector on the back of the Lisa,

Click Finished if you are Finished.
Click Repair to Fix any ProFile domage.

Click install to put new startup software
gn the ProFile.

Click Restore to restore the ProFile from
backup diskektes.

[ Finished ]

install the startup software. The ProFile [ Repair J

Sy

[ Restore ]

b Click the mouse bution once.

b~ If this message appears, move the mouse until the

pointer is over the box that says Erase.

. Do you want the ProFile attached to
the built-in parallel connector erased?

Click Erase only if you ore starting
new work and want to destroy all
information now on the Profile!

b Click the mouse button once.
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Initialize

Initialize a P When this message appears, move the mouse to the
Startup ProFile box that says OK.
and Install
the Tools .
(continued) A The startup software has been installed.
m

P Click the mouse button once.

P When this message appears, insert one of your
master tool diskettes.

IF you have another diskette with [—Done )

documents and/or tools to be added to

the ProFile, please insert it now.

Click Done IF there are no more diskettes.
P If this message appears, stop and make sure that you
are using the Lisa for which that tool diskette was

purchased. If so, move the pointer to the box that
says Copy.

LisaDesk is about to make the First copy of
LisaCalc, This copy, and all Future copies,
coh be run only on this machine,

Is that what you want?
Onte you click Copy, you will nat be able to
change your mind, even with Undo, m

P Click the mouse button once.

P When all tools are installed, move the pointer to the
box that says Done.

IF you have another diskette with m

decuments and/or tools to be added to
the ProFile, please insert it now,

Click Done if there are no more diskettes,

D36 |: 22 Lisa Owner’s Guide
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P Click the mouse button once.

P When this message appears, move the pointer to the Startup ProFile

box that says Finished.

Initialize

Initialize a

and Install

£74TEF DFFice System A4
1983 ¢fopple computer inc.

This diskette is used to repair the Lisa
OFFice System startup ProFiles ond to
instail the startup software, The ProFile
is attached to the built-in paraliel
connector on the back of the Lisa.

Click Finished If you are Finished.
Click Repair to Fix any ProFile domaoge.

Click Install to put new startup software
on the ProFile.

Click Restore to restore the ProFile from
backup diskettes,

the Tools

m (continued)

[ Repair ]

(Chesore )

P Click the mouse button once.

P When this message appears, move the pointer to the

box that says Start Up.

Should Lisa turn off or start up From the
ProFile?

(o )
Iy

» Click the mouse button once.

Section D | | |D37
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Initialize

Initialize a
Startup ProFile
and Install

the Tools

{continued)

D38 |. . . Lisa Owner’s Guide

This procedure erases any information that may have
been stored on the ProFile. If you want to replace the
Lisa Office System software on a ProFile that already
contains some information, follow the Reinstall System
Software procedure, under Repair, in this section. See
Section B, Lisa Fundamentals, for a discussion of the
Lisa Office System software.

This procedure automatically sets your startup device to
the ProFile attached to the built-in parallel connector.

Your dealer or service representative should have
initialized your startup ProFile. The instructions are
presented here in case you received a blank ProFile with
your new Lisa system.

Copies of a tool will work only on the same Lisa that
made the first copy of the master tool diskette. If you
have more than one Lisa in your office, you need a
separate master tool diskette for each Lisa.

You can keep only one copy of each tool on a single disk.
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Initialize
To initialize a ProFile as a storage device lnitializq a
b Open the Preferences icon. Storage ProFile

b Click Device Connections.

OConvenience Settings IStartup  MOevice Connections

P Click the box for the connector you plan to use for the

ProFile.
Connectors Devices Currently Connected
B Expansion 2 lower Nothing Connected
0O Exponsion 2 upper Dot Matrix Printer
0 Porallel ProFile
G serial A Nothing Connected
O Seriul B Duisy Wheel Printer
» Click ProFile.

Device You Intend to Connect
ONo Device Onot Matrix Printer MProfile

» In response to the alert, click OK.

Not e DO NOT CONNECT ANY PROFILE UNTIL THE
SYSTEM |5 TURNED OFF, “

P Turn off the Lisa by pressing the on-off button.

P Attach the hard disk to the connector you specified in
Preferences.

» Turn on the ProFile and wait for the ready light to
stabilize.

P Turn on the Lisa.
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Initialize

Initialize a P In response to the Caution alert message that
Storage ProFile appears, click Initalize.

(continued)

Lise connot use the disk attached to the
lower connector, expansion slot 2. IF it

15 a new disk, click Initialize. If there

is deta on it, click Repair. m
WRRNING: Initiglizing a disk erases its

contents. Once you click Initialize, you

will not be abie to chonge your mind, o
even by choosing Undo, [ﬂf.__]

P When the Wait message disappears, name the new
disk by typing the new name.

You can store documents, folders, stationery pads, and
tools on a storage ProFile, but you cannot use it as the
startup device. If you are attaching your first ProFile to
the Lisa, follow the procedure under Initialize a Startup
ProFile and Install the Too!s, in this section.

R
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List

D42 Alter Display of a Disk or Folder
D44 Display Contents of a Disk or Folder

Section D [ ! |D41
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List

m
Alter Display of 8 o alter the display of a disk or folder

Disk or Folder P With the open window

selected, choose
Alphabetical,
Chronological, or
Pictorial from the View
mernu,.

vPictorial
Aiphabetical
Chronological

Straighten up lcons

e e

Unless you specify otherwise, all disks and folders are
displayed in the pictorial view. The examples in the Lisa
manuals usually show the pictorial display. You can,
however, change the display of any disk or folder to a text
list.

The next time you open the disk or folder, the contents
are displayed in whatever format you set the last time the
window was open. The format currently in effect is
checked in the menu.

ltems in a list can be selected and manipulated just like
icons in a pictorial view, except that they cannot be
rearranged within the list.

The alphabetical view lists the contents in alphabetical
order by name. The list includes the relative size of each
object, the date and time it was last modified, and the
date it was created. The icon in the left-hand column
indicates whether the item is a document, a folder, a
stationery pad, or a tool.

D42 |, .. Lisa Owner's Guide
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List

information as the alphabetical list.

[ ii]1 January Misc. [Ii. A’ter D,sp’ay Of a
Tile i Teated [ Disk or Folder

3 Billings Proposal 4 Lbpm 1/24/83 1/21/83 (£ i

3 Montrly Report 3 1206 pm 1/24/83 1/24/83 | | (continued)

[ Honthly Report 9 1216 pm 1/24/83 1/24/83

B smythe Letter 4 L28pm 1/24/83 1/24/83

O status Mesting Notes 5 L2tpm 1/24/83 1/15/83

The chronological view lists the contents in chronological
order by the date last modified. All objects that have
never been modified appear in chronological order by the
date they were created. The list includes the same

The pictorial view displays a collection of

representing the objects.

icons

=] & CH Janaan g Misc, |

B3 smythe Lattar 4 u28pm 1/24/83  1/24/83

[ status Meeting Notes 5 1:27pm 1/24/83 1/15/83

) Billings Proposal 4 126 pm 1/24/83 1/21/83

[ tionthly Repart 9 1216 pm 1/24/83 1/24/83 [
3 Monthly Repart 9 12:06 pm 1/24/83 1/24/83 [

[} Il tanuary Misc. |,

i

MonErly REFOET Montnly REpaET

Status Meeting Notes  Billings Proposal

View menu.

Smythe Letter

You can have the Lisa arrange the icons in rows within the
active window by choosing Straighten Up Icons from the

Section D . . |D43
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List

Display Contents To display the contents of a disk or folder
of a Disk or Folder P Open the folder or disk.

L ]
A disk window includes a status panel showing how
much space is still available on the disk and when it was
last backed up. The space is expressed in “‘blocks": one
block equals about 100 words of text.

=

7220 biocks free out of 9690, Backed up: 1/01/83.

~ B @ o

Empty Foldars Clock Calculator Progress Reports
Tools D1z Proct Sales Meeting

D44 |- 7 % Lisa Owner's Guide
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Name

L~~~ -
D46 Name or Rename an Object
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Name

Name or Rename
an Object

D46 | . . Lisa Owner’'s Guide

m

To change the name of a desktop object

> Select the name under —
the icon or any shadow
of the icon that
represents the object. untitled

» Type the new name.

Smytha Letter

If you want to make only a small change in the name, you
can use the same text editing procedures that you use
within the applications. Cutting, copying, pasting, and
inserting text all work for editing object names. You
cannot change the name of a tool.

You cannot directly edit the title bar of an open window.
You can, however, change the name of an object while it
is open by changing the name of any shadow of that
object. Changing the name of any object also changes
the names of any shadows of that object.

Whenever you create a new document or folder, the new
icon bears the name “Untitled.” It's a good idea to
change the name fairly soon, hefore you find yourself
with a desktop full of documents all with the same name.

Whenever you initialize a new diskette, it bears the name
“Diskette.” You can change the diskette names, making
it easier to distinguish between two different diskettes on
your desktop.

Whenever you duplicate any object, the duplicate bears
the same name as the original. Depending on your
personal filing system, you may want to modify the name
of the duplicate.
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Print

D48 Print Screen Display
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Print

Print Screen To print the screen display

prlay P Hold down the right-hand (Option) key and the right-

hand key while pressing the 4 on the numeric
keypad.

L ———

This procedure works only if you have a dot matrix
printer attached to the upper connector of a parallel
interface card installed in expansion slot 2. The printer

must also be listed in the Device Connections portion of
the Preferences window.

For procedures for printing documents, see Section C,
Reference Guide, under Print, in the manual for the tool
you are using.

D48 | . .. Lisa Owner's Guide
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Repair

D50 Reinstall System Software

D53 Repair a Startup ProFile

D56 Repair a Storage Disk

D57 Repair a Storage Disk after a System Failure
D59 Restore a ProFile from Diskette Backups
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Repair

Reinstall System  To reinstall the system software without erasing the
Software startup ProFile

P If the Lisa is on, turn it off by pressing the on-off
button once.

P Insert the diskette labeled Office System 1 into the
upper built-in floppy disk drive.

P Insert the diskette labeled Office System 2 into the
lower built-in floppy disk drive.

it on. Wait until the ready

P If the ProFile is off, turn Ready light
light stabilizes. l

—_—

e . R
| ‘Q
= s '-.'Hht" .

P Turn on the Lisa by pressing the on-off button once.

P When you hear a click from the cabinet, hold down the
® key while pressing 1 on the main keyboard — not
the 1 on the numeric keypad on the right of the
keyboard.

D50 |; . . Lisa Owner's Guide
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P When this message appears, click Install.

L2FEF OFFice System R4
1983 efopple computer inc.

This diskette is used to repuoir the Lisa
OFFice System startup ProFiles ond to

install the startup scftware. The ProFile Repair )

is attoched to the buiit-in parallel
connector on the bock of the Lisa.

Click Finished if you are Finished.
Click Repair to Fix any ProFiie damage.

Sy

Click Instoll to put new startup software
on the ProFile.

Click Restore to restore the ProFile from
hackup diskettes, [w)

When this message appears, click Don't Erase.

Lo, o ]

Do you want the Profile attached to
the built-in parallel connector erased?

{lick Erase only iF you are starting
new work and want to destroy all [

information now on the ProFile! _LJ

When this message appears, click OK.

The startup software has been instolled.

i

Repair

Reinstall System

Software
(continued)

Section D | | J D51

Desktop Manager Reference Guide = = »

“L10G128.PICT” 43 KB 2000-12-19 dpi: 72h x 72v pix: 1328h x 1898v

| Source: David T. Craig

Page 0147 of 0418 |




Apple Lisa Computer Info : Document # 182 : Lisa 1 Owner's Guide (1983) [RA]

Repair

Reinstall System

Software
{continued)

D52 |, . . Lisa Owner's Guide

P When this message appears, click Finished.

LT OFFice System A4 m

1983 gfapple computer inc.

This diskette is used to repair the Liso

OFFice System startup ProFiles and to )
instaii the startup software. The ProFile [ Repair J
is ottached to the built-in paratlel o
connector on the back of the Lisa,

Click Finished if you ore Finished,
Click Repair to Fix any ProFile domage. [ install ]

Click Install to put new startup software
on the ProFile.

Ctick Restore to restore the ProFile from

bockup diskettes. [ﬂ]

B When this message appears, click Start Up.

(o )
axm

Should Lisa turn off or start up from the
ProFile?

This procedure removes the Lisa Office System software
from your startup ProFile and replaces it with a copy of
the system software on the Lisa Office System diskettes.
Reinstallation is recommended when you think the
software on your ProFile may be damaged. See
Appendix 6, Office System Error Massages, in this
manual, for the symptoms of damaged software.

This procedure works only for a ProFile attached to the
built-in parallel connector on the back of the Lisa. After
the system software is installed, the startup device is
automatically set to that ProFile.
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Repair

To repair a damaged startup ProFile Repair a
» If the Lisa is on, turn it off. Startup ProFile

P Insert the diskette labeled Office System 1 into the
upper built-in floppy disk drive.

P if the ProFile is off, turn it on. Wait until the ready light
stabilizes.

P Turn the Lisa on.

P When you hear a click from the cabinet, hold down the
(&) key while pressing 1 on the main keyboard — not
the 1 on the numeric keypad on the right of the
keyboard.

P When this message appears, click Repair.

Z4IEF Difice System R4 [ Finished ]
1983 ¢fapple computer inc.

This diskette is used to repair the Liso
OFFice System startup ProFiles and to

install the startup software. The ProFile m
is ottached to the built-in parallel
connector on the bock of the Lisa,
Click Finished iF you ore Finished,

Click Repair to Fix any ProFile domage. ( Install ]

Click Inskall to put new startup software
on the ProFile,

Click Restare to restore the ProFile from

backup diskettes. [ﬂm’i-]

P When this message appears, click Don’t Install.

All required repairs are Finished! m

Click Instalt if you are repairing the

Profile because it wouldn't start up —
the Lisa, (_tmstatt )

SectionD .. {D53
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Repair

Repair a
Startup ProFile

{continued)

D54 |2 L. Lisa Owner’'s Guide

P When this rﬁessage appears, click Finished.

L5FE OFfice Sustem R4
1983 ¢fapple computer inc.

This diskette is used to repair the Lisa
OffFice System startup Profites ond to
install the startup software. The ProFile
is attached to the built-in parallel
connector on the back of the Lisg.

Click Finished if you ore Finished.

Click Repoir to Fix any ProFile d ge.

o

[ Repair J

(“imstan )

Click Instali ko put new startup software
on the Profile.

Click Restore to restore the ProFile from
bockup diskettes.

( Restare ]

» When this message appears, click Start Up.

Should Liso turn off or start up Fram the
ProFile?

o)
Loy )

This procedure works only for a ProFile attached to the
built-in parallel connector on the back of the Lisa.

Follow this procedure when something seems to be
wrong with your startup ProFile. See Appendix 6, Office
System Error Messages, in this manual, for a description
of the symptoms that indicate repair may be necessary.
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Repair
During a repair, the Lisa compares the actual contents of Repair a
a disk with the record of where things are stored on the Startup ProFile
disk surface. The computer also checks to see that ail (continued)

information on the disk is readable. Unreadable
information may be altered or removed; the names of
some documents may change.

Depending on the problem you were having, you may
want 1o reinstall your system software at the same time
you repair the ProfFile. If so, click install instead of Don’t
Install after your ProFile has been repaired. See Rainstall
System Software, in this section, and Appendix 8, Office
System Error Messages, under Tool Failure.

Section D | |, |D55
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Repair
Repair a To repair a disk that does not seem to be functioning
Storage Disk normally

P Select the disk icon.

P Choose Repair from the
Disk menu.

o
During a repair, the Lisa compares the actual contents of
a disk with the record of where things are stored on the
disk surface. The computer also checks to see that all
information on the disk is readable. Unreadable
information may be altered or removed; the names of
some documents may change.

You should try repairing a disk any time it is behaving
unexpectedly. If, for example, the Lisa cannot find a
document that you know is there, repairing the disk may
solve the probiem.

If you have already repaired a disk once and it still
behaves oddly, there may be a physical problem with the
disk itself. In this case, replace the disk with a backup
Copy or make a copy of the disk and use the copy instead
of the original.

D56 | . . o Lisa Owner's Guide
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Repair

To repair your storage disks after the Lisa has suffered 2~ Repair a Storage
power interruption or software failure Disk after a

P If the Lisa is off, turn it on. Sysl‘em Failure
P If the Lisa displays this alert, click OK.

Lita was unable to restore the most recent
Nate locations of gour icons For the disk ottached
to the porallel connector,

Beware:
Some icons may have returned to their
Former locatians.

IF this problem recurs, refer to the Lisa

Owner's Guide, Appendix b, DFfice System
Error Messages, under Desktop Stake, " “

P If the Lisa suggests you check any disks, click Check.

The lower diskette was in use when
Lisa Failed. Check the disk For domoge
before continuing so that you won't be

in donger of losing everything on the m
disk.

P When the Lisa displays the results of the check, click
OK.

NI The "Diskette” has been checked For damoge
and is now safe to use. “

P Allow the Lisa to check all disks that were in use when
the crash occurred.

[ Bon't Check ]

SectionD , ., |D57
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Repair

Repair a Storage
Disk after a

System Failure
(continued)

D58 |, « . Lisa Owner's Guide

The interaction described above is normal after a sudden
power loss. See Appendix 4, On-Off Procedures, in this
manual, for an explanation of how a sudden power loss
affacts disk organization.

In the course of checking the disks for damage, the Lisa
may alter the organization of the disk. Documents may
be removed from folders, for example, or the names of
some documents or stationery pads may change. After
the Lisa has checked your disks, open them and refile

any documents that have been removed from their
folders.

If any of the repair messages appear at any time other
than after a power loss, see Appendix 6, Office System
Error Messages, in this manual.
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Repair
To restore all of the information on a ProFile from Restore a ProFile
diskette backups from Disketle
P If the Lisa is on, turn it off by pressing the on-off Backups

button once.

P insert the diskette fabeled Office System 1 into the
upper built-in floppy disk drive.

» If the ProFile is off, turn it Ready light
on. Wait until the ready
light stabilizes.

P Turn on the Lisa by pressing the on-off button once.

P When you hear a click from the cabinet, hold down the
(&) key while pressing 1 on the main keyboard — not
the 1 on the numeric keypad on the right of the
keyboard.
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Repair

o e e S I it T T T S L SR 4] 2 W (e N e AT S STy
Reinstall System  To reinstall the system software without erasing the

Software startup ProFile

P If the Lisa is on, turn it off by pressing the on-off
button once.

P Insert the diskette labeled Office System 1 into the
’ upper built-in floppy disk drive.

P Insert the diskette labeled Office System 2 into the
lower built-in floppy disk drive.

it on. Wait until the ready

P If the ProFile is off, turn Ready light
light stabilizes. L

P Turn on the Lisa by pressing the on-off button once.

P When you hear a click from the cabinet, hold down the
(& key while pressing 1 on the main keyboard — not
the 1 on the numeric keypad on the right of the
keyboard.

D50 |, . . Lisa Owner's Guide
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Repair

Restore a ProFile
from Diskette
Backups

(continued)

D60 |, , , Lisa Owner's Guide

s

P When this message appears, click Restore.,

L“FLF OFFice System R4 [ Finished ]
1933 gfapple computer inc.

This diskette is used to repair the Lisa

OFFice System startup ProFiles and to

install the startup software. The ProFile [ Aepair |
is attached to the built-in porallel [—
connector en the back of the Lisa.

Click Finished iF you are Finished.
Click Repair to Fix any ProFile damoge. ( Install ]

Click Install to put new stortup softwore
on the ProFile.

Click Restore to restore the ProFile from
backup diskettes. m
» When this message appears, click Erase.

WRARNING: Everything on "ProFite”, the disk

attached to the parallel connector, is about
to be erased. Do you really want this te
happen?

IF you wont to leave things as they are
now, click Cancel.

Once you click Erase, you will not be able

to change your mind, even by choasing
tindo, | cuse ]

P> When this message appears, insert one of the
diskettes from the most recent incremental backup. If
you have not made an incremental backup, insert one
of the diskettes from the last full backup.

| Cancel ]
Please insert one of the backup diskettes
into the lower diskette drive.
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To restore all of the information on a ProFile from
diskette backups

B If the Lisa is on, turn it off by pressing the on-off
button once.

P Insert the diskette labeled Office System 1 into the
upper built-in floppy disk drive.

B If the ProFile is off, turn it Ready light
on. Wait until the ready
light stabilizes.

B Turn on the Lisa by pressing the on-off button once.

P> When you hear a click from the cabinet, hold down the
(&) key while pressing 1 on the main keyboard — not
the 1 on the numeric keypad on the right of the
keyboard.

Desktop Manager Reference Guide = =
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Restore a ProfFile
from Diskette
Backups
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Repair

P When the Lisa releases the first diskette and puts up
this message, insert one of the diskettes from the
most recent incremental backup. If you have not done
an incremental backup, insert one of the diskettes
from the last full backup.

Insert onother full bockup or changes only’ [M_]

backup diskette into the LOWER drive.
The diskettes can be inserted in any
order, (The restore will automaticolly
continue when the diskette is inserted.
You won't have toa click Continue.}

IF ail the diskettes From the Full bockup
and the last changes-only backup hove
been inserted, you ore fFinished.

P Continue inserting diskettes when prompted. When
you have finished inserting all diskettes from the last
incremental backup, insert the diskettes from the last
full backup.

P After the Lisa has copied the last diskette back onto
the ProFile, respond to the prompt by clicking

Finished.
=y

Insert another Full backup or changes anly
backup diskette into the LOWER drive.
The diskettes can be inserted in any
order. [The restore will automaticclly
continue when the diskette is inserted.
¥ou won't have to click Continue.)

If ail the diskettes from the Full bockup
and the last changes-only bockup have
been inserted, you are Finished.

Restore a ProFile
from Diskette
Backups

(continued)
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Repair

Restore a ProFile » when this message appears, click Finished.

from Diskette
Backups

{continued)

D62 |, . . Lisa Owner’'s Guide

£¥FEF Dffice System R4
1983 ¢fapple computer inc.

This diskette is used to repair the Lisa
OFFice System startup ProFiles and to
install the startup software, The ProFile
is ottached to the built-in parailel
connector on the back of the Liso.

Click Finished if you are fFinished.
Click Repoir to fix any ProFile damage.

Click Install to put new startup software
on the ProFile.

Click Restore to restore the ProFile from
backup diskettes.

)

[ Reporr |
[ Install J

[ Restore ]

P When this message appears, click Start Up.

Should Lisa turn off or start up From the
ProFile?

o ]
L st up,

Use this procedure only if you have made at least one full
backup of your ProFile, following the instructions under
Copy a ProFile onto Backup Diskettes, in this section. If
you back up your documents individually, then you can
reconstruct a damaged ProFile by reinitializing it and
copying the contents of all your backup and tool
diskettes onto the ProFile. Refer to Initialize a Startup
Profile and Install the Tools, under Initialize, in this

section.
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Set

o

D64 Set Clock/Calendar

D65 Set Convenience Settings

D69 Set Device Connections

D71 Set Printer Configuration, Daisy Wheel
D74 Set Printer Configuration, Dot Matrix
D77 Set Screen Brightness and Contrast
D80 Set Startup Device during Startup
D82 Set Startup Specifications

. SectionD [ .. |D863
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Set

Set Clock/ To set the clock/calendar

Calendar P Open the clock icon.

P Place the pointer over

the hour and click once.
P55 om 124783

P Type in the correct hour.
P Continue selecting and correcting each part of the
time and date until the display is correct.

P Choose Set Aside from
the File/Print menu.

Fite /Print
Set Aside Everything
Sat Aside "Clock”

The clock/calendar uses a 12-hour setting, with a.m. or
p.m. specified. The Lisa will not accept settings outside
of the possibie’ranges for times and dates.

When you first turn on your Lisa, the clock should appear
on the gray area of the desktop. If you choose Save & Put
Away from the File/Print menu, the ciock is stored in the
Tools folder on your startup ProFile. You can move it
anywhere else you choose.

Once you set the clock/calendar, it should continue
running as long as the Lisa is plugged into a working
outlet and for up to 10 hours after the Lisa is unplugged.
i the time is forgotten, the Lisa resets it to 12 a.m.
1/1/83.

The Lisa uses the setting of the clock/calendar to tag
each of your documents with the date you created it and
the date and time you last worked on it. The Lisa also
tags each disk with the date it was last backed up.

D64 |, o o Lisa Owner's Guide
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Set

To set the convenience settings
P Open Preferences.

P Check Convenience Settings.

BConvenience Settings [Startup  ODevice Connections

P Check the box for each setting you want.
P Choose Set Aside from the File/Print menu.

Like all information in Preferences, the convenience
settings are stored in the Lisa’s parameter memory. The
settings remain intact as long as the Lisa is plugged in,
and for up to 10 hours after the Lisa is unplugged. The
Preference settings are also stored on the startup device.
If parameter memory is lost, the Lisa restores it from the
information on the disk.

When you first open Preferences, each convenience
setting already has one option marked: these are the
default settings. Whenever you check the first item in the
list, Set All Convenience Settings to Lisa Defaults, these
options will be set.

Set Convenience
Settings

SectionD |, . |D65
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Set

Set Convenience

H Screen Contrast
set!"ngs Normal Level
{continued) derk COOOO0ODCGONRDCOONOD bright

Minutes Until Screen Dims
{J1-2 W2-4 Os-10 (io-20 015-30 D30-60

Dim Leve|

1
dork 00000000000 MO00OObright

Speaker Volume
Sitent (Flosh menu bar) 0 Soft O {J B O O Loud

Repecting Keys

Deloy
short 00O B OO Leng

Rate
Fast BOO 20D slow

Mouse Double Click Delay
short JDONDOO Long

For instructions for setting the screen brightness and
contrast, see the procedure, Set Screen Brightness and
Contrast, in this section. The other convenience settings
are described bhelow.

Speaker Volume

From time to time, the Lisa communicates by sounding
various beeps and tones. The meanings of these signals
are explained ejsewhere in the manuals. The Speaker
Volume setting controls the loudness of these beeps and
tones.

Speaker Volume
Sitent (Flosh mepu bor) 0 Soft 0 0 W 0 O Loud

Each time you check one of the boxes, the Lisa sounds

two tones, at the low and high extremes of the level you

have chosen. Experiment with different settings until you
find one you like.

D66 |2 2 Lisa Owner's Guide
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Set

[ o

Repeating Keys Set Convenience
Most of the Lisa keys Repeating Keys Settings
repeat automatically when O hort0 00 8 00 Long (continued)
held down. The two lines Rate

under Repeating Keys Fast RO00OG siow

control how long you have
to hold a key down before it
starts repeating, and how
fast it then generates
additional characters.

The correct settings depend on your typing speed and
the ways you use the Lisa. If you find that the Lisa often
generates multiple letters when you intended to type only
one, change the repeat delay to a setting nearer the long
end of the scale. If you use the repeating keys often, you
probably want to specify a short delay and a fast repeat
speed.

Whenever you check one of the delay or rate boxes, the
Lisa puts a few asterisks on the screen to demonstrate
the interval you have chosen.

Mouse Double Click

Some of the desktop functions are accomplished by
clicking the mouse button twice rapidly, or “'double

clicking.”
The Mouse Double Click Mouse Doubie Click Deloy
Delay setting determines short OO0 80D Long

the maximum time lag
between two clicks that the
Lisa interprets as one
double click.
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Set

Set Convenience Like the keyboard repeat delays, this setting should

setﬁngs reflect your habits and work style. If the Lisa often

(continued) interprets your double clicks as two single clicks, try
adjusting the delay to a longer setting. If the Lisa often
interprets two single clicks as one double click, try
adjusting the delay to a shorter setting.

D68 |- 00 Lisa Owner's Guide
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Set

To tell the Lisa that you are attaching or removing an
external device

P Open Preferences.

P Check Device Connections.

OConvenience Settings DOStartup  MDevice Connections

P Check the box for the connector you are using.

Connectors DOevices Currently Connected
1 Expansion 2 lower Nothing Connected
0 Expansion 2 upper Dot Matrix Printer
0 Porallel ProFile
0 serial R Nothing Connected
B Serial B Nothing Connected

P When the list of available devices appears, check the
box for the device you are attaching to that connector.
If you are removing a device, check the box for No
Device.

flevice You Intend to Connect
ONo Device MDaisy Wheel Printer Dot Matrix Printer
[iRemote Computer

P If another set of specifications appears, check the
appropriate boxes.

P Choose Set Aside from the File/Print menu.

Like all information in Preferences, the device
connections are stored in the Lisa’'s parameter memory.
The settings remain intact as long as the Lisa is plugged
in, and for up to 10 hours atfter the Lisa is unplugged. The
Preference settings are also stored on the startup device.
If parameter memory is lost, the Lisa restores it from the
information on the disk.

Set Device
Connections

SectionD [ ;D69
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Set

Set Device

Connections
(continued)

D70 |, . . Lisa Owner's Guide

LI AR ]

In general, use the following connectors for these
devices:

m Startup ProFile: built-in paratlel connector, laheled
Parallel Device.

m High-speed modem: serial connector labeled Serial
Device A.

m Daisy wheel printer: serial connector labeled Serial
Device B.

® Dot matrix printer: upper connector on a parallel
interface card installed in slot 2.

m Storage ProFile: either connector on a parallel
interface card installed in slot 2 or 3.

Specific instructions for setting the Preferences when
attaching printers appear in this section under Set
Printer Configuration, Daisy Wheel, and Set Printer
Configuration, Dot Matrix. Specific instructions for
setting the Preferences when attaching a storage ProFile
appear in the procedure, Initialize a Storage ProFile,
under Initialize, in this section.

Detailed instructions for setting up a modem appear in
the manual that comes with the modem.
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To tell the Lisa that you are attaching a daisy wheel
printer

> Open Preferences.

P Check Device Connections.

Oconvenience Settings [Startup  BDevice Connections

P Check the box for the connector you are using.

Connectors Devices Currently Connected
Expansion 2 lewer Nothing Connected
Expansion 2 upper Dot Matrix Printer
Parallel Profile

Serial A Nothing Connected

Serial B Nothing Connected

moOoOoog

P When the list of available devices appears, check
Daisy Wheel Printer. If you are removing a printer,
check No Device.

Device You intend to Connect
ONo Oevice 8 0oisy wheel Printer ODot Matrix Printer
[JRemote Computer

» In response to the screen message, click OK.

Nate Lisa will not be able to print on that printer
until after you have turned Lisa off, plugged

in the printer, ond turned Liso back on again. m

P Check the boxes for the paper type, the paper size,
and the print wheel you are using.

Setup of Apple Daisy Wheel Printer
Paper Type: OSingle Sheet BFanfold OMechanical Feed
Paper Size: B8.5x11" [11x8.5" 08.5x14"  J14x8.5" [O14x11”

Print Wheet:CGothic 15 BPrestige Elite 12 [Ccurier 10
OBoldFace /Executive PS
{Modern PS plus Itatics OModern 10/12/PS
OModern 10/12 plus Rdditional Choracters

Set

Set Printer
Configuration,
Daisy Wheel

Section D |, |D71
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Set

Set Printer
Configuration,
Daisy Wheel

(continued)

D72 1. .. Lisa Owner’s Guide

P Choose Set Aside from the File/Print menu.
P Turn off the Lisa.
P Attach the printer.

P Turn on the Lisa.

The daisy wheel printer must be attached to one of the
serial connectors, marked Serial Device A and Serial
Device B on the back panel. Either connector is
compatible with the daisy wheel printer. Connector A,
however, is more flexibie and can be used with a high-
speed modem. If you want to leave connector A open for
other devices, attach your daisy wheel printer to
connector B.

When you are printing a document, the specifications for
the document must match the Preferences specifications
for at least one of your printers. See the manual for the
Lisa office tool you are using, Section C, Reference
Guide, Chapter 2, under Print, for instructions on
preparing documents for printing.

Like all information in Preferences, the printer settings
are stored in the Lisa’'s parameter memory. The settings
remain intact as long as the Lisa is plugged in, and for up
to 10 hours after the Lisa is unplugged. The Preference
settings are also stored on the startup device. If
parameter memory is lost, the Lisa restores it from the
information on the disk.
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Set

Paper Type

Check Single Sheet if you are printing on individual
sheets of paper, such as letterhead stationery, and you
are inserting the paper by hand. When Single Sheet is
checked, your Lisa pauses after printing each page and
prompits vou to insert the next sheet.

Check Fanfold if you are printing on fanfold paper
designed to be fed continuously through a printer.

Check Mechanical Feed if you are printing on individual
sheets of paper, such as letterhead stationery, and you
have a mechanical feeder inserting the paper.

Change the Paper Type setting any time you change the
type of paper.

Paper Size

All of the paper size options available for your printer
appear when you specify the type of printer. The setting
in Preferences should match the size of the paper
actually loaded in the printer. When you change the paper

size, open the Preferences window and change the
setting.

Print Wheel

It you are using a daisy wheel printer, you must tell the
Lisa what kind of print wheel is attached. This
information appears on the wheel itself. You can change
print wheels whenever you like, as long as you change the
information in Preferences.

Set Printer
Configuration,
Daisy Wheel

{continued)
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Set

Set Printer To tell the Lisa that you are attaching a dot matrix printer
Configur ?"on’ > Open Preferences.
Dot Matrix

P Check Device Connections.

OConvenience Settings (IStortup  BDevice Connections

» Check the box for the connector you are using.

Connectors Devices Currently Connected
Expansion 2 lower Nothing Connected
Expansion 2 upper  Nothing Connected
Parajte| Profile

Serial A Nothing Connected

Serial B Nothing Connected

OoOoamoOd

P When the list of available devices appears, check Dot
Matrix Printer. If you are removing a printer, check the
box for No Device.

Nevice You Intend to Connect
[ONo Device BDot Matrix Printer [ProFile

» In response to the message that appears, click OK.

Hule Lisa will not be able ta print an that printer
until after you have turned Lisa off, plugged

In the printer, and turned Lisa back on again. m

> Check the boxes for the o e

paper type and the Paper Type: Osingle Sheet BFanfoid
paper size. Paper Size: B8.5x11"  08,5x14"

» Choose Set Aside from the File/Print menu.
P Turn off the Lisa.
P Attach the printer.

P Turn on the Lisa.

D74 %% Lisa Owner's Guide
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Set

The dot matrix printer must be attached to a parallel Set Printer
connector. If you have a ProFile hard disk attached to the Configuration,
built-in parallel connector, you must install a parallel Dof Matrix
interface card into one of the expansion slots on the back (continued)

panel of the Lisa. Once you have installed an expansion
card, the Lisa will automatically include that card in the
list of available connectors.

if you want to be able to print your entire screen display,
attach your dot matrix printer to the upper connector of a
parallel interface card installed in expansion slot 2.

When you are printing a document, the specifications for
the document must match the Preferences specifications
for at least one of your printers. See the manual for the
Lisa office tool you are using, Section C, Reference
Guide, Chapter 2, under Print, for instructions on
preparing documents for printing.

Like all information in Preferences, the printer settings
are stored in the Lisa's parameter memory. The settings
remain intact as long as the Lisa is plugged in, and for up
to 10 hours after the Lisa is unplugged. The Preference
settings are also stored on the startup device. If
parameter memory is lost, the Lisa restores it from the
information on the disk.

Paper Type

Check Single Sheet if you are printing on individual
sheets of paper, such as letterhead stationery. When
Single Sheet is checked, your Lisa pauses after printing
each bage and prompts you to insert the next sheet.

Check Fanfold if you are printing on fanfold paper
designed to be fed continuously through a printer.

Change the Paper Type setting any time you change the
type of paper.

SectionD ... |D75
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Set

Seft Printer Paper Size

con"gur a tmn; All of the paper size options available for your printer
Dot Matrix appear when you specify the type of printer. The setting
(continued) in Preferences should match the size of the paper

actually loaded in the printer. When you change the
paper size, open the Preferences window and change the
setting.
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Set

To set the screen brightness and contrast

P Open Preferences.

P Check Convenience Settings.

BConvenience Settings {Startup

{1Device Connections

P Locate the brightness
control knob, the higher
of the two white knobs
extending from the back
of the cabinet.

Brightness control

”’////////////////

Set Screen
Brightness
and Contrast

P Turn the brightness control down until your screen is

entirely black.

P Turn the knob back up just until the black rectangle

turns to gray.

P Slowly turn the knob
back down, just until the
rectangle is distinctly
black, with no video scan
lines visible, and there is
a clean line on all
borders.

Before setting
contrast, adjust
brightness on

back of Lisa
until the edges
of this hax are
sharp.

SectionD . .. |D77

Desktop Manager Reference Guide = « »

“L10G154.PICT” 58 KB 2000-12-19 dpi: 72h x 72v pix: 1317h x 1880v

| Source: David T. Craig

Page 0175 of 0418 |




Apple Lisa Computer Info : Document # 182 : Lisa 1 Owner's Guide (1983) [RA]

Set

To set the screen brightness and contrast Set Screen

P Open Preferences. Brightness

P Check Convenience Settings. and Contrast

B Convenience Settings [Startup  ODevice Connections

P Locate the brightness Brightness control

i Y,

extending from the back
of the cabinet. ",m,”

P Turn the brightness control down until your screen is
entirely black.

B Turn the knob back up just until the black rectangle
turns to gray.

B Slowly turn the knob

back down, just until the Before setting
rectangle is distinctly contrast, adjust
black, with no video scan brightness on
lines visible, and there is back of Lisa

a clean line on all until the edges
borders. of this box are

sharp.
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Set

Set Screen
Brightness

and Contrast
(continued)

D78 |, . . Lisa Owner’'s Guide

> Set the Normal Level by checking different boxes
until the screen is at a comfortable contrast level for
you.

Screen Contrast
Norma

| Level
cork000C00GCGO0OCHRA000O0N bright

P Set the Minutes Until Screen Dims by checking the
box for the delay you want.

Minutes Until Screen Dims
01-2 22-4 O5-10 C10-20 O15-30 O30-60

P Set the Dim Level by checking the box for the dim
contrast level you want.

Dim Level

dork 00000000000 NOOD Q3 bright

P Choose Set Aside from the File/Print menu.

Always set the screen brightness before adjusting the
contrast.

The normal contrast level controls the contrast of the
screen while you are using the Lisa. The important
consideration when setting the contrast level is your
comfort.

The automatic fade feature is designed to protect your
video screen from burn-in, a permanent image burned
into the screen after many hours of the same display. If
the Lisa detects no activity from the mouse or keyboard
for the length of time specified under Fade Delay, the
screen automatically dims to the dim contrast level.
Once the screen has dimmed, any key press or mouse
movement returns it to the normal contrast setting.
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Set

Whenever you check one of the dim contrast levels, the Set Screen
Lisa dims the screen to demonstrate the level you Brightness
checked. Any key press or mouse movement returns the and Contrast

screen to the normal contrast setting. if you find it
irritating to have the screen darken completely, set the
dim contrast level to the higher end of the scale. If you
want to protect your screen as much as possible from
burn-in, set the dim contrast level to the lowest setting.

(continued)

Like all information in Preferences, the contrast settings
are stored in the Lisa’s parameter memory. The settings
remain intact as long as the Lisa is plugged in, and for up
to 10 hours after the Lisa is unplugged. The Preference
settings are also stored on the startup device. If
parameter memory is lost, the Lisa restores it from the
information on the disk.
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Set

Set Startup Device To specify a different startup device during startup
during Startup

P Turn on the Lisa by pressing the on-off button once.
P As soon as you hear the first click from the cabinet,
and before you hear the double click, press the space

bar, or any key except (Caps Lock).

P When the Startup menu
appears, use the mouse
to select your startup
device. Or hbld down the
(@ key while pressing
the number listed in the
menu next to the device
you want to use.

You can also bypass the Startup menu if you know the

keyboard code for the startup device you want to use. To
use this shortcut:

Instead of pressing any key when you hear the first click,

hold down the (&) key while pressing one of the keys in
the list below.

Upper built-in drive

Lower built-in drive

ProFile attached to the built-in parallel connector
Expansion card in slot 1, lower connector
Expansion card In slot 1, upper connector
Expansion card in slot 2, lower connector
Expansion card in slot 2, upper connector
Expansion card in slot 3, lower connector
Expansion card in slot 3, upper connector

T oo~ WN
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Set

If you do not specify a startup device during startup, the Set Startup Device

Lisa looks in the startup device specified in Preferences. during Startup
If you have not specified a startup device, the Lisa looks (continued)
for a startup ProFile attached to the built-in parallel

connector.

The alternative startup procedure can be useful if your
usual startup device is not working properly, if your
system Preferences have been forgotten, or if you are
running the LisaTest diskette.
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Set

Set Startup
Specifications

D82 |. . . Lisa Owner's Guide

To specify your usual startup device
P Open Preferences.
» Check Startup.

OConvenience Settings MStortup  ODevice Connections

P Check the box for the startup device you intend to
use.

Stort lUp From:
Cniskette in Orive 1 (Upper)
ODiskette in Drive 2 (Lower)
ODisk Attached to Lower Connector of Expansion Slot 2
HMDisk Attached to Parollel Connector

P Check either Thorough Memary Test
or Brief memory test. Erief
{1Thorough

P Choose Set Aside from the File/Print menu.

Like alt information in Preferences, the startup settings
are stored in the Lisa's parameter memory. The settings
remain intact as long as the Lisa is plugged in, and for up
to 10 hours after the Lisa is unplugged. If parameter
memory has been lost, the Lisa automatically looks for a
ProFite attached to the built-in parallel connector as the
startup device.

The Preference settings are also stored on the startup
device. If parameter memory is lost, the Lisa restores it
from the information on the disk.

If you want to start up from a different disk than the one
specified in Preferences, follow the procedure Set
Startup Device during Startup, under Set, in this section.
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Set

The Memory Test setting determines how thoroughly the Set Startup
Lisa’s memory is tested during the automatic startup Specifications
tests. If you check Thorough, the tests take about a (continued)
minute. If you check Brief, the tests take about 30

seconds.
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What’s in the Calculator?

o ——

This section introduces the Calculator and explains how
it is used. A series of example problems illustrates the
different ways the Calculator can work.

SectionE .. !|E1
Calculator = = =
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Organization The Calculator can imitate three different types of

of the Calculator  calculators: a standard four function calculator, a reverse
Polish calculator, and a financial adding machine.

To use the Calculator,

» Open the Calculator by
clicking twice on the
Calculator icon.

The Calculator appears on the screen as a drawing of a
pocket calculator. You can push the butions on the
screen image by clicking on them with the mouse. You
can also select the functions displayed next to the keys
by clicking on them with the mouss.

To specify which kind of calculator you want to use,

» With the Calculator active, choose Four Function,
Reverse Polish, or Adding Machine from the
Customize menu.

If you want to display a record of your calculations, you
can choose Show Tape from the Customize menu. The
tape is not a document and cannot be printed as it is. It
can, however, be copied and pasted into a LisaWrite or
LisaDraw document, which can be printed. The result
displayed on the Calculator itself can be copied and
pasted into most other documents.

When you put away the Calculator, the tape and the
display are cleared.

Each kind of calculator uses its own set of registers to
hold the numbers you are manipulating. The registers are
discussed in the descriptions of the calculators. You can
choose to display or hide the registers through the
Customize menu. You can also specify how the results
are to be displayed through the Format menu.

The menu bar shown in Figure 1 appears when the
Calculator is active. The two Calculator menus and the
Edit menu as it applies to the Calculator are summarized
at the end of this section, following the descriptions of
the three different calculators.

E2 (... Lisa Owner's Guide
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Four Function
Calculator

¥ File/Print Edit Format Customize

Figure 1, Calculator Menu Bar

As an alternative to clicking on the keys and functions on
the Calculator’s displayed image, you can use the
corresponding keys on the Lisa numeric keypad. You can
select the functions that are shown above or to the side
of a key on the Calculator by holding down the (Shift) key
while pressing the number on the keyboard that is next
to the function displayed on the calculator. For example,
the +/— function can be selected from the keyboard by
pressing and 0.

if one of your caiculations results in an infinite value or a
register overflow, the Calculator displays an error
message and locks the keyboard. Click the CE/C key to
clear the error and unlock the keyboard.

The Calculator as initially displayed does not contain a
scroll bar, an elevator, or any other devices for
manipulating the window. The Calculator cannot be
resized. If the transaction tape is displayed, a scroll bar
containing an elevator, scroll arrows, and view buttons
appears. The size and proportions of the view cannot be
adjusted, so there is no size control box.

The four function calculator is the most common type of
pocket calculator. The only functions that are not
obvious are the constants and the percentage
calculations, which are explained below. For most simple
calculations, you enter the numbers and symbols in the
order in which you would write them.

For example, to divide 355 by 113:
> Type 355.

P Click .

> Type 113.

P Click =.

Figure 2 shows the result. Both Show Tape and Show
Registers have been chosen from the Customize menu.
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Four Function Calculator
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Figure 2. Four Function Calculator

Notice that the transaction tape contains a new symboaol,
the solid underscore, which indicates the final total of a
calculation. In the four function calculator, this is shown
each time you click the = key.

Figure 2 shows the registers used by the four function
calculator. The K register always contains the current
value of the constant. Each time you do a calculation,
one of the numbers is stored in the K register as a
constant, which can be used repeatedly in other
operations of the same kind. Table 1 shows which
number is the constant when you enter two numbers; the
constant number is underlined in the example column.

Table 1. Use of Constants

Function Example Operation

Addition 50+25== 50F 25(= 75
75+25= 75 (=} 100

Subtraction 50—25= 50(=]25=] 25
75—25= 75 =] 50
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Table 1. Use of Constants, continued

Function Example Operation

Multiplication 25X 7= 25[X) 7[=]175
25X 9= 9 [=]225

Division 100+ 25= 100(=]25[=] 4
200+25= 200 =] 8

E)

The constant is also replaced when a new function is
entered. After a calculation, the Y register contains the
other number that was used. The X register, which is
always displayed, contains the result.

The percentage key performs the following four
functions: it finds the specified percentage of a number,
it finds the percentage of one number relative to another,
it calculates percent markups, and it calculates percent
discounts. The following examples demonstrate these
calculations.

To find 25% of 1,200:

> Type 1200.

» Click X.

» Type 25.

P Click %; 300 is displayed.

To find 108 as a percentage of 360:
» Type 108.

P Click —.

P Type 360.

P Click %; 30 is displayed.

To find the retail price of a $50 item to be marked up
60%:

> Type 50.
P Click +.
» Type 60.
» Click %; 80 is displayed.
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To find the price of an $80 item that is discounted 30%:

> Type 80.
P Click —~.
P Type 30.

P Click %; 56 is displayed.

The four function calculator is shown in Figure 3.

IHemory: 0

=
[+]

=

CIoI0IH
ClRICI0k

x
x

DEEEH:

.

(& 0353w £33

/

Figure 3. Four Function Catculator

The following brief descriptions explain the functions of

the keys.
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Clears the displayed
number when pushed once;
clears the entire Calculator
when pushed twice.

Clears the memory.

Totals the pending
operation and causes the
next number entered to be
subtracted from the total.

Subtracts the displayed
number from the number in
memory.
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Totals the pending
operation and causes the
next number entered to be
added to the total.

Adds the displayed number
to the number in memory.

Totals the pending
operation and causes the
next number entered to be
multiplied by the total.

Multiplies the number in
memory by the displayed

" number.

Totals the pending
operation and causes the
next number entered to be
divided into the total.

Divides the number in
memory by the currently
displayed number.

Finds percentages and
performs add-on discount
calculations.

Finds the square root of the
displayed number.

Totals the pending
operation.

Recalls the number in
memory and displays it in
the displayed register, X.

Changes the sign of the
displayed number.

Exchanges the displayed
number, X, with the number
entered last, Y.

SectionE { .. |E7
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Finds the reciprocatl of the
displayed number, X.

Exchanges the displayed
number, X, with the number
in memory, M.
“

Reverse Polish The reverse Polish calculator uses a four-register stack

Calculator and a mathematical convention known as Reverse Polish
Notation for entering equations. This calculator is a bit
tricky to get used to, but it is often more convenient
when you are working with long or complex equations.

LZ3 =i

With Reverse Polish Notation, you first enter the
numbers you are working with, and then you press the
function key. The operation is executed immediately, and
the results are stored automatically. These results are
used in subsequent calculations, if appropriate. You can
work through an equation the same way you would by
hand, without working out the order of calculations
ahead of time. The example below illustrates how you
enter equations.

To divide 355 by 113:
P Type 355.

P Click Enter.

P Type 113.

P Click +.

Figure 4 shows the result. Both Show Tape and Show
Registers have been chosen from the Customize menu.

E8 |, , . Lisa Owner's Guide
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[Memory: G

3.14139292035 >

M+ Mx

@6.@

Revarze polish Calculator
355 Enter
117 =
3.14159292035 &

A

Figure 4. Reverse Polish Calculator — Example 1

The stack consists of the X, Y, Z, and T {top of stack)
registers. They function as if they were stacked one on
top of the other, with the X register on the bottom. The X
register is always displayed. It contains the result of the
last operation or the last value you typed in. Clicking
Enter pushes everything one register up the stack. That
is, the contents of the X, Y, and Z registers are copied to
the Y, Z, and T registers, respectively; the contents of the
T register are |ost off the top of the stack. Clicking on any

of the four basic functions (+, —,

X, +)drops

everything one register down the stack. The resuit of the
operation is stored in the X register and the contents of
the Z and T registers are copied to the Y and Z registers,
respectively. The T register is not changed.

The four basic functions always operate on the contents
of the X and Y registers. Though the results are initially
stored only in the X register, the results are pushed onto
the stack if you enter a number immediately afterwards.
The reciprocal and square root functions operate on the
contents of the X register only; the calculator will stili
push the results onto the stack if you enter a number

immediately afterwards.

SectionE ... |E9
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The transaction tape shows the numbers that you enter,
the functions and operations that you request, and the
raesulting values. The results of any calculation are
identified by a diamond {{) on the tape.

To solve 7+ 3/(17 X 34):

P Type 7; 7 is dispiayed.

P Click Enter.

P Type 3; 3 is displayed.

> Click Enter.

P Type 17; 17 is displayed.

P Click Enter.

P Type 34; 34 is displayed.

P Click X; 578 is displayed.

P Click +; 0.005190311419 is displayed.
P Click +; 7.005190311419 is displayed.

Figure 5 shows this calculation on the transaction tape.

Reversa Polish Calculator G
7 Enter
3 Enter
17 Enter
7.07204381596 M
578
7.07204381596 576
005180311419
MC M- M+ Mx _005190311419

EJ 072043815964
, 072043815960
@ M 7.0720U381596

A

[Memory: 0

~d ok

S

Figure 5. Reverse Polish Calculator — Example 2
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To find 25% of 200:

» Type 200.

P Click Enter.

» Type 25.

P Click %; 50 is displayed.

To find the retail price of a $75 item to be marked up

30%:

» Type 75.

» Click Enter.

» Type 30.

P Click %; 22.5 is displayed.
» Click +; 97.5 is displayed.

To find the price of a $90 item discounted by 35%:

» Type 90.

» Click Enter.

» Type 35.

P Click %; 31.5 is displayed.
» Click —; 58.5 is displayed.

The reverse Polish calculator is shown in Figure 6.

{Memary: O |

<

< 4
(]
x
i
=
=

-~
. >

S F

89@@8
CEE0

£33 == %3]

U0

<+
i~

Figure 6. Reverse Polish Calculator
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To find 25% of 200:

» Type 200.

P Click Enter.

P Type 25.

P Click %; 50 is displayed.

To find the retail price of a $75 item to be marked
30%:

P Type 75.
P Click Enter.
» Type 30.
P Click %; 22.5 is displayed.
P Click +; 97.5 is displayed.
To find the price of a $90 item discounted by 35%
P Type 90.

. » Click Enter.
p Type 35.
P Click %; 31.5 is displayed.
P Click —; 58.5 is displayed.

The reverse Polish calculator is shown in Figure 6

= Calculator

{Memory: O

|

-

(=]

=4
«
=
x

slojolo
Jalololol
3
}nggf

Figura 6. Reverse Polish Calculator
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The following brief descriptions explain the functions of

Clears the displayed
number when pushed once;
clears the entire Calculator
when pushed twice.

Clears the memory.

Subtracts the displayed
number from the number in
the Y register.

Subtracts the displayed
number from the number in
memory.

Adds the displayed number
to the number in the Y
register.

Adds the displayed number
to the number in memory.

Multiplies the displayed
number by the number in
the Y register.

Multiplies the number in
memory by the displayed
number.

Divides the number in the Y
register by the displayed
number.

Divides the number in
memory by the currently
displayed number.

Finds the percentage
represented by the
displayed number divided
by the number in the Y
register with add-on
discount calculations.

Finds the square root of the
displayed number.
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Adding Machine

oM—-ZM

M

This calculator closely resembles a financial adding
machine. It is oriented toward adding and subtracting
long strings of numbers, computing credit balances, and
performing percent markup and discount calculations. It
has a subtotal key and a calculation register that
contains the current value of chain operations. It also has
the ability to print numbers, such as dates and codes, on
the transaction tape without entering them into the
calculation. These features are shown in the following

example.

To solve 11+22+ 44+ 55+ 66 with a subtotal taken after
the second addition and the number 55 printed before it
is entered into the calculation:

» Type 11.
» Click +=.
p Type 22.
P Click +=.

P Click #/0; see Figure 7 now.

P Type 44.

“L10G175.PICT” 58 KB 2000-12-19 dpi: 72h x 72v pix: 1320h x 1838v

Enters or “‘pushes’ the
displayed number onto the
four-level stack. All
numbers in the stack are
also pushed up one level,
and the last number in the
stack Is lost.

Recalls and displays the
number in memory.

Changes the sign of the
displayed number.

Exchanges the displayed
number, X, with the last
number entered, Y.

Finds the reciprocal of the
displayed number, X.

Exchanges the displayed
number, X, with the number
in memory, M.

SectionE |, . |E13
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P Click +=.

P Type 55.

> Click #/90.

P Ciick + =; see Figure 8 now.
> Type 66.

P Click +=.

P Click Total; see Figure 9 now.

In Figure 7, the subtotal 33 has been stored in the
calculation register (labeled 0), displayed in the X
register, and shown on the transaction tape. The dotted
underscore indicates that a subtotal was taken; the
actual value of the subtotal is labeled 0 Total.

Adding Machine | £

{Hemory: O [M
11+
[cTotal: 33 1¢ I ]
33 §Total R
y :
MC M- k
ceA] [-=

=
-

Hooe

F

DEEEE:
E=ClalaNE

-

Figure 7. Adding Machine — Example 1

In Figure 8, the number 55 has been shown and then
entered into the calculation. A number that is shown
without being entered into a calculation is labeled #.
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|Hemory: O M
[STotal: 55 10
X
55
MG M-

x¢ =i» X3

UERE
HEE

HF

ey
EoEOE: 8

OEEEE:

Adding Machine
11 »
33 OTotal
Uy «

L
55 -

(2
B

Figure 8. Adding Machine — Example 2

In Figure 9, the final result is displayed in the X register
and shown on the tape. The solid underscore indicates
that a total was taken; the value is iabeled Total. The
calculation register is cleared and the Calculator is ready

to begin another problem.

Calculatar

{Hemory: O 1H
[CTotal: 0 |&
X
MC M= He
ceds [+=

Adding Machine
ing tecnine| G

X ”""l’é:'l

OER

CEEE
e

MF

0EEE
EoROE: 2

it
E]

s

Figure 9. Adding Machine — Example 3
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Clicking on Total affects only addition and subtraction. It
will not give you the answers to multiplication or division
problems; you must use + = (or — =) for these.

To solve (10+2) X &:

P Type 10.

P Click +=.

> Type 2.

P Click +=.

P Click X.

> Type 5.

P Click +=; 60 is displayed.
Tosolve 5 X 2 + 12:

> Type 5.

P Click X.

P Type 2.

P Click += to perform the multiplication.
p Click +=.

> Type 12.

P Click +=; 22 is displayed.

P Click Total to print 22 on the tape.

Percentage calculations on the adding machine are
similar to those on the four function calculator. However,
percent markup and discount calculations must be
entered differently.

To find 25% of 175:

P Type 175.

P Click X.

» Type 25.

P Click %; 43.75 is displayed.
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To express 125 as a percentage of 500:
p Type 125.

p Click .

» Type 500.

» Click %; 25 is displayed.

To find the total cost of a $69.95 item, given 6.5% sales
tax:

p Type 69.95.

P Click X.

P Type 6.5.

p Click %.

B Click +=; 74.49675 is displayed.

To find the price of a $79.95 item that is discounted 30%:
P Type 79.95.

» Click X.

» Type 30.

P Click %.

» Click —=; 55.965 Is displayed.

The adding machine is shown in Figure 10.

¥ Calculator

[Memory: 0

=
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=
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1
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5% e %3
CEE
lNltU'l lﬂ:]

=
n

";.f;_

\ w

OEEEE:
EDOO0: |

.

Figure 10. Adding Machine
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The following brief descriptions explain the functions of

Clears the displayed
number when pushed once;
clears the entire Calculator
when pushed twice.

Clears the memory.

Subtracts the displayed
value from the contents of
the calculation register;
obtains the result in
negative multiplication and
division.

Subtracts the displayed
number from the number in
memory.

Adds the displayed value to
the contents of the
calculation register;
obtains the result in
positive multiplication and
division.

Adds the displayed number
to the number in memory.

Completes any pending
multiplication or division
and causes the next
number entered to be
multiplied by the total.

Multiplies the number in
memory by the displayed
number.

Completes any pending
multiplication or division
and causes the next
number entered to be
divided into the total.

Divides the number in
memory by the displayed
number.
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Finds percentages and
performs add-on discount
calculations.

Finds the square root of the
displayed number.

Displays the total and
clears the calculation
register.

Recalls and displays the
number in memaory.

Changes the sigh of the
displayed number.

Immediately after an
operation, displays the
subtotal. Otherwise,
displays on the left side of
the tape any keys pressed
since the last operation.
Can be used to show dates
or codes, which can then
be cleared before
calculations are continued.

Finds the reciprocal of the
displayed number, X.

Exchanges the displayed
number, X, with the number
in memory, M.

SectionE | | J|E19
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Calculator Menus Edit Menu

Restores the calculator to its state
‘_/ before the last operation, If you

Undo'Last Change undo a Cut or Copy, the previous

contents of the Ciipboard is
restored; however, the previcus
value in the Calculator is lost.

Copies the Calculator’s display
value onto the Clipboard and

Cut %X
Copy %C
Paste [ 1%

E20 |! . % Lisa Owner's Guide

clears the Calculator's display.

Copies the Calculator’s display
value or tape onio the Clipboard.

Clear RN
lear Yope

Enters the number currently on the
Clipboard into the Calculator's
display.

Clears the Calculator's display
and all of its registers. This is
equivalent to clicking the CE/C
key twice.

Erases the Calculator's
transaction tape, if it is being
displayed.
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Format Mend

valuutins Decimal

Displays all digits to the left of the
decimal point and as many digits

0. 1o the right of it as there is room
0.0 for.

0.00 Display zero, one, two, three, or
0.000 four digits to the right of the
0.0000 decimal point, if there is room.

Rounding of Resulls

o Hounding of Besalls B

Retomatic Decivat Point @
Keuged Oeoimal Paing :

Turn on or off rounding the results
to the number of digits specified in
the display format,

Automatically enters the decimal
point in the location indicated by
the display format, or enables you
to enter the decimal point yourself.

SectionE ° ¢ |E21
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Customize Menu

Customize |
Reverse Polish
vFour Function

Adding Machine

Show Tape
Hide Tope
dvonce Toape

Show Registers §
vHide Registers §

J_— Select type of calculator to be

——0+— Advances the transaction tape by

used.

| Displays or hides the transaction
tape.

one line.

Shows or hides registers.
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F10 Clean Housing
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What’s in Maintenance?

The Lisa requires almost no day-to-day maintenance.
Most of the procedures recommended in this section,

such as cleaning the glare filter, are for your comfort and
convenience.

It’'s a good idea to review Tabls 1, Suggested
Maintenance, soon after you set up your system so that
you will know which parts of the Lisa you can clean. Later,
when you have spilled something on the housing or you
think the mouse may be dirty, look up the procedures in
this section.

Table 1. Suggested Maintenance

What When Page

Clean gtare filter Screen dusty F2
Clean mouse ball Mouse response
unreliable; ball sticky
, or dusty F7
Clean housing Housing dirty F10

Section F [ | I |F1
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Clean Glare Filter wnenever the Lisa’s video display is on, the screen has a
slight static charge, which acts as a dust magnet. The
accumulated dust will eventually make the display hard
to read. You can keep the screen fairly dust free by
wiping it gently every few weeks with the specially treated
cloth that comes with your Lisa. If dust has worked its
way under the glare filter, or if the screen has spots from
liquid spills, use the following procedure to clean the
glass and filter.

1. If the Lisa is on, turn it
off. Wait unti all
diskettes are released
and the light in the on-off
button is off. Remove
any diskettes that are
ejected from the drives.

2. Unplug the Lisa at either
the back panel or the
wall outlet.

3. Remove the front panel, following this procedure:

a. Place one finger on
each of the two finger
pads beneath the
front panel.

F2 |25 2 Lisa Owner's Guide
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Clean Glare Filter whenever the Lisa's video display is on, the screen has a
slight static charge, which acts as a dust magnet. The
accumulated dust will eventually make the display hard
to read. You can keep the screen fairly dust free by
wiping it gently every few weeks with the specially treated
cloth that comes with your Lisa. If dust has worked its
way under the glare filter, or if the screen has spots from
liquid spills, use the following procedure to clean the
glass and filter.

1. If the Lisa is on, turn it
off. Wait until all
diskettes are released
and the light in the on-off
button is off. Remove
any diskettes that are
ejected from the drives.

2. Unplug the Lisa at either
the back panel or the
wall outlet.

3. Remove the front panel, following this procedure:

a. Place one finger on
each of the two finger
pads beneath the
front panel.

F2|: .. Lisa Owner’'s Guide
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b. Push the pads up to unlatch the panel.
c. Pull the panel forward and down.

4. Set the panel on a flat
surface, face down.

5. Push the frame of the
glare filter out from
under the metal clip at
the bottom center of the
frame.

6. Grasp the frame by the
lower edge and lift the
lower edge up until the
top edge pops out from
beneath the upper clip.
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b. Push the pads up to unlatch the panel.
c. Pull the panel forward and down.

4. Set the panel on a flat
surface, face down.

5. Push the frame of the
glare filter out from
under the metal clip at
the bottom center of the
frame.

6. Grasp the frame by the
lower edge and lift the
lower edge up until the
top edge pops out from
beneath the upper clip.

SectionF | ;. |F3
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7. Wipe both the front and
the back of the glare
filter with the treated
cloth that came with your
Lisa.

8. Shake out the cleaning cloth to remove the dust. Do
not wash the cloth.

9. If the glare filter has
spots from liquid spills,
clean it in warm, soapy
water. The filter can be
torn, so treat it gently.
Dry it with a towel before
installing it over the
video screen. (Do not
use the treated cleaning
cloth to dry the filter.)

10. Clean the glass on the
video screen with any
glass cleaner and a soft
cloth {not the specially
treated cleaning cloth).
Do not spray any liquid
directly onto the glass,
because stray drops
couid get into other
parts of the cabinet.
Instead, spray the
cleaner onto the cloth,
and then wipe the glass.

F4 |22 Lisa Owner's Guide
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7. Wipe both the front and
the back of the glare
filter with the treated
cloth that came with your
Lisa.

8. Shake out the cleaning cloth to remove the dust. Do
not wash the cloth.

’ 9. If the glare filter has
spots from liquid spills,
clean it in warm, soapy
water. The filter can be
torn, so treat it gently.
Dry it with a towel before
installing it over the
video screen. (Do not
use the treated cleaning
cloth to dry the filter.)

10. Clean the glacs on the
video screen with any
glass cleaner and a soft
cloth (not the specially
treated cleaning cloth).
Do not spray any liquid
directly onto the glass,
because stray drops
could get into other
parts of the cabinet.
Instead, spray the
cleaner onto the cloth,
and then wipe the glass.

F4|: .. Lisa Owner's Guide
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11. Replace the glare filter, following this procedure:

a. Genter the glare filter
over the opening
inside the front panel.

Hold the glare filter
against the clip along
the upper edge of the
front panel, at a 45
degree angle.

b. While pressing down
on the frame at the
upper clip, rotate the
lower edge until the
frame slides under the
upper clip.

Continue rotating the
screen until it lies flat
against the panel.

¢. Push the lower edge
of the frame In until It
clears the lower clip,
and then let it slide
into place behind the
clip.

Make sure the filter
fits neatly around the
frame and under the
clips.
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11. Replace the glare filter, following this procedure:

a. Center the glare filter
over the opening
inside the front panel.

Hold the glare filter
against the clip along
the upper edge of the
front panel, at a 45
degree angle.

b. While pressing down
on the frame at the
upper clip, rotate the
lower edge until the

frame slides under the ¢

upper clip.

Continue rotating the
screen until it lies flat
against the panel.

¢. Push the lower edge
of the frame in until it
clears the lower clip,
and then let it slide
into place behind the
clip.

Make sure the filter
fits neatly around the
frame and under the
clips.
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12. Replace the front panel, following this procedure:

a. Hold the panel with
one finger on each
pad aleng the bottom
edge.

b. Insert the upper edge
of the panel behind
the lip of the top
housing on the
cabinet.

c. Pressing the pads up,
push the bottom edge
of the panel against
the cabinet until the
panel clicks into
place.

F6 |. . . Lisa Owner's Guide
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F6|::° Lisa Owner’s Guide

12. Replace the front panel, following this procedure:
a. Hold the panel with

. Insert the upper edge

. Pressing the pads up,

one finger on each
pad along the bottom
edge.

of the panel behind
the lip of the top
housing on the
cabinet.

push the bottom edge
of the panel against
the cabinet until the
panel clicks into
place.
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Clean or Replace
Mouse Ball

13. Plug in the power cord.

If the front panel is not
securely in place, a safety
interlock switch prevents
you from turning the Lisa
on. |f you cannot turn the
system back on after

check that the panel is in

reinstalling the front panel,

place.

Correct tnstallation

Incorrect nstaliation

if the mouse runs over a sticky spill, or if it is in an
environment with a lot of dust or eraser crumbs, dirt may
accumulate inside the mouse and make it unreliable. A
simple cleaning of the ball will eliminate the problem.
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Clean or Replace
Mouse Ball

13. Plug in the power cord.

If the front panel is not
securely in place, a safety
interlock switch prevents
you from turning the Lisa
on. If you cannot turn the
system back on after
reinstalling the front panel,
check that the panel is in
place.

Correct installation

Incorrect installation

If the mouse runs over a sticky spill, or if it is in an
environment with a lot of dust or eraser crumbs, dirt may
accumulate inside the mouse and make it unreliable. A
simple cleaning of the ball will eliminate the problem.
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1. Detach the mouse cord from the Lisa, following this
procedure:

a. With one finger on
either side of the plug,
push in on the soft
plastic shell
surrounding the
connector.

b. Pull the cord free from the Lisa.
2. Open up the mouse, following this procedure:

a. Turn the mouse over, exposing the black plastic
ring around the ball.

b. Pressing down on the
ring, turn it
counterclockwise 45
degrees, until the
notch is lined up with
the “0O" (for open) on
the mouse case.

3. Turn the mouse over and
let the ring and ball fall
into your hand.
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1. Detach the mouse cord from the Lisa, following this
procedure:

a. With one finger on
either side of the plug,
push in on the soft

;i plastic shell
surrounding the
connector.

b. Pull the cord free from the Lisa.
2. Open up the mouse, following this procedure:

a. Turn the mouse over, exposing the black plastic
ring around the ball.

b. Pressing down on the
ring, turn it
counterclockwise 45
degrees, until the
notch is lined up with
the 'O (for open) on
the mouse case.

3. Turn the mouse over and
let the ring and ball fall
into your hand.
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4,

If the ball is sticky, rinse
it off gently and dry it
thoroughly. Wipe the
inside of the case with a
clean, dry cloth.

. Reassemble the mouse, following this procedure:

a. Drop the ball gently into the hole.

b. Place the ring over the
ball, lining up the
notch with the “O” on
the case.

¢. Pressing down on the
ring, turn it clockwise
45 degrees, until the
notch is lined up with
the ‘L (for locked) on
the mouse case. You
can feel the ring click
into place.
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4. If the ball is sticky, rinse
it off gently and dry it
thoroughly. Wipe the
inside of the case with a
clean, dry cloth.

5. Reassemble the mouse, following this procedure:
a. Drop the ball gently into the hole.

b. Place the ring over the
ball, lining up the
notch with the O’ on
the case.

¢. Pressing down on the
ring, turn it clockwise
45 degrees, until the
notch is lined up with
the ““L" (for locked) on
the mouse case. You
can feel the ring click
into place.
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6. Reattach the mouse
cord to the back of the
Lisa.

o _____________________________ ]
Clean Housing The cabinet, keyboard, and mouse housing can be
cleaned with most commercial cleaning solutions.
However, don’t use any solvent containing kerosene or
pine oil, because these chemicals will damage the
plastic.

When you clean the housing, follow these safety
procedures:

& Turn off and unplug the Lisa before using any liquid on
it.

m Don’t spray anything into or near the air vents or the
disk drive slots.

m Don’t spray solvents on the keys.

m Don’t try to clean anything inside the housing or the
keyboard. You can clean the inside of the mouse,
following the procedure under Clean or Replace Mouse
Ball, in this section.
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6. Reattach the mouse
cord to the back of the
Lisa.

“
Clean Housing The cabinet, keyboard, and mouse housing can be
cleaned with most commercial cleaning solutions.
However, don’t use any solvent containing kerosene or
pine oil, because these chemicals will damage the
plastic.

When you clean the housing, follow these safety
procedures:

m Turn off and unplug the Lisa before using any liquid on
it.

m Don’t spray anything into or near the air vents or the
disk drive slots.

m Don’t spray solvents on the keys.

m Don’t try to clean anything inside the housing or the
keyboard. You can clean the inside of the mouse,
following the procedure under Clean or Replace Mouse
Ball, in this section.

F10 |, . « Lisa Owner’s Guide

“L10G196gs.PICT” 2400 KB 2000-12-19 dpi: 72h x 72v pix: 1311h x 1868v
| Source: David T. Craig Page 0228 of 0418 |




Apple Lisa Computer Info : Document # 182 : Lisa 1 Owner's Guide (1983) [RA]

- v . . . ) . . . . v .
- % - . o . . . . . . .
- . M » » . @ “ . » . .
. » ¥ v v . . . » . . »

w - . . . . o » ) . °
» . . o v . v ® . . - .
" . . - @ o . . » . . »
. “ . “ . » . . @ . ° )
029-0145-A

Section G
»+ » » « « « « « « « « Troubleshooting

“L10G197.PICT” 19 KB 2000-12-19 dpi: 72h x 72v pix: 1350h x 1502v

| Source: David T. Craig

Page 0229 of 0418 |




Apple Lisa Computer Info : Document # 182 : Lisa 1 Owner's Guide (1983) [RA]

Contents

G1 What’s in Troubleshooting?
G2 Start Here

G2 Problems during Startup

G4 Problems while Working

G5 Problems while Powering Off

G6 Procedure A. Power Problems

G7 Procedure B. Specific Video Problems

G8 Procedure C. Dark Screen

G9 Procedure D. System Hangs

G10 Procedure E. Mouse Problems

G11 Procedure F. Keyboard Problems

G11 Procedure G. Daisy Wheel Printer Problems

G12 Procedure H. Dot Matrix Printer Problems

G13 Procedure I, Startup ProFile Problems

G14 Procedure J. Startup Diskette Problems

- o |Gill

“L10G198.PICT” 36 KB 2000-12-19 dpi: 72h x 72v pix: 902h x 1885v
| Source: David T. Craig Page 0230 of 0418 |




Apple Lisa Computer Info : Document # 182 : Lisa 1 Owner's Guide (1983) [RA]

G186 Procedure K. Startup Expansion Card
Problems

G18 Procedure L. Retrieving Diskettes

G18 Procedure M. Startup Symptoms and
Error Messages

G23 Procedure N. Startup Menu

G24 Procedure O. Operating System Errors

G25 Procedure P. Environments Window
G26 Procedure Q. LisaTest

Giv |, . . Lisa Owner's Guide

“L10G199.PICT” 25 KB 2000-12-19 dpi: 72h x 72v pix: 1219h x 1845v
| Source: David T. Craig Page 0231 of 0418 |




Apple Lisa Computer Info : Document # 182 : Lisa 1 Owner's Guide (1983) [RA]

What’s in Troubleshooting?

. . I
This section contains suggested troubleshooting paths

to help you identify the problem when your Lisa seems
not to be working properly.

This troubleshooting guide can be used in two ways:

a If you need help identifying which part of the system is
causing the problem, start by answering the first
question on the next page. Each possible answer
directs you either to another question or to a
diagnostic procedure. If you determine that you have a
hardware problem, refer to Section H, Service, in this
manual, for step-by-step instructions for replacing
faulty parts.

m If you think you already know which component is at
fauit, skip the troubleshooting guide and go to the
diagnostic procedure for that module, or run the
LisaTest diagnostic on that module. Instructions for
using LisaTest appear in Procedure Q, LisaTest.

Every time you turn on the Lisa, it automatically tests
enough of the system to verify that startup is possible.
For a complete description of the startup tests, see
Appendix 3, Automatic Startup Tests, in this manual.

This troubleshooting guide covers only the most likely
problems. If the procedures suggested here do not solve
your problem, take the system to a qualified service
representative for more thorough testing.

Section G | [ 1 |G1
Troubleshooting o« »

“L10G200.PICT” 58 KB 2000-12-19 dpi: 72h x 72v pix: 890h x 1904v
| Source: David T. Craig Page 0232 of 0418 |




Apple Lisa Computer Info : Document # 182 : Lisa 1 Owner's Guide (1983) [RA]

Start Here

When did the problem arise?

& While you were starting up the Lisa. Go to 1A, below.
m While you were working on the Lisa. Go to 2A, below.
m While you were turning off the Lisa. . Go to 3A, below.

E';blems during Startup

1A. Did the power light come on?

m Yes. Go to 1B, below.
= No. Go to Procedure A, Power
Problems.

1B. What is on your screen?

m Nothing. Go to Procedure M, Startup
Symptoms and Error
Messages.
| m Go to Procedure N, Startup
Menu.
= s
2
==l L
I - ©
o Go to Procedure P,

Environnents

Environments Window.

[ Restart I Pouer OfF

D Office Sustew Set Default

B Horkshor

J

I No Default

G2 |: " Lisa Owner’s Guide
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[ | Go to Procedure |, Startup
ProFile Problems.
© CONTIHUE
« STARTUP FROM...
[} Go to Procedure J, Startup
Diskette Problems.
ﬂ @ CONTINUE
)
L <] STARTUP FROM, ..
[ Go to Procedure K, Startup
Expansion Card Problems.
QK “ CONTINUE
2]
[ <] STARTUR FROM. ..
m Some other unexpected display. Go to Procedure M, Startup
Symptoms and Error
Messages.
m Normal desktop display. Go to 2B, below.

SectionG . ! !|G3
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Problems while Working

2A. What is on the screen?

w Nothing.

Go to 3B, below.

& An error message, such as

Go to Appendix 6, Office

Lisa cannot make Ehis duplicate because

there is not enough room {eft on "12/11".

You may be ohle to make a duplicate on a
different disk or to make more room on

"12/11". Refer ta the Lise Dwner's Guide,

Appendix 6, DFfice System Error Messoges,
under Insufficient Room on Oisk.

System Error Messages.

angle.

m Unstable picture, lines on screen, or display at an Go to Procedurs B, Specific

Video Problems.

%

18192

1

Go to Procedure O,

RESTART Operating System Errors.

STARTUP FROM..

m Normal desktop display.

Go to 2B, below.

2B. How does the system respond to input from you?

m Iignores everything: keyboard, mouse, on-off button,  Go to Procedure D, System

and disk-release buttons. Hangs. -
m Responds correctly to everything except mouse. Go to Procedure E, Mouse
Problems.
m Responds correctly to everything except keyboard. Go to Procedure F,

Keyboard Problems.

buttons.

G4 |2t Lisa Owner's Guide

m Responds correctly to everything except disk-release Go to Procedure L,

Retrieving Diskettes.

“L10G203.PICT” 54 KB 2000-12-19 dpi: 72h x 72v pix: 1296h x 1839v

| Source: David T. Craig

Page 0235 of 0418 |




Apple Lisa Computer Info : Document # 182 : Lisa 1 Owner's Guide (1983) [RA]

1 Will not print.

Problems while Powering off

Go to Procedure G, Daisy
Wheel Printer Problems, or
Frocedure H, Dot Matrix
Printer Problems.

3A. What happened when you pressed the on-off button to turn the system off?

m The system did not respond at all.

Go ta Procedure D, System
Hangs.

m Power-down procedures proceeded normally, but one Go to Procedure L,

or more of the diskettes was not released from the

drive.

Retrieving Diskettes.

m An error message appeared, such as

Go to Appendix 6, Office

The toal connot close the document “Giant

Bocument” on "Work in Progress” becouse

there is not engugh room left on the disk,

You moy be able to moake more room on
"Waork in Progress”.

Refer Lo the Lisa Owner's Guide, Appendix 6,
DFfice System Error Messages, under
Insufficient Aoom on Disk,

System Error Messages.

3B. Is the power light on?

m No. Go to Procedure A, Power
Problems.
m Yes. Go to Procedure C, Dark

Screen.

SectionG [ . 1|G5
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Procedure A 1. Check to make sure that all cables are firmly in place

Power Problems and that the system is plugged in. If the power cord is
loose, insert it correctly and try again to start the
system.

2. Verify that both the front and back panels are installed
securely. Each panel is equipped with a safety
interlock which automatically turns off all power if the
panel is not in place.

3. Verify that the wall outlet is actually receiving
electricity. Try plugging in a lamp and turning it on. If
the lamp works, you know that the outlet is working.

4. Verify that there are at least two inches of air space on
all sides of the Lisa and that nothing is blocking the
flow of air around the bottom edge of the cabinet.

A thermostat in the power supply shuts off the system
automatically if the temperature surpasses about 90
degrees Centigrade (195 degrees Fahrenheit). If the
system may have overheated, unplug the Lisa,
remove any obstructions to air flow, and let the
system cool down for 10 minutes. Try again to turn it
on after everything has cooled.

If this procedure reveals a temperature problem,
rearrange your system setup to allow for adequate
ventilation. If the problem persists, replace the power
supply.

If the system setup, the electrical supply, and the cables
all check out, the likely sources of the problem, in order
of probability, are:

® A bad power supply.
m A bad 1/0 board.
N A bad on-off switch.

The power supply is most likely to be the cause, but the
only way to verify the diagnosis is to try replacing the old
power supply. If a new power supply doesn’t solve the
problem, try replacing the I/0 board. Instructions for
replacing both the power supply and the I/0 board
appear in Section H, Service, in this manual.

If neither the power supply nor the 1/0 board is the
problem, take the system to a qualified service center for
repair. The on-off switch is not user serviceable.

G6|,, . Lisa Owner’'s Guide
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Procedure B The symptoms listed in Table 1 indicate specific
Specific Video problems, mostly with the video system. Except for
Problems adjusting the screen brightness, all of the repairs in this

table must be done by a qualified service technician. Do
not try servicing the video system yourself; it can be
dangerous even when the Lisa is unplugged.

Table 1. Specific Video Problems

If Your Screen
Looks Like This Follow This Procedure

Take the system to a
qualified service specialist.

Take the system to a
qualified service specialist.

Take the system to a
qualified service specialist.

Adjust the screen
brightness.

Section G !0 |G7
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Procedure B The symptoms listed in Table 1 indicate specific
Specific Video problems, mostly with the video system. Except for
Problems adjusting the screen brightness, all of the repairs in this

table must be done by a qualified service technician. Do
not try servicing the video system yourself; it can be
dangerous even when the Lisa is unplugged.

Table 1. Specific Video Problems

If Your Screen
Looks Like This Follow This Procedure

Take the system to a
qualified service specialist.

Take the system to a
qualified service specialist.

Take the system to a
qualified service specialist.

Adjust the screen
brightness.
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Procedure C If your screen goes blank while you are working, your

Dark Screen video system may have failed. Before you conclude that
there is a hardware problem, however, you should check
for other possible causes:

1. Try moving the mouse or pressing the spacebar. The
Lisa screen automatically dims if no activity has taken
place for several minutes. If this automatic dimming is
the cause of your dark screen, moving the mouse or
hitting a key should return the screen to its normal
contrast level.

2. Try holding down the right-hand key and right-
hand key while pressing the 0 on the numeric
keypad. This procedure toggles the screen contrast
between the normal contrast setting and the darkest
setting. If the screen remains dark, repeat the
procedure so that the normal contrast setting will be
in effect for the next step.

3. Try adjusting the screen Brightness controf

brightness, using the F/ »
higher of the two white //
knobs extending from T '
the back of the Lisa. If
this was the problem,
readjust your screen
brightness and contrast,
following the procedures
in Section D, Desktop
Manager Reference
Guide, under Set Screen

Brightness and Contrast,
in this manual.

3 P9

%

If none of these procedures solves the problem, have the
Lisa serviced by a qualified service center. Working on
the video system yourself can be dangerous, even when
the Lisa is turned off and unplugged.

G8 |, , . Lisa Owner's Guide
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Procedure C If your screen goes blank while you are working, your

Dark Screen video system may have failed. Before you conclude that
there is a hardware problem, however, you should check
for other possible causes:

1. Try moving the mouse or pressing the spacebar. The
Lisa screen automatically dims if no activity has taken
place for several minutes. If this automatic dimming is
the cause of your dark screen, moving the mouse or
hitting a key should return the screen to its normal
contrast level.

2. Try holding down the right-hand (Option) key and right-
: hand key while pressing the 0 on the numeric
keypad. This procedure toggles the screen contrast
between the normal contrast setting and the darkest
setting. If the screen remains dark, repeat the
procedure so that the normal contrast setting will be
in effect for the next step.

3. Try adjusting the screen Brightness control

brightness, using the /, :
hig%er of the twg white W//////// //
knobs extending from I — of
the back of the Lisa. If
this was the problem,
readjust your screen
brightness and contrast,
following the procedures
in Section D, Desktop
Manager Reference
Guide, under Set Screen
Brightness and Contrast,
in this manual.

3

Il

If none of these procedures solves the problem, have the
Lisa serviced by a qualified service center. Working on
the video system yourself can be dangerous, even when
the Lisa is turned off and unplugged.
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Procedure D
System Hangs

Sometimes, usually because of software failures, a
computer ignores all input. The usual solution is to turn
off the system and start over. Since the Lisa on-off
button is channeled through the computer, however,
turning the system off is not always possible.

The reset button, marked ! on the back of the Lisa, is the
backup technique for bringing the system back up when
the software hangs.

Warning: Pushing the reset button clears the computer’s
memory and reinitiates the system startup procedures.
This means that anything on the desktop that has not
been saved on a disk is lost during a reset.

Before you push the reset button, make sure you have
made every effort to save any work that was on the
desktop:

m Try pressing the disk-release buttons, which should
cause the Lisa to save all documents stored on
diskettes.

m Try turning the system off by pressing the on-off
button, which should trigger a series of verification and
storage procedures.

If the system does not respond to either of these steps,
you will not be able to recover whatever you were
working on when the system failed. The disk should still
contain the most recently saved version of each
document, however.

Press the reset button once.

1. if you see a message something like Figure 1, you
probably do not have a hardware problem.

LisaDesk wos unable ko restore the most

Holr recent locations of your icons for the disk
attached ko the porallel connector.
Beware: Some |cons may have returned to
their Former locations.

If this problem recurs, refer to Section D,
Troubleshoating, in the Lisa Dwner's Guide.

Figure 1. Disk Repair Message
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Because you pressed the reset button, however, your
disks have been left in a state that the Lisa cannot
understand. For more information about how a
sudden shutdown affects disk organization, see
Appendix 4, On-Off Procedures. For the procedures
for repairing your disks, see Section D, Desktop
Manager Reference Guide, under Repair a Disk after
a System Failure and Repair a Startup ProFile, in this
manual.

2. It the Lisa displays any other error message or error
tones, you may have a hardware problem. Refer to
Procedure M, Startup Symptoms and Error Messages.

3. If the Lisa doesn’t respond even to the reset button,
unplug the system from the wall outlet. Plug it back in,
turn it on, and listen carefully for error tones. If the
system starts, see items 1 and 2 in this list.

m
Procedure E Mouse problems fall into two categories:

Mouse Problems & General sluggish response. If the screen pointer
responds sporadically or unevenly to mouse
movement, there is probably dirt inside the mouse.
Clean the mouse, following the instructions in Section
F, Maintenance, in this manual. While you have the
mouse open, check to see if the ball is damaged. If the
ball has been gouged, replace it.

if the ball is neither dusty nor worn, and response is
still sluggish, you might be trying to use the mouse on a
surface that is too uneven. If your desk or table has a
particularly uneven surface finish, you can put a
clipboard or other flat object under the mouse. If none
of these efforts solves the problem, run the LisaTest
diagnostic on the mouse. Instructions for using
LisaTest appear in Procedure Q, LisaTest.

m Sluggish response in one direciion only, or no
response. If the pointer doesn’t seem to move in either
or both directions, or if the mouse button doesn’t seem
to work, there is probably a mechanical problem. First,
make sure that the mouse cable is plugged securely
into the back of the cabinet. Then run the LisaTest
diagnostic on the mouse. Instructions for using
LisaTest appear in Procedure Q, LisaTest.

G10 |, , . Lisa Owner's Guide
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Procedure F 1. First, verify that the keyboard is plugged securely into
Keyboard the cabinet. Pull out the plug entirely and replace it;
Problems don’t just jiggle it in the socket.

2. If the keyboard still does not respond, run the LisaTest
keyboard diagnostic. Instructions for using LisaTest
appear in Procedure Q, LisaTest.

Procedure G 1. Check that the power to the printer is on.
Daisy Wheel 2. Check the Device Connections portion of the
Printer Problems Preferences window to verify that the Lisa knows

where your printer is attached. A daisy wheel printer
must be attached to a serial connector.

Check that the Preferences settings match the actual
configuration of the printer: print wheel, paper type,
and paper size.

3. Check that the cable connecting the Lisa to the printer
is installed securely.

4. Check that the front panel is securely in place on the
printer. The printer will not run if the front panel is not
fully in place.

5. Check the ribbon on the printer. The daisy wheel
printer will not run if the ribbon has run out.

6. Run the printer self-check:
a. Turn off the printer.

b. While pressing the form feed switch, turn the
printer back on.

c. Release the form feed switch.

The printer should start printing a test display that
looks something like Figure 2. The test continues until
you turn the printer off.
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Figure 2. Daisy Wheel Printer Self-Test

7. Run the LisaTest diagnostic on the printer. See
procedure Q, LisaTest
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Procedure H
Dot Matrix
Printer Problems

G12 |, .. Lisa Owner's Guide

1. Check that the power to the printer is on and that the
green select light, labeled SEL, is on.

2. Check the Device Connections portion of the
Preferences window to verify that the Lisa knows
where your printer is attached.

Check that the Preferences settings match the actual
ssetup of the printer.

3. Check that the cable connecting the Lisa to the printer
is installed securely.

4. Run the printer self-check:
a. Turn off the printer.

b. While pressing the top-of-form button, labeled
T.Q.F., turn the printer back on.

¢. Release the T.0O.F. button.

The printer should start printing a test display that
looks something like Figure 3. The test continues until
you turn the printer off.
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Figure 3. Dot Matrix Printer Self-Test

5. Run the LisaTest diagnostic on the printer. See
Procedure Q, LisaTest.
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Procedure I The presence of this icon on T AT

Startup ProfFile your screen probably

Problems means that the Lisa is i
looking unsuccessfully for Tl

the startup instructions on
a ProFile hard disk
attached to the built-in
parallel connector.

If you ordinarily use a ProFile attached to the parallel
connector as your startup device, read step 1, below. If
you ordinarily use some other drive as your startup
device, read step 2, below.

1. For some reason, the Lisa is having trouble reading
your startup ProFile.

First, verify that your ProFile is attached and turned
on. Do not attach or detach a ProFile while either the
Lisa or the ProFile is on. If the ProFile is not attached,
follow this procedure for attaching it:

a. Turn off the ProFile.
b. Turn off the Lisa.

c. Attach the ProFile.
d. Turn on the ProFile.
e. Turn on the Lisa.

If the ProFile is already attached and turned on, then
for some reason the Lisa can't read the startup
instructions. Reinstall your system software, using the
Lisa Office System diskettes in the back of this manual
and following the instructions in Section D, Desktop
Manager Reference Guide, under Reinstall System
Software.

SectionG {.:|G13
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2. If you are trying to start up from any device other than
a Profile attached to the built-in parallel connector,
then the Lisa is looking for the startup instructions in
the wrong place.

a. Click Startup From.
@ CONT INUE
b. When the Startup STARTUF FROH
menu appears, use 1
the mouse to select =l

the startup device you
are trying to use.

A ProFile attached to the built-in parallel connector is
the default startup device, that is, the device the Lisa
uses if you do not specify otherwise. If you usually
start up from a different device, then the startup
specifications in your system Preferences may have
been forgotten. When you have started the system,
open the Preferences icon and check your startup
specifications.

Procedure J The presence of any of
Startup Disketfe  these icons on your screen
Problems means that the Lisa is

iooking unsuccessfully for a
startup diskette in one of
the built-in floppy disk
drives.

G14 |, . Lisa Owner's Guide
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if you are trying to start up from a diskette, read step 1,
below. If you are trying to start up from a startup ProFile,
read step 2, below.

1. Verify that the diskette is properly inserted in the
proper drive. The number over the icon tells you
whether the Lisa is looking in drive 1 or drive 2. Check
that the diskette is a startup diskette — a Lisa Office
System diskette or a Development System diskette,

for example.

a. After inspecting the
diskette, reinsert it CONTINUE
and click Continue.

L £] STARTUP FROM. ..

b. If the same message
appears, try moving “ CONTINUE
the diskette into the
other floppy disk

drive. Then click STARTUP FROM...
Startup From.

¢. When the Startup m
menu appears, select .
the disk drive that =l “«
now holds the startup
diskette. m
= “

If the Lisa starts successfully from the other disk
drive, run the LisaTest diagnostic on the first disk
drive, following the instructions in Procedure Q,
LisaTest. To test a disk drive, the Lisa needs a blank
or obsolete diskette. Any information that may be on
the diskette used for the test will be destroyed.

If the Lisa displays the same message for the second
drive, your startup diskette may be damaged. Try
starting the system with the LisaTest diskette in either
floppy disk drive. If the Lisa starts, run a complete
system check. If the tests run satisfactorily, the
problem is probably with your startup disk.

SectionG ! ! |G15
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2. if you are not trying to start up from a floppy disk, then
the presence of the floppy disk drive icons on your
screen means that the Lisa is trying to start up from
the wrong device. To start up from your usual device:

a. Click Startup From.
@ CONTINUE
- STARTUR FROM...
b. When the Startup STRETUF PRI

menu appears, use
the mouse to select
your startup drive.

If this procedure works, the specifications in your
system Preferences have probably been altered. Open
the Preferences icon and check the startup
specifications. If they are correct, then the Lisa
probably received an alternative startup command
during the initial startup. You may have done this
inadvertently by pressing keys while the system was

starting up.
Procedure K The presence of this icon on T AT
Startup Expansion your screen means that the '
Card Problems Lisa is looking
unsuccessfully for the Slot number T b
system startup software on -

a device connected to an
expansion card. The
number of the expansion
slot is displayed on the
icon.

If your startup device is in fact attached to an expansion
card in the specified slot, read step 1, below. If your
startup device is not attached to an expansion card, read
step 2, below.
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1. Check to verify that the expansion card is securely in
place and that the cable between the expansion card
and the startup device is firmly attached. Verify that
the startup device is turned on. Try again to start up
the Lisa.

If the same message appears, run the LisaTest
diagnostic on your expansion card. Instructions for
using LisaTest appear in Procedure Q, LisaTest.

2. If your startup device is not attached to an expansion
card, then the presence of the expansion card icon on
your screen means that the Lisa is trying to start up
from the wrong device. To start up from your usual

device:
a. Click Startup From.
@ CONTINUE
“ STARTUP FROM...
b. When the Startup STnFILE F RN
menu appears, use
the mouse to select T

your startup drive.

If this procedure works, the specifications in your
system Preferences have probably been altered. Open
the Preferences icon and check the startup
specifications. If they are correct, then the Lisa
probably received an alternative startup command
during the initial startup. You may have done this
inadvertently by pressing keys while the system was
starting up.

SeciionG | . |G17
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Procedure L The disk-release buttons on the built-in floppy disk
Retrieving drives do not work when the power to the Lisa is turned
Diskettes off. The Lisa should automatically release any diskettes

before powering off; in case something goes wrong and
one of your diskettes Is trapped in the drive, follow this
procedure:

1. Turn the Lisa on.

2. When you hear the first click, and before you hear the
double click, press the spacebar.

3. When the Startup menu appears, press the disk-
release button. The diskette should be ejected.

If this procedure doesn’t work, there is probably a
mechanical problem with the disk drive. Do not try to pry
the diskette out of the drive. Because the diskette is
clamped in place, forcing it out of the drive will probably
destroy the diskette.

To retrieve the diskette, take the drive to a qualified
service center for repair.

Procedure M Every time you turn on the Lisa, the system automatically
Startup Symptoms runs a series of internal tests. These tests fall into two
and Error categories:

Messages m The “kernel” tests, which are designed to catch

problems serious enough to interfere with the rest of
the sequence. After the kernel tests, the Lisa emits one
click.

m The module tests, which may result in specific error

messages. After the module tests, the Lisa emits a
double click.

Errors detected during the tests can result in screen
messages, error tones, or both. If your screen displays
an alert, read the discussion following the tables below.
Table 2 lists the error tones generated by various startup
tests and their meanings. If you do not remember
whether or not the Lisa sounded any error tones during
startup, press the reset button once to repeat the tests.
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“L10G217.PICT” 74 KB 2000-12-19 dpi: 72h x 72v pix: 1324h x 1845v
| Source: David T. Craig Page 0251 of 0418 |




Apple Lisa Computer Info : Document # 182 : Lisa 1 Owner's Guide (1983) [RA]

Table 2. Startup Error Tones

Tones

Icon

Meaning

Lo

No icon displayed

CPU or memory error.
Must be diagnosed by a
qualified service
technician.

Lo,Lo

No icon displayed

Memory failure in
preliminary test. Replace
one or both memory
boards.

Lo, Hi

Card cage

A problem somewhere in
the system. If possible,
run a complete system
check to identify which
board is causing the
problem. See Procedure
Q, LisaTest.

Lo,Lo,Hi

Replace CPU board.

Lo,Hi,Lo

Replace 10 board.

Lo,Hi,Hi

Replace specified
memory board.
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Table 2, Startup Error Tones, continued

Tones Icon Meaning

Hi,Lo,Lo Expansion card Replace expansion card
T, 7 in specified slot.

Hi,Lo,Hi Run keyboard
™, o diagnostic. See

Procedure Q, LisaTest.

Hi,Hi,Lo Keyboard/mouse Keyboard or mouse

disconnected disconnected. Continue
+ without keyboard or
3 mouse, or attach
i keyboard or mouse. If
| EE':I both are attached, run

- —— N4

keyboard or mouse
diagnostic. See
Procedure Q, LisaTest.
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Table 2. Startup Error Tones, continued

Tones icon Meaning

Hi,Hi,Hi  Disk drive, ProFile, Startup failure. Insert

or expansion card startup disk, specify a

™ P different startup device,
A or check startup device.
= See Procedure |, J, or K.

3

an

e

Table 3 lists the most common kernel test failures and
the likely solutions. For a more complete discussion of
the kernel tests and a list of the specific error messages,
see Appendix 3, Automatic Startup Tests.

Table 3. Kernel Test Failures

Symptom

Possible Fix

Blank screen, no error
tones

White screen with white
lines, no error tones

ARandom display, no error
tones

Random display, one
error tone

1. Replace CPU board.
2. Replace 1/0 board.
3. Replace card cage.

Replace CPU board.
Replace CPU bhoard.

Replace CPU board.
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Table 3. Kernel Test Failures, continued

Symptom Possible Fix

Random displaj}, two low 1. Replace memory board
error tones in slot 2.

2. Replace CPU board.

3. Replace card cage.
Flashing screen and 1. Repiace /O board.
repeated error tone, 2. Replace CPU board.
alternating low and high 3. Replace card cage.
pitch
Blank screen or random Replace board acording to
display, with error tones error tone sequence. See

Table 2, Startup Error

Tones.

Some of the error messages indicate hardware problems
with the Lisa; others indicate a problem with the system
setup. In general, the presence of an icon with or without
a numeric code means that the module represented by
the icon should be checked.

Some startup error messages are presented to you as an
alert box, which offers you up to three choices, as shown
in Figure 4.

[} RESTART
‘% «© CONTINUE
55
[ & STARTUP FROM...

Figure 4. Startup Alert Box

You make your choice either by clicking on one of the
boxes or by holding down the (@) key while pressing the
number displayed in the box.

Restart

If you choose Restart, the Lisa repeats the startup tests.
Choose Restart if you want to verify the test results.
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Procedure N
Startup Menu

Continue

The Continue option appears only if the problem is one
that allows startup to continue. If, for example, your
startup ProFile was not turned on during startup, you can
simply turn it on and click Continue. The Lisa continues
the startup procedures.

Startup From

When you choose Startup From, the Lisa displays the
Startup menu and waits for you to specify a startup
device. Choose this option when you want to use a
different startup device from the one specified in your
system Preferences or when your system Preferences
have been forgotten.

If the Lisa has been unplugged for more than 10 hours,
then the Preferences, usually stored in parameter
memory, have been forgotten. In this case, the Lisa
automatically looks for a startup ProFile attached to the
built-in parallel connector. If your startup device is
anything else, you will have to tell the Lisa where to find it
through the Startup menu.

To choose a startup device, m
click on the device you want )

to use, or hold down the (&) ==l ¢!
key while pressing the key

listed in the menu next to - e
the device you want to use.

As soon as you choose a = “
device, the Lisa continues

the startup procedures.

The Startup menu appears

any time you hit any key
except during == o
the module test sequence
of the automatic startup =,_.|2‘_ "
tests.

[Ty «

The Startup menu allows you to specify a different
startup device from the one you usually use.
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Procedure O
Operating System
Errors

G24 (... Lisa Owner's Guide

If you unintentionally interrupted the startup sequence by
pressing a key, simply select your startup device from the
Startup menu. The Lisa will continue normal startup
procedures.

if you want to call up the Startup menu during startup,
follow this procedure:

1. Turn on the Lisa.

2. When the cabinet emits a single click, and before it
emits a double click, press any key except (Caps Lock).

This icon on your screen
means that the Lisa Office
System has failed. There is
probably nothing wrong
with your hardware; you
have encountered a
problem with the software.

As shown in Figure 5, your only option when presented
with the Operating System failure icon is to restart the
system, using either your normal startup device or
another startup device. The best procedure is to restart
using the LisaTest diskette in either built-in floppy disk
drive. If the system starts, run a complete system check.
See Procedure Q, LisaTest.

If the tests proceed normally, restart the system using
your usual startup device. Your disks will probably be left
in an unusual state, and the Lisa will suggest you repair
them. See Section D, Desktop Manager Reference
Guide, under Repair a Storage Disk after a System
Failure and Repair a Startup ProFile, in this manual.

€l RESTART

« STARTUP FROM..

Figure 5. Operating System Error
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if you have a support agreement on your Lisa system, you
should report the failure. Write down the number under
the icon before you restart the system, and report that
number to your service representative or the Apple
service operator.

R ]
Procedure P If your startup ProFile contains any software other than
Environmentis the Lisa Office System, you may encounter a screen
Window similar to the one shown in Figure 6 when you start up the

Lisa.

Ervironuents

Restart Fougr Off

[] ostice sustem Set Default
B Horksher

k

No Default

Start

[

Figure 6. Environments Window

This display, known as the Environments window, allows
you to specify which software you want to use. To start up
the Lisa Office System, click Office System, and then
click Start.

if you always want to use the Lisa Office System:
1. Click Office System.

Environments

Restart Pouer Jff

B Gifice Sustem Set Default
(1 wWorksnoe

Ho Default

[

Stary
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2. Click Set Default.

Growe 3 )

l Office Sustem

et Tara ]ty
I:l Workshop
Ho [efault

Start

3. Click Start.

Restart Power Of+

. Office Susten

D Wor b skop

set Defzult

i

I

Once you have set the default, you will never see the
Environments window unless you specifically request it.
To call up the Environments window from the Lisa Office
System, hold down the (&) key while pressing the on-off
button. To call up the Environments window during
system startup, press the (& and keys
simultaneously after you hear the double click from the
cabinet.

For more information on the Enviranments window, see
the Workshop User’s Guide for the Lisa or the manual
that came with the other software on your ProFile.

Procedure Q
LisaTest

G26 |, .. Lisa Owner's Guide

LisaTest is designed to identify which part of the Lisa is
causing a probiem. If you think you already know which
part may be at fault, follow the instructions below for
running a test on that part. If the suspected part checks
out, or if you do not know which part to test, run a
complete system check.

The first part of this procedure explains the meanings of
the testing options presented by LisaTest. The second
part describes how to use the LisaTest diskette, and the
third part describes how to back up the LisaTest
diskette.
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The diskette itself is stored on the inside front cover of
this manual.

Choosing Options

The LisaTest diskette follows the same conventions as
the Lisa Office System. You open menus by pointing to
the menu title and holding down the mouse button; you
choose menu items by releasing the mouse button when
the item you want is highlighted.

Set Diagnostic Controls

This option allows you to specify whether the Lisa runs
each test once or repeatedly. If you do not set the
controls, the Lisa runs the tests only once.

Choose Set Diagnostic Controls and ask for continuous
tests if the problem is intermittent. Then choose either
Run Complete System Check or Check. The Lisa
continues running the tests until either a problem is

found or you stop the tests by pressing the on-off button
once.

Run Complete System Check

This option tests all of the moduies inside the Lisa,
except the controller for the floppy disk drive that holds
the LisaTest diskette. You will need a blank or obsolete
diskette for the test of the other floppy disk drive;
everything on that diskette will be erased.

If you choose Run Complete System Check, the Lisa asks
you to participate in some of the tests, such as the
keyboard and mouse test. Simply follow the instructions
on the screen during these tests.

You can terminate the system check at any time by
pressing the on-off button once.

Check

This option allows you to test only the part or parts that
you think may be at fault. When you choose Check from
the Options menu, the Lisa presents you with a display of
all availabie tests. Only the Lisa component that you
select from this display will be tested.

SectionG ! !|Ga7
Troubleshooting »

“L10G226.PICT” 69 KB 2000-12-19 dpi: 72h x 72v pix: 903h x 1873v
| Source: David T. Craig Page 0260 of 0418 |




Apple Lisa Computer Info : Document # 182 : Lisa 1 Owner's Guide (1983) [RA]

For the test of the floppy disk drive controller, you need a
blank or obsolete diskette. This test destroys any
information that may have been stored on the diskette.
You cannot test the drive that holds the LisaTest
diskette.

Using LisaTest

To run LisaTest,

P If the Lisa Is turned on, turn it off by pressing the on-
off button once.

P Insert the LisaTest diskette into drive 1, if it is
working. If drive 1 is not working, insert the diskette
into drive 2.

» Turn the Lisa on.

P When you hear the first click, and before you hear the
double click, press the spacebar, and then wait for the
Startup menu to appear.

P Use the mouse to select the drive that holds LisaTest.
If the mouse isn’t working, hold down the (&) key
while pressing the number listed in the menu next to
the drive.

P Choose either Run Full System Check, to test the
entire system, or Check, to test a specific component,
from the Options menu.

P If you chose Check, select the icon for the part you
want tested.

P Click OK.

P Follow any instructions on the screen for testing the
keyboard, mouse, or digk drives.

P If you want to terminate the tests, press the on-off
button once or hold down the (&) key while pressing
the period.

Backing Up LisaTest

To make a backup copy of LisaTest,

P if the Lisa is turned on, turn it off by pressing the on-
off button once.

G28 [, . & Lisa Owner's Guide
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P Insert the LisaTest diskette into either floppy disk
drive.

P Insert a blank diskette into the other floppy disk drive.
P Turn the Lisa on.

» When you hear the first click, and before you hear the
double click, press the spacebar, and then wait for the
Startup menu to appear.

P Use the mousse to select the drive that holds LisaTest.
If the mouse isn’t working, hold down the (&) key
while pressing the number listed in the menu next to
the drive.

P Choose Check from the Options menu.
P Select the icon labeled Back Up LisaTest.
P Click OK.
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What’s in Service?

ﬂ

The Lisa has been designed so that you can do most of
the servicing yourself. This section is a step-by-step
guide to replacing, removing, and installing internal
parts.

Figure 1, on the foid-out page, shows ali of the user-
servicable parts covered in this section.

If you are having trouble with the Lisa but don't know
which component is at fault, consult Section G,
Troubleshooting.

Before you begin any servicing, make sure the Lisa has
been turned off and unplugged. As a safety measure, the
Lisa automatically turns itself off as soon as you remove
sither the front or the back panel. But in order to protect
your disks from damage during a sudden loss of power,
it's a good idea to turn the Lisa off with the on-off button
before removing either panel. Since the power supply
draws a small amount of current even when the system is
turned off, you should always unplug the Lisa before
servicing.

When removing the back |III|II|III| MR

panel, you will have to
detach some or all of the
cables connecting the Lisa
to peripheral devices. You
may save yourself time and
confusion later by labeling
all connectars with tape
when you remove the
cables so that you can
match the plugs and
sockets later.
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What’s in Service?

The Lisa has been designed so that you can do most of
the servicing yourself. This section is a step-by-step
guide to replacing, removing, and installing internal
parts.

r

Figure 1, on the fold-out page, shows all of the user-
servicable parts covered in this section.

If you are having trouble with the Lisa but don’t know
which component is at fault, consult Section G,
Troubleshooting.

Before you begin any servicing, make sure the Lisa has
been turned off and unplugged. As a safety measure, the
Lisa automatically turns itself off as soon as you remove
either the front or the back panel. But in order to protect
your disks from damage during a sudden loss of power,
it's a good idea to turn the Lisa off with the on-off button
before removing either panel. Since the power supply
draws a small amount of current even when the system is
turned off, you should always unplug the Lisa before
servicing.

When removing the back
panel, you will have to
detach some or all of the
cables connecting the Lisa
to peripheral devices. You
may save yourself time and
confusion later by labeling
all connectors with tape
when you remove the
cables so that you can
match the plugs and
sockets later.
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H2 |, . . Lisa Owner's Guide

You should also turn off all
peripheral devices before
servicing the Lisa. If you
have a ProFile hard disk
attached to the Lisa, wait
until the ready light on the
disk has been steady for at
least 10 seconds before
turning off the ProFile.

Ready light
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What’s in Service?

The Lisa has been designed so that you can do most of
the servicing yourself. This section is a step-by-step
guide to replacing, removing, and installing internal
parts. ¢

Figure 1, on the fold-out page, shows all of the user-
servicable parts covered in this section.

If you are having trouble with the Lisa but don’t know
which component is at fault, consult Section G,
Troubleshooting.

Before you begin any servicing, make sure the Lisa has
been turned off and unplugged. As a safety measure, the
Lisa automatically turns itself off as soon as you remove
either the front or the back panel. But in order to protect
your disks from damage during a sudden loss of power,
it's a good idea to turn the Lisa off with the on-off button
before removing either panel. Since the power supply
draws a small amount of current even when the system is
turned off, you should always unplug the Lisa before
servicing.

When removing the back
panel, you will have to
detach some or all of the
cables connecting the Lisa
to peripheral devices. You
may save yourself time and
confusion later by labeling
all connectors with tape
when you remove the
cables so that you can
match the plugs and
sockets later.
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Replace Disk Getting Inside

Drives 1. If the Lisais on, turn it off J§;
by pressing the on-off
button. Wait until all
diskettes are released
and the light in the on-off ™
button is off. Remove a
any diskettes that are
ejected from the disk
drives.

G

2. Turn off all peripheral
devices. Unplug the Lisa
at either the back panel
or the wall outlet.

3. Remove the front panel, following this procedure:

a. Place one finger on
each of the two finger
pads beneath the
front panel.

b. Push the pads up to unlatch the panel.

¢. Pull the bottom of the panel forward and down.
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You should also turn off all
peripheral devices before
servicing the Lisa. If you
have a ProFile hard disk
attached to the Lisa, wait
until the ready light on the
disk has been steady for at
least 10 seconds before
turning off the ProFile.

4
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H4

Removing Disk Drives

1. Loosen the thumbscrew
at the base of the disk
drives by turning
counterclockwise.

This screw loosens but
does not come free from
the module. When it's
loose, you can feel the
pressure of the spring at
the base of the screw,
and the screw can be
pulled slightly in and out.

2. Grasp the metal tab
between the two drives
and slowly pull out the
module.

Be careful not to put any
strain on the cables
connected to the back of
the drives.

3. Place the module face
down, exposing the
cable connectors.
Identify the connector
attached to drive 1, the
drive closer to you.

Lisa Owner's Guide

“L10G237.PICT” 60 KB 2000-12-19 dpi: 72h x 72v pix: 1299h x 1844v

| Source: David T. Craig

Page 0277 of 0418 |




Apple Lisa Computer Info : Document # 182 : Lisa 1 Owner's Guide (1983) [RA]

Replace Disk Getting Inside

Drives 1. If the Lisa is on, turn it off
by pressing the on-off
button. Wait until all
diskettes are released
and the light in the on-off ®
button is off. Remove "
any diskettes that are
ejected from the disk
drives.

2. Turn off all peripheral
devices. Unplug the Lisa
at either the back panel
or the wall outlet.

3. Remove the front panel, following this procedure:

a. Place one finger on
each of the two finger
pads beneath the
front panel.

b. Push the pads up to unlatch the panel.

c. Pull the bottom of the panel forward and down.
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4. Place one thumb on
each of the two gray tabs
projecting from the
cable connector. Pull the
tabs apart to release the
cable.

5. Remove the cable from
the connector.

6. Repeat with the second
cable connector,
removing it from drive 2.

7. Set aside the old disk drive module and unpack the
new one.
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H4 | : Lisa Owner's Guide

Removing Disk Drives

1. Loosen the thumbscrew
at the base of the disk
drives by turning
counterclockwise.

This screw loosens but
does not come free from
the module. When it’s
loose, you can feel the
pressure of the spring at
the base of the screw,
and the screw can be
pulled slightly in and out.

2. Grasp the metal tab
between the two drives
and slowly pull out the
module.

Be careful not to put any
strain on the cables
connected to the back of
the drives.

3. Place the module face
down, exposing the
cable connectors.
Identify the connector
attached to drive 1, the
drive closer to you.
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Installing Disk Drives

1. Locate the two cable
connectors on the back
side of the disk drive
module. Place the
module directly in front
of the cabinet, with the
cable connectors
pointing up.

2. Make sure the ridged N
tabs on either side of the
cable connectors are in
an open position.

If these tabs are upright,
push them away from
each other until they fall
open.

3. Locate the shorter of the
two flat, gray cables
inside the cabinet. You
will insert this cable into
the connector on drive 2,
the drive closer to the
Lisa.

Hé |, , , Lisa Owner's Guide
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4. Place one thumb on
each of the two gray tabs
projecting from the
cable connector. Pull the
tabs apart to release the
cable.

2

5. Remove the cable from
the connector.

6. Repeat with the second
cable connector,
removing it from drive 2.

7. Set aside the old disk drive module and unpack the
new one.
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4.

. Place the plug gently into

. Press down firmly on the

. Repeat this procedure

Align the black plastic
plug over the connector,
with the holes pointing
down and the ribbon
cable extending toward
the cabinet.

the gray connector,
making sure it Is
centered and fitted
neatly into the socket.
Verify that all 20 prongs
on the connector are
aligned with the 20 holes
in the plug.

plug until the gray tabs
on either side click into
place.

with the longer cable,
inserting it into the
connector for drive 1,
the drive closer to you.
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Installing Disk Drives
1. Locate the two cable

. Make sure the ridged

. Locate the shorter of the |

connectors on the back
side of the disk drive
module. Place the
modaule directly in front
of the cabinet, with the
cable connectors
pointing up.

tabs on either side of the
cable connectors are in
an open position.

If these tabs are upright,
push them away from
each other until they fall
open.

two flat, gray cables
inside the cabinet. You
will insert this cable into
the connector on drive 2,
the drive closer to the
Lisa.
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8. Pick up the disk drive
module by the metal
housing, tilt it back, and
slide it into the cabinet.

9. Secure the module by
pushing in on the screw
at the base of the drives
and turning the screw
clockwise until It is shug.

Finishing Up
1. Replace the front panel, following this procedure:

a. Hold the panel with
one finger on each
pad along the bottom
edge.

H& |, ., Lisa Owner's Guide
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4. Align the black plastic
plug over the connector,
with the holes pointing
down and the ribbon
cable extending toward
the cabinet.

5. Place the plug gently into
the gray connector,
making sure it is
centered and fitted
neatly into the socket.
Verify that all 20 prongs
on the connector are
aligned with the 20 holes
in the plug.

\.

6. Press down firmly on the
plug until the gray tabs
on either side click into
place.

K,

7. Repeat this procedure
with the longer cable,
inserting it into the
connector for drive 1,
the drive closer to you.
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b. Insert the upper edge
of the panel behind
the lip of the top
housing on the
cabinet.

¢. Pressing the finger
pads up, push the
bottom edge of the
panel against the
cabinet until the panel
clicks into place.

2. Reconnect the power
cord.
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8. Pick up the disk drive
module by the metal
housing, tilt it back, and
slide it into the cabinet.

9. Secure the module by
pushing in on the screw
at the base of the drives
and turning the screw
clockwise until it is snug.

Finishing Up
1. Replace the front panel, following this procedure:

a. Hold the panel with
one finger on each
pad along the bottom
edge.

. « « Lisa Owner's Guide
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if the front panel is not
securely in place, a safety
interlock switch prevents
you from turning the Lisa
on. If you cannot turn the
system back on after
reinstalling the front panel,
check that the panel is in
place.

Correct installation

Incarrect installation

Replace 1/0, CPU, getting inside

or Memory Boards 1. if the Lisais on, turn it off
by pressing the on-off
button. Wait until all
diskettes are released
and the power light is off.

2. Turn off all peripheral devices.

H10 | . . Lisa Owner's Guide
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-

b. Insert the upper edge
of the panel behind
the lip of the top
housing on the
cabinet.

c. Pressing the finger
pads up, push the
bottom edge of the
panel against the
cabinet until the panel
clicks into place.

Reconnect the power
cord.

SectionH , , ,
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3.

. Remove any cables

Disconnect the power
cord from the back of
the cabinet. Turn the
Lisa so that the back
panel is facing you.

If they are in the way,
remove any cables that
are attached to the
connectors along the
bottom edge of the back
panel.

extending from the
expansion cards on the
left side of the back
panel.

a. Turn the two
thumbscrews along
the upper edge
counterclockwise until
they won't turn any
further,

These screws loosen
but do not come free
from the back pansel.
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If the front panel is not
securely in place, a safety
interlock switch prevents
you from turning the Lisa
on. If you cannot turn the
system back on after
reinstalling the front panel,
check that the panel is in
place.

Correct installation

Incorrect installation

Replace 1/0, CPU, Getting Inside

or Memory Boards 1. if the Lisais on, turn it off
by pressing the on-off
button. Wait until all
diskettes are released
and the power light is off.

2. Turn off all peripheral devices.
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b. Pull the panel toward
you slightly and up.

6. Remove the card cage
by pulling the bar that
runs just above the row
of connectors along the
bottom of the cage.

Brace your thumbs e
against the lower edge of

the cabinet and pull hard
on the bar to free the
card cage from the
interior connectors.

Be careful not to put any
pressure on the small
components just behind
the bar.

7. Pull the cage out and set
it upright on the table.

J==
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3. Disconnect the power
cord from the back of
the cabinet. Turn the
Lisa so that the back
panel is facing you.

If they are in the way,
remove any cables that
are attached to the
connectors along the
bottom edge of the back
panel.

4. Remove any cables
extending from the
expansion cards on the
left side of the back
panel.

a. Turn the two
thumbscrews along
the upper edge

they won't turn any
further.

These screws loosen
but do not come free
from the back panel.

5. Remove the back panel, following this procedure:

counterclockwise until %
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Removing Boards

1. Identify the board to be
removed.

The CPU board has a
brown lever on the right
and a blue lever on the
left.

The /0O board has a e e
brown lever on the right P '
and a red lever on the
left.

The memory boards
have brown levers on the
right and yellow levers
on the left.

Memory boards

The components on the
memory boards and
CPU board all face one
way; the components on
the I/0 board face the
opposite way.

Section H | , .
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b. Pull the panel toward
you slightly and up.

|
B \\\\\\\\\\\\\\\\\\\\\\\\\\x |

6. Remove the card cage
by pulling the bar that
runs just above the row
of connectors along the
bottom of the cage.

Brace your thumbs
against the lower edge of
the cabinet and pull hard
on the bar to free the
card cage from the
interior connectors.

Be careful not to put any
pressure on the small
components just behind
the bar.

7. Pull the cage out and set

50 g
it upright on the table.
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2. Place one thumb on
either lever and
simultaneously flip up
the colored locking
levers at the top of the
board, and then pull the
board up and out of its
slot.

Handle the board by the
levers and plastic edges
only.

If you are servicing a
memory board and there
is an expansion card in
slot 3, be careful not to
scrape the left-hand
lever against the
expansion card. If you
have trouble handling
the levers in the tight
space, remove the
expansion card before
servicing the memory
boards.

3. Place the board carefully
on a flat surface, with the
components facing up.

H14 |. : . Lisa Owner’s Guide
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Removing Boards

1. Identify the board to be
removed.

The CPU board has a
brown lever on the right
and a blue lever on the
left.

The I/0 board has a
brown lever on the right
and a red lever on the
left.

Memory boards

The memory boards
have brown levers on the
right and yellow levers
on the left.

The components on the
memory boards and
CPU board all face one
way; the components on
the 1/0 board face the
opposite way.
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installing Boards

1. ldentify the slot into
which the board will be
inserted.

All boards are installed
with the brown locking
lever on the right. The
label on the card cage
matches the color of the
left tab on the board that
goes in each slot.

If you have only one
memory board, you can
install it in either the slot
labeted MEM 1 or the
slot labeted MEM 2.

Your card cage probably
contains at least two
boards. This photo
shows an empty card
cage to show the four
slots more clearly.

2. If the colored tabs on the
board are not already in
an up position, flip them
up.

Handle the board by the
levers and plastic edges
only.

SectionH | .
Service +

H15

“L10G248.PICT” 44 KB 2000-12-19 dpi: 72h x 72v pix: 907h x 1860v

| Source: David T. Craig

Page 0299 of 0418 |




Apple Lisa Computer Info : Document # 182 : Lisa 1 Owner's Guide (1983) [RA]

2. Place one thumb on
either lever and
simultaneously flip up
the colored locking
levers at the top of the
board, and then pull the
board up and out of its
slot.

Handle the board by the
levers and plastic edges
only.

If you are servicing a
memory board and there
is an expansion card in
slot 3, be careful not to
scrape the left-hand
lever against the
expansion card. If you
have trouble handling
the levers in the tight
space, remove the
expansion card before
servicing the' memory
boards.

3. Place the board carefully
on a flat surface, with the
components facing up.

H14 |, . . Lisa Owner’s Guide
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3. With the brown lever on
the right, slide the board
into the thin grooves in
the black plastic cage.
Note that the slots in the
bottom of the cage are
staggered. This prevenis
you from inserting the
board into the wrong
slot.

You may have to center
the bottom edge of the
board in the slot. If so,
touch only the plastic
edge of the board. Do
not touch the gold
connector.

The tabs on the CPU and
I/0 boards should be
resting in the notches
along the top of the
cage.

The tabs on the memory
boards should be resting
on the black plastic
frame.
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Installing Boards

1. Identify the slot into
which the board will be
inserted.

All boards are installed
with the brown locking
lever on the right. The
label on the card cage
matches the color of the
left tab on the board that
goes in each slot.

If you have only one
memory board, you can
install it in either the slot
labeled MEM 1 or the
slot labeled MEM 2.

Your card cage probably
contains at least two
boards. This photo
shows an empty card
cage to show the four
slots more clearly.

CPU board

2. If the colored tabs on the
board are not already in
an up position, flip them
up.

Handle the board by the
levers and plastic edges
only.

IYO board
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4, Push down the levers
simultansously to lock
the board into place.

If this requires excessive
force, check to see that
the gold fingers along
the bottom of the board
are aligned over the slot.

At this point, the
rounded tabs below the
levers should be set in
the lower notches on the
plastic card cage.

Finishing Up

1. Holding the card cage by F“@M’““‘“ i
the plastic frame, slide it | g
back into the cabinet. ' Hﬂ
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3. With the brown lever on
the right, slide the board
into the thin grooves in
the black plastic cage. ;
Note that the slots in the §
bottom of the cage are
staggered. This prevents
you from inserting the '
board into the wrong
slot.

You may have to center
the bottom edge of the
board in the slot. If so,
touch only the plastic
edge of the board. Do
not touch the gold
connector.

The tabs on the CPU and
I/0 boards should be
resting in the notches
along the top of the
cage.

The tabs on the memory
boards should be resting
on the black plastic
frame.
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2. The cage will offer some
resistance for the last
1/4-inch, while the card
cage connectors slide
into their slots inside the
cabinet. Hold the frame
with your fingers and
press with your thumbs
against the bottom of
the cage. The cage is
installed when the panel
along the bottom is just
inside of the bottom
edge of the cabinet.

3. Replace the back panel, following this procedure:

a. Make sure the metal
prongs attached to
the two screws on the

panel are pointed to
the left.

b. Insert the four tabs
atong the lower edge
of the back panel into
the slots at the base
of the cabinet.

H18 .. : Lisa Owner's Guide
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4. Push down the levers
simultaneously to lock
the board into place.

If this requires excessive
force, check to see that
the gold fingers along
the bottom of the board
are aligned over the slot.

At this point, the
rounded tabs below the
levers should be set in
the lower notches on the
plastic card cage.

Finishing Up

1. Holding the card cage by E
the plastic frame, slide it §
back into the cabinet.
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c. Push the panel flat against the back of the cabinet.
If you encounter resisiance, check to make sure
that the card cage is pushed as far into the cabinet
as it will go.

d. Turn the two
thumbscrews
clockwise until they
are snug.

4. Reattach any cables that
you removed from the
expansion cards or from
the bottom edge of the
back panel.

8. Connect the power cord
to the back of the Lisa.

H19
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2. The cage will offer some
resistance for the last
1/4-inch, while the card
cage connectors slide
into their slots inside the
cabinet. Hold the frame
with your fingers and
press with your thumbs
against the bottom of
the cage. The cage is
installed when the panel
along the bottom is just
inside of the bottom
edge of the cabinet.

3. Replace the back panel, following this procedure:

a. Make sure the metal
prongs attached to
the two screws on the
panel are pointed to
the left.

b. Insert the four tabs
along the lower edge
of the back panel into
the slots at the base
of the cabinet.

Hi8 | 53 Lisa Owner's Guide
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e

Replace Card
Cage

H20 |, . . Lisa Owner’'s Guide

Although most of the Lisa’'s components are on the I/0,
CPU, and memory boards, there are a few circuits on the
bottom of the card cage. If the LisaTest diskette could
not identify whether a problem is with the cage or one of
the boards, the recommended procedure is to replace
the card cage, which comes with new boards installed.

. Disconnect the power

. Remove the cables that

Getting Inside
1. If the Lisa is on, turn it off

by pressing the on-off
button. Wait until all
diskettes are released
and the power light is off. ™

. Turn off all peripheral devices.

cord from the back of
the cabinet.

i

are attached to the
connectors along the
bottom edge of the back
panel. Turn the Lisa so
that the back panel is
facing you.
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c. Push the panel flat against the back of the cabinet.
If you encounter resistance, check to make sure
that the card cage is pushed as far into the cabinet
as it will go.

d. Turn the two
thumbscrews
clockwise until they
are snug.

.

4. Reattach any cables that
you removed from the
expansion cards or from
the bottom edge of the
back panel.

5. Connect the power cord
to the back of the Lisa.
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5. Remove any cables
extending from the
expansion cards on the
left side of the back
panel.

a. Turn the two
thumbscrews along
the upper edge .
counterclockwise until %
they won’t turn any
further.

These screws loosen
but do not come free
from the back panel.

b. Pull the panel toward B
you slightly and up.
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Replace Card
Cage
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Although most

CPU, and memory boards, there are a few circuits on the
bottom of the card cage. If the LisaTest diskette could
not identify whether a problem is with the cage or one of
the boards, the recommended procedure is to replace
the card cage, which comes with new boards installed.

of the Lisa's components are on the 1/0,

Getting Inside

1. If the Lisa is on, turn it off
by pressing the on-off

button. Wait

diskettes are released
and the power light is off.

2. Turn off all peripheral devices.

3. Disconnect the power
cord from the back of

the cabinet.

4. Remove the

are attached to the
connectors along the
bottom edge of the back
panel. Turn the Lisa so
that the back panel is

facing you.

until all

cables that
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7. Remove the card cage
by pulling the bar that
runs just above the row
of connectors along the
bottom of the cage.

Brace your thumbs
against the lower edge of
the cabinet and pull hard
on the bar to free the
card cage from the
interior connectors.

Be careful not to put any
pressure on the small
compaonents just behind
the bar.

8. Pull the cage out and set
it on the table.

1=

Transferring Cards

If you have any cards
installed in the expansion
slots, transfer the cards one
at a time into the new card
cage, following this
procedure:

Expans:on slots
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5.

Remove any cables
extending from the
expansion cards on the
left side of the back
panel.

. Remove the back panel, following this procedure:

a. Turn the two
thumbscrews along
the upper edge
counterclockwise until
they won’t turn any
further,

These screws loosen
but do not come free
from the back panel.

. Pull the panel toward
you slightly and up.
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1.

Remove each card, following this procedure:

a. Pull out the metal
lever extending from
the plastic cap beiow
the card you want to
remove.

. Turn the lever
clockwise 90 degrees,
to the 3 o’clock
position.

. Holding the card by
the metal edge, pull it
straight out of the
slot.
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7. Remove the card cage
by pulling the bar that
runs just above the row
of connectors along the
bottom of the cage.

Brace your thumbs
against the lower edge of
the cabinet and pull hard
on the bar to free the
card cage from the
interior connectors.

Be careful not to put any
pressure on the small
components just behind
the bar.

8. Pull the cage out and set
it on the table.

Transferring Cards

If you have any cards
installed in the expansion
slots, transfer the cards one
at a time into the new card
cage, following this
procedure:
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2. Install the card into the corresponding slot in the new
card cage, following this procedure:

a. Pull out the metal
lever extending from
the plastic cap in front
of the card slot.

b. Turn the lever
clockwise 90 degrees,
to the 3 o’'clock
position.

¢. Hold the expansion
card by the metal
edge, with the green
plastic card facing
right and the white
cover facing left.
Insert the bottom of
the green’card into
the connector slot and
the top of the green
card into the plastic
slot above the
connector. Slide the
card evenly into the
cage as far as it will

go.
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1. Remove each card, following this procedure:

a. Pull out the metal
lever extending from
the plastic cap below
the card you want to
remove.

b. Turn the lever
clockwise 90 degrees,
to the 3 o’clock
position.

c. Holding the card by
the metal edge, pull it
straight out of the
slot.
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d. Turn the metal lever
counterclockwise 90
degrees, back to the
12 o’clock position.

e. Push the lever back
into the plastic cap.

3. Repeat this procedure until all expansion cards have
been transferred to the new card cage.

Finishing Up

1. Holding the new card
cage by the plastic
frame, slide it into the
cabinet.
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2. Install the card into the corresponding slot in the new
card cage, following this procedure:

a. Pull out the metal
lever extending from
the plastic cap in front
of the card slot.

b. Turn the lever
clockwise 90 degrees,
to the 3 o'clock
position.

¢. Hold the expansion
card by the metal
edge, with the green
plastic card facing
right and the white
cover facing left.
Insert the bottom of
the green'card into
the connector slot and
the top of the green
card into the plastic
slot above the
connector. Slide the
card evenly into the
cage as far as it will

go.
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2. The cage will offer some
resistance for the last
1/4-inch, while the card
cage connectors slide
into their slots inside the
cabinet. Hold the frame
with your fingers and
press with your thumbs
against the bottom of
the cage. The cage is
installed when the panel
along the bottom is just
inside of the bottom
edge of the cabinet.

3. Replace the back panel, following this procedure:

a. Make sure the metal
prongs attached to
the two screws on the
panel are pointed to
the left.

b. Insert the four tabs
along the lower edge
of the back panel into
the slots at the base
of the cabinet.

H26 |, .. Lisa Owner's Guide
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d. Turn the metal lever
counterclockwise 90
degrees, back to the
12 o’clock paosition.

e. Push the lever back
into the plastic cap.

3. Repeat this procedure until all expansion cards have
been transferred to the new card cage.

Finishing Up

1. Holding the new card
cage by the plastic
frame, slide it into the
cabinet.
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¢. Push the panel flat against the back of the cabinet.
If you encounter resistance, check to make sure
that the card cage is pushed as far into the cabinet
as it will go.

d. Turn the two
thumbscrews
clockwise until they
are snug.

4. Attach the cables to the
expansion cards and the |
bottom edge of the back Q||
panel.

5. Connect the power cord
to the back of the Lisa.

i
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2. The cage will offer some
resistance for the last
1/4-inch, while the card
cage connectors slide
into their slots inside the
cabinet. Hold the frame
with your fingers and
press with your thumbs
against the bottom of
the cage. The cage is
installed when the panel
along the bottom is just
inside of the bottom
edge of the cabinet.

3. Replace the back panel, following this procedure:

a. Make sure the metal
prongs attached to
the two screws on the
panel are pointed to
the left.

b. Insert the four tabs
along the lower edge
of the back panel into
the slots at the base
of the cabinet.
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Remove
and Instalil
Expansion Cards
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3. Disconnect the power

w

Getting Inside
1. If the Lisa is on, turn it off

by pressing the on-off
button. Wait until all
diskettes are released
and the power light is off.

2. Turn off all peripheral devices.

cord from the back of
the Lisa. Turn the Lisa so
i

that the back panel is ““"“ :.-; —

facing you.

If they are in the way,
remove any cables that
are attached to the
connectors along the
bottom edge of the back
panel.
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c. Push the panel flat against the back of the cabinet.
If you encounter resistance, check to make sure
that the card cage is pushed as far into the cabinet
as it will go.

d. Turn the two
thumbscrews
clockwise until they
are snug.

4. Attach the cables to the
expansion cards and the
bottom edge of the back
panel.

5. Connect the power cord

Section H [ | . |H27
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4. Remove any cables
extending from the
expansion cards on the
left side of the back
panel.

5. Remove the back panel, following this procedure:

a. Turn the two B g5

thumbscrews along
the upper edge
counterclockwise until ¢
they won’t turn any
further.

L

These scraws loosen
but do not come free
from the back panel.

b. Pull the panel toward
you slightly and up.

6. If you are simply installing a new expansion card, skip
to the section on Installing Expansion Cards.

SectionH ..
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Remove
and Install
Expansion Cards
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-

Getting Inside

1. If the Lisais on, turn it off
by pressing the on-off
button. Wait until all
diskettes are released
and the power light is off.

Turn off all peripheral devices.

Disconnect the power
cord from the back of
the Lisa. Turn the Lisa so
that the back panel is
facing you.

If they are in the way,
remove any cables that
are attached to the
connectors along the
bottom edge of the back
panel.
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Removing Expansion Cards

1. Pull out the metal lever
extending from the
plastic cap below the
card you want to
remove.

2. Turn the lever clockwise
90 degrees, to the 3
o’clock position.

3. Holding the card by the
metal edge, pull it
straight out of the slot.

4, If you are replacing the card you just removed with a
new card, skip to the section on Installing Expansion
Cards.

H301{; ; . Lisa Owner's Guide
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4. Remove any cables
extending from the
expansion cards on the
left side of the back
panel.

a. Turn the two
thumbscrews along
the upper edge
counterclockwise until
they won’t turn any
further.

These screws loosen
but do not come free
from the back panel.

. Pull the panel toward
you slightly and up.

6. If you are simply installing a new expansion card,' skip
to the section on Installing Expansion Cards.
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5. Otherwise, follow steps a through e for replacing the
slot cover in the back panel of the Lisa.

The slot covers are designed to block the
electromagnetic field generated by the Lisa. Each
expansion slot opening in the back panel should be
covered by either an expansion card or one of the slot
covers.

a. Locate a slot cover,
stared on the inside
back panel.

Stared slat cover

b. Loosen the screw just
enough to let the
metal plate slide over
the screw head and
out of the retaining
notch. (If you don’t
have a screwdriver, a
coin will work nicely.)
Remove the cover and
retighten the screw.

¢. Locate and loosen the
screw over the
opening in the back
panel where your
expansion card used
1o be.
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Removing Expansion Cards

1. Pull out the metal lever
extending from the
plastic cap below the
card you want to
remove.

2. Turn the lever clockwise
90 degrees, to the 3
o'clock position.

3. Holding the card by the
metal edge, pull it
straight out of the slot.

4. If you are replacing the card you just removed with a
new card, skip to the section on Installing Expansion
Cards.
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d. Slide the metal plate
into the retaining
notch and over the
screw head.

e. Tighten the screw to
secure the slot cover.

6. Return to the expansion
slot. Turn the metal lever
in front of the slot
counterclockwise 90
degrees, back to the 12
o’'clock position.

7. Push the lever back into
the plastic cap.

8. Skip to the section on Finishing Up.
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5. Otherwise, follow steps a through e for replacing the
slot cover in the back panel of the Lisa.

The slot covers are designed to block the
electromagnetic field generated by the Lisa. Each
expansion slot opening in the back panel should be
covered by either an expansion card or one of the slot
covers.

a. Locate a slot cover,
stored on the inside
back panel.

Stored slot cover

b. Loosen the screw just
enough to let the
metal plate slide over
the screw head and
out of the retaining
notch. (If you don’t
have a screwdriver, a
coin will work nicely.)
Remove the cover and

retighten the screw. m

¢. Locate and loosen the
screw over the
opening in the back
panel where your
expansion card used
to be.
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1.

. Pull out the metal lever

. Turn the lever clockwise

Installing Expansion Cards

Determine which of the Slot 2

three expansion slots on Slot 1 Slot 3
the lower left of the card
cage will hold the card.

In general, parallel
interface cards should
be installed in slot 2 or 3.
See the documentation
that came with your
expansion card.

extending from the
plastic cap in front of the
card slot.

90 degrees, to the 3
o'clock position.
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d. Slide the metal plate
into the retaining
notch and over the
screw head.

e. Tighten the screw to
secure the slot cover.

6. Return to the expansion
slot. Turn the metal lever
in front of the slot
counterclockwise 90
degrees, back to the 12
o’'clock position.

7. Push the lever back into
the plastic cap.

5

8. Skip to the section on Finishing Up.
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4. Hold the expansion card
by the metal edge, with
the green plastic card
facing right and the
white cover facing left.
insert the bottom of the
green card into the
connector slot and the
top of the green card
into the plastic slot
above the connector.
Slide the card evenly
into the cage as far as
it will go.

5. Turn the metal lever
counterclockwise 80
degrees, back to the 12
o’clock position.

6. Push the lever back into
the plastic cap.

7. A set of slot covers on the Lisa’s back panel blocks the
electromagnetic emissions from inside the cabinet. If
you have just installed a card into a slot that did not
previously contain a card, follow steps a through e for
removing the cover that protects that slot.

Otherwise, skip the lettered instructions and go to
Finishing Up.
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Installing Expansion Cards

1. Determine which of the Slot 2
three expansion slots on Slot 1 Slot 3
the lower left of the card
cage will hold the card.

In general, parallel
interface cards should
be installed in slot 2 or 3.
See the documentation
that came with your
expansion card.

2. Pull out the metal lever
extending from the
plastic cap in front of the
card slot.

3. Turn the lever clockwise
90 degrees, to the 3
o’clock position.
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. On the back panel,

locate the slot cover
for the slot in which
you just installed a
card.

. Loosen the screw at

the top of the metal
plate. (If you don't
have a screwdriver, a
coin will work nicely.)

. Pull the plate over the

screw head and out
from behind the
retaining tab.

. Loosen one of the

three screws in the
middle of the back
panel.
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e 0 e

4. Hold the expansion card

. Turn the metal lever

. Push the lever back into

. A set of slot covers on the Lisa’s back panel blocks the

by the metal edge, with
the green plastic card
facing right and the
white cover facing left.
Insert the bottom of the
green card into the
connector slot and the
top of the green card
into the plastic slot
above the connector.
Slide the card evenly
into the cage as far as
it will go.

counterclockwise 90
degrees, back to the 12
o’'clock position.

the plastic cap.

electromaghetic emissions from inside the cabinet. If
you have just installed a card into a slot that did not
previously contain a card, follow steps a through e for
removing the cover that protects that slot.

Otherwise, skip the lettered instructions and go to
Finishing Up.
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e. Slide the metal plate
behind the retaining
tab and over the
screw head.

f. Tighten both screws.

BN\ N

Finishing Up
1. Replace the back panel, following this procedure:

a. Make sure the metal
prongs attached to
the two screws on the
panel are pointed to
the left.
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a. On the back panel,
locate the slot cover
for the slot in which
you just installed a
card.

b. Loosen the screw at
the top of the metal
plate. (If you don't
have a screwdriver, a
coin will work nicely.)

¢. Pull the plate over the
screw head and out
from behind the
retaining tab.

"

d. Loosen one of the
three screws in the
middle of the back
panel.
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b. Insert the four tabs
along the lower edge
of the back panel into
the slots at the base
of the cabinet.

c. Push the panel flat
against the back of
the cabinet. Turn the
two thumbscrews
clockwise until they
are snug.

2. Reattach any cables that
you removed from the
expansion cards or from
the bottom edge of the
back panel.

3. Connect the power cord |
to the back of the Lisa.
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e. Slide the metal plate

f. Tighten both screws.

behind the retaining
tab and over the
screw head.

WS

a. Make sure the metal

Finishing Up
1. Replace the back panel, following this procedure:

prongs attached to
the two screws on the
panel are pointed to
the left.
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Supply

H38 { .+ + Lisa Owner’'s Guide

Replace Power

. Disconnect the power

Getting Inside
1. If the Lisa is on, turn it off

by pressing the on-off
button. Wait until all
diskettes are released
and the power light is off.

bood

. Turn off all peripheral devices.

cord from the back of
the Lisa. Turn the Lisa so
that the back panel is
facing you.

If they are in the way,
remove any cables that
are attached to the
connectors along the
bottom edge of the back
panel.
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b. Insert the four tabs
along the lower edge
of the back panel into
the slots at the base
of the cabinet.

. Push the panel flat
against the back of
the cabinet. Turn the
two thumbscrews
clockwise until they
are snug.

2. Reattach any cables that
you removed from the
expansion cards or from
the bottom edge of the
back panel.

3. Connect the power cord
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4. Remove any cables
extending from the
expansion cards on the
{eft side of the back
panel.

a. Turn the two
thumbscrews along
the upper edge
counterclockwise until
they won't turn any
turther.

These screws loosen
but do not come free
from the back panel.

b. Pull the panel toward
you slightly and up.
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Replace Power
Supply

H38 |: 2 % Lisa Owner’s Guide

Getting Inside

1.

If the Lisa is on, turn it off
by pressing the on-off
button. Wait until all
diskettes are released
and the power light is off.

Turn off all peripheral devices.

Disconnect the power
cord from the back of
the Lisa. Turn the Lisa so
that the back panel is
facing you.

If they are in the way,
remove any cables that
are attached to the
connectors along the
bottom edge of the back
panel.
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Replacing Power Supply

1. Turn the screw at the
base of the power supply
counterclockwise. The
screw loosens but does
not come free from the
module.

The screw is ioose when

you can feel the pressure
of the spring behind the

sCcrew.

2. Holding the power
supply by the metal tab,
jiggle the module to
loosen it. Pull the
module out of the
cabinet.

3. Orient the new power
supply with the two white
prongs pointed toward
you and the gold fingers
pointed toward the
cabinet. Do not touch
the gold fingers.
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4. Remove any cables
extending from the
expansion cards on the
left side of the back
panel.

a. Turn the twa
~ thumbscrews along
the upper edge
counterclockwise until
they won't turn any
further.

These screws loosen
but do not come free
from the back panel.

b. Pull the panel toward
you slightly and up.
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4. Slide the power supply
into the cabinet.

5. For the last 1/4-inch, the "
module will resist
insertion. Put one thumb
on the bottom and one
on the top of the module,
and jiggle the power
supply inte place. It is in
place when the top of the
power supply is even
with the frame and the
bottom of the power
supply is about 1/4-inch
inside the frame.

6. Push the screw down,
and then turn it
clockwise until it is tight.

Section H
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H41
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Replacing Power Supply

1. Turn the screw at the
base of the power supply
counterclockwise. The
screw loosens but does
not come free from the
module.

The screw is loose when
you can feel the pressure
of the spring behind the

screw.

2. Holding the power
supply by the metal tab,
jiggle the module to
loosen it. Pull the
module out of the
cabinet.

3. Orient the new power
supply with the two white
prongs pointed toward
you and the gold fingers
painted toward the
cabinet. Do not touch
the gold fingers.
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a. Make sure the metal

. Insert the four tabs

. Turn the two

Finishing Up
1. Replace the back panel, foliowing this procedure:

prongs attached to
the two screws on the
panel are pointed to
the left.

along the lower edge
of the back panel into
the slots at the base
of the cabinet.

. Push the panel flat against the back of the cabinet.

If you encounter resistance, check to make sure
that the power supply is pushed as far into the
cabinet as it will go.

thumbscrews
clockwise until they
are snug.
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4. Slide the power supply
into the cabinet.

5. For the last 1/4-inch, the
module will resist
insertion. Put one thumb
on the bottom and one
on the top of the module,
and jiggle the power
supply into place. It is in
place when the top of the
power supply is even
with the frame and the
bottom of the power
supply is about 1/4-inch
inside the frame.

6. Push the screw down,
and then turn it
clockwise until it is tight.
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2. Reattach any cables that
you removed from the
expansion cards or from
the bottom edge of the
back panel.

3. Connect the power cord
to the back of the Lisa.

Install Glare Filter aetting Inside

1. If the Lisa is on, turn it off
by pressing the on-off
button. Wait until all
diskettes are released
and the power light is off. ©
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Finishing Up
1. Replace the back panel, following this procedure:

a. Make sure the metal
prongs attached to
the two screws on the
panel are pointed to
the left.

b. Insert the four tabs
along the lower edge
of the back panel into
the slots at the base
of the cabinet.

¢. Push the panel flat against the back of the cabinet.
If you encounter resistance, check to make sure
that the power supply is pushed as far into the
cabinet as it will go.

d. Turn the two
thumbscrews
clockwise until they
are snug.
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2. Unplug the Lisa at either
the back panel or the
wall outlet.

3. Remove the front panel, following this procedure:

a. Place one finger on
each of the two finger
pads beneath the
front panel.

b. Push the pads up to unlaich the panel.
¢. Pull the panel forward and down.

4. Set the panel on a flat
surface, face down.
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2. Reattach any cables that
you removed from the
expansion cards or from
the bottom edge of the
back panel.

Install Glare Filter Goetting Inside

1. If the Lisa is on, turn it off
by pressing the on-off
button. Wait until all
diskettes are released
and the power light is off.
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Installing Glare Filter

1. Center the glare filter
over the opening inside
the front paneil.

Hold the glare filter
against the clip along the
upper edge of the front
panel, at a 45 degree
angie.

2. While pressing down on
the frame at the upper
clip, rotate the lower
edge until the frame
slides under the upper
clip.

Continue rotating the
screen until it lies flat
against the panel.

3. Push the lower adge of
the frame in until it
clears the lower clip, and
then let it slide into place
behind the clip.

Make sure the filter fits
neatly around the frame
and under the clips.
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2. Unplug the Lisa at either
the back panel or the
wall outlet.

a. Place one finger on
each of the two finger
pads beneath the
front panel.

b. Push the pads up to unlatch the panel.
c. Pull the panel forward and down.

4. Set the panel on a flat
surface, face down.
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Finishing Up
1. Replace the front panel, following this procedure:

a. Hold the panel with
one finger on each
finger pad along the
bottom edge.

b. Insert the upper edge
of the panel behind
the lip of the top
housing on the
cabinet.

c. Pressing the finger
pads up, push the
bottom edge of the
panel against the
cabinet until the panel
¢licks into place.
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Installing Glare Filter

1. Center the glare filter
over the opening inside
the front panel.

Hold the glare filter
against the clip along the
upper edge of the front
panel, at a 45 degree
angle.

2. While pressing down on
the frame at the upper
clip, rotate the lower
edge until the frame
slides under the upper
clip.

Continue rotating the
screen until it lies flat
against the panel.

3. Push the lower edge of
the frame in until it
clears the lower clip, and
then let it slide into place
behind the clip.

Make sure the filter fits
neatly around the frame
and under the clips.
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2. Reconnect the power
cord.

If the front panel is not
securely in place, a
safety interlock switch
prevents you from
turning the Lisa on. If you
cannot turn the system
back on after reinstalling
the front panel, check
that the panel is in place.

Correct installation

incorrect installation
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LI

a. Hold the panel with

. Insert the upper edge

. Pressing the finger

- panel against the

Finishing Up
1. Replace the front panel, following this procedure:

one finger on each
finger pad along the
bottom edge.

of the panel behind
the lip of the top
housing on the
cabinet.

pads up, push the
bottom edge of the

cabinet until the panel
clicks into place.

n
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2. Reconnect the power
cord.

If the front panel is not
securely in place, a
safety interlock switch
prevents you from
turning the Lisa on. If you
cannot turn the system
back on after reinstalling
the front panel, check
that the panel is in place.

Correct installaiion'

Incorrect installation
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Appendix 1
Setup Procedures

1. Find the packing list in the accessories box and check
to be sure that you have everything on the list. If you
don’t, contact your dealer.

2. Unpack the Lisa
following the instructions
printed on the carton.
Set the cabinet on a
hard, flat surface, with 2
inches of clearance on
all sides.

3. Install all peripheral devices:

a. If you have a dot matrix printer, you need a parallel
interface card. If your dealer has not already
installed it, install the card following the instructions
that came with the card. Then set up the printer
following the instructions that came with the printer,
and attach it to either connector on the parallel
interface card.

b. Set up the ProFile following the instructions that
came with the ProFile. Attach it to the connector
labeled Parallel Device on the back of the Lisa.

c. If you have a daisy wheel printer, set it up following
the directions that came with the printer. Attach it to
the connector labeled Serial Device B on the back
of the Lisa.
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Appendix 1
Setup Procedures

1. Find the packing list in the accessories box and check
to be sure that you have everything on the list. If you
don’t, contact your dealer.

2. Unpack the Lisa
foliowing the instructions
printed on the carton.
Set the cabinet on a
hard, flat surface, with 2
inches of clearance on
all sides.

3. Install all peripheral devices:

a. If you have a dot matrix printer, you need a parallel
interface card. If your dealer has not already
installed it, install the card following the instructions
that came with the card. Then set up the printer
following the instructions that came with the printer,
and attach it to either connector on the parallel
interface card.

b. Set up the ProFile following the instructions that
came with the ProFile. Attach it to the connector
labeled Parallel Device on the back of the Lisa.

c. If you have a daisy wheel printer, set it up following
the directions that came with the printer. Attach it to
the connector labeled Serial Device B on the back
of the Lisa.

Section| 1IN
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4. Plug the keyboard cord
into the front of the
cabinet.

5. Plug the mouse cord into
the back of the cabinet.

6. Plug the power cord into the back of the Lisa, and then
into a grounded, 115-volt electrical outlet.

Warning: This equipment is intended to be electrically
grounded. The Lisa is equipped with a 3-wire grounding-
type plug, which is a plug having a third (grounding) pin.
This pin will fit only into a grounding-type AC outlet. If
you are unable to insert the plug into the outlet, contact a
licensed electrician to replace the outlet and, if
necessary, to install a grounding conductor.

12227 Lisa Owner's Guide
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4. Plug the keyboard cord
into the front of the
cabinet.

5. Plug the mouse cord into
the back of the cabinet.

6. Plug the power cord into the back of the Lisa, and then
into a grounded, 115-voit electrical outlet.

Warning: This equipment is intended to be electrically
grounded. The Lisa is equipped with a 3-wire grounding-
type plug, which is a plug having a third {grounding) pin.
This pin will fit only into a grounding-type AC outlet. If
you are unable to insert the plug into the outlet, contact a
licensed electrician to replace the outlet and, if
necessary, to install a grounding conductor.

121227 Lisa Owner's Guide

“L10G284.PICT” 60 KB 2000-12-19 dpi: 72h x 72v pix: 1293h x 1883v
| Source: David T. Craig Page 0371 of 0418 |




Apple Lisa Computer Info : Document # 182 : Lisa 1 Owner's Guide (1983) [RA]

7. Under some lighting
conditions, reflections
can make’'the video
screen hard to read. If
glare is a problem on
your Lisa, install the
glare filter following the
instructions in Section H,
Service, in the Lisa
Owner's Guide.

8. Your dealer should have initialized your ProFile and
loaded it with the Office System software and tools,
using the diskettes stored in the back of the Lisa
Owner's Guide. If your ProFile is still blank, initialize it
and transfer the Office System software and tools,
following the instructions in the Lisa Owner’s Guide,
Section D, Desktop Manager Reference Guide, under
Initialize a Startup ProFile and Install the Tools.

9. Go to Section A, LisaGuide, in the Lisa Owner’s Guide,
to begin learning to use the Lisa.

10. Your dealer should have set your system Preferences,
so that the Lisa will know what devices are connected.
If not, set the device connections, following the
instructions in the Lisa Owner's Guide, Section D,
Desktop Manager Reference Guide, under Set.
Section D includes individual instructions for
connecting a dot matrix printer and a daisy wheel
printer. The device connections for the ProFiie are
automatically set during the intialization and loading
procedures.

11. Read Section A, Getting Started, in any Lisa tool
manual to learn the fundamentals of that tool.

12. Read Section B, Lisa Fundamentals, in the Lisa
Owner’s Guide, for the background information you
need before beginning long-term work on the Lisa.

Safety Precautions To ensure safe and reliable operation:

1. Set up the system on a clean, flat surface, with at least
2 inches of clearance on all sides. Do not try to use the
machine if it is sitting on a soft surface.

Do not let‘papers, books, or anything else block the
flow of air to the vents under the display housing.

Section| .13
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2. Turn off the Lisa by pressing the on-off button once
and unplugging the system before removing the front
or back panel. Note that the on-off button by itself
does NOT cut all power to the system.

3. Keep jewelry, coins, paper clips, and other small items
away from the air vents. Do not insert anything but
diskettes into the disk drive slots.

4. Do not try to service the video unit or the power
supply. You may replace the entire power supply unit,
following the instructions in Section H, Service, in the
Lisa Owner’s Guide, but do not open up the power

supply.

5. When unplugging the system for moving or servicing,
always turn off the system first, and then wait until the
on-off light is out before pulling the plug.

6. If the Lisa starts to smoke or burn, unplug the system
immediately.

14]%2? Lisa Owner's Guide
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Appendix 2
Handling Diskettes

Caring for Diskettes

A floppy diskette is a sensitive, magnetic storage
medium, encased in a protective plastic jacket. Like an
audio tape, it is vulnerable to damage from fingerprints,
dust, scratches, and magnetic charges. To protect the
information stored on your diskettes, foliow these
precautions:

m Handle diskettes by the plastic jacket only. Never
touch the shiny recording surface.

m Store diskettes in their paper sleeves when not in use.
These sleeves are chemically treated to keep out dust.
Insert the diskettes into the sleeve so that both
openings in the plastic jacket are inside the paper
sleeve.

m Keep diskettes away from magnetic fields. Note that a
number of articles common in office environments
emit electromagnetic fields strong enough to erase a
diskette. Avoid leaning diskettes against, for example,
high-intensity desk lamps, electric staplers, electric
clocks, magnetic paper clip holders, or printers.

m Store diskettes between 10 and 52 degrees Celsius (50
and 125 degrees Fahrenheit). Do not leave diskettes on
top of the Lisa or in direct sunlight.

m Do not bend diskettes. Never use paper clips or
staples on diskettes.

s When writing on diskette labels, use a felt-tip pen,
never a pencil or ballpoint pen. When writing over old
labels, prepare the new label while it is still on the
paper backing sheet and then transfer the label to the
diskette.
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Backing Up Diskettes

Because diskettes can be damaged or erased
accidentally — and because they eventually wear out
with use — you should keep backup copies of all
diskettes. For a discussion of backing up diskettes, see
Section B, Lisa Fundamentals, in this manual. For
instructions for backing up diskettes, see the Copy
procedures in Section D, Desktop Manager Reference
Guide, in this manual.
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Startup Test
Sequence

Appendix 3
Automatic Startup Tests

Every time you turn the Lisa on, the system itself runs a
series of tests to verify that startup can proceed. This
appendix describes the tests in the order that they are
run and provides a table explaining the error messages
generated by the tests. A less detailed table of the most
common messages and a discussion of the procedures
for responding to startup test error messages appear in
Section G, Troubleshooting, of this manual.

If everythingﬁis working correctly during startup, the tests
proceed in the following sequence.

ROM Checksum: This test computes a 16-bit checksum
of the entire ROM to check its validity. if the checksum is
successful, the system passes on to the next test.

If the system fails the ROM checksum, the system hangs.
The screen may be blank, or it may display a random
pattern at a very bright contrast level.

MMU Register Test: This is a read/write and address
test of the static RAMs in the memory management unit.
Successful completion is followed by the next test.

An early failure causes the test to repeat indefinitely, with
a blank display on the screen.

If this test reaches its final
stages and then encounters
a failure, the screen
displays the CPU board
icon, with error code 40.

Section| ¢ 22|17
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Memory Sizing: This test determines the amount of
memory in your system, to facilitate further testing. If an
error is found, the error is saved but testing continues. If
memory cannot be accessed at all, the speaker beeps
once with a low tone and the system hangs with a series
of vertical lines on the screen.

Preliminary Memory Test: Next the system tests the
first 2048 bytes of memory, to ensure that some memory
is available for use by the startup ROM. If an error
occurs, the Lisa sounds the speaker twice and then
hangs in a test loop, with a random display on the screen.

Parallel Port VIA Test: This RN
test verifies that the I/0
board can be accessed,
and it does a partial test of
the parallel port. Failure
results in either the 110
board icon, with error code
58, or the CPU board icon,
with error code 41.

If this test proceeds without problems, the Lisa turns the
screen contrast all the way down.

Screen Memory Test: This test facilitates the reporting
of errors that are found during other tests. Errors do not
interrupt the tests but are reported at the end of startup
as a memory failure.

1/0 Board Tests: The contrast is set to midrange, and
the keyboard and mouse connections are checked. If
either the keyboard or the mouse is not connected, the
Lisa alerts you to the situation at the end of the startup
sequence. If those tests proceed normally, a click is
emitted from the speaker. This click tells you that all
tests up to this point have been executed and that the
keyboard is ready to accept alternative startup device
commands. The procedure for giving an alternative
startup command is described in Section D, Desktop
Manager Reference Guide, under Set Startup Device
during Startup.
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From this point, the screen displays a series of icons
showing which test is in progress, as shown in Figure 1.
While a board is being tested, its icon is highlighted on
the screen. As each board passes the tests, the Lisa
displays a check mark over the icon. Usually, the video
screen has not had time to warm up at this point, so you
will rarely see this display.

Z B O ¢

Figure 1. Startup Module Test Display

Errors detected during the following tests are reported
both by a screen message and by a two- or three-note
error tone. A table of error tones appears in Section G,
Troubleshooting, under Startup Symptoms and Error
Meassages, in this manual.

CPU Board Test Completion: The remaining two CPU
board tests partially check the video circuitry and record
wrong parity circuitry. If either test fails, testing is
terminated, and the CPU board icon is displayed with
one of two error codes:

42 — Video logic error
43 — Parity logic error

Memory Tesi: The final memory check is a full read/
write and address check of all RAM not yet tested. The
brief test takes about 30 seconds for a full megabyte of
memory. If you have specified a thorough test in your
startup specifications, the test takes about twice as long.

Errors detected in this test o 7
are displayed at the end of il
the startup sequence. The
memory board icon with
error code 70 indicates ~ -
read/write errors, and the

memory board with error

code 71 indicates parity
errors.

Section| 21119
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170 Board Test
Completion: This test
verifies that the disk
controller is ready, checks
shared memory, and then
disables the disk interrupts
until startup is complete.
Errors are displayed as an
/0 board icon with error
code 57.

The Lisa then tests the
serial port controlier. Errors
are displayed as an |/O
bhoard icon, with error code
55 for port A errors and
with error code 56 for port
B errors.

After these tests, the speaker emits a double click and
the Lisa scans the keyboard for any keystrokes entered
since the first click. The Lisa then reads the clock/
calendar and saves the time and date information for
later use.

Errors in reading the
keyboard or the clock are
displayed as an |/O board
icon, with error code 52 for
the I/0 board COPS, which
controls the keyboard and
mouse interface, or with
error code 54 for the clock/
calendar.

Expansion Slot Configuration Check: Finally, the
system scans each expansion slot to see if a card is
present. The results are stored for future use, but are not
compared with the information in parameter memory.

If this check uncovers a K
bootable device in any slot, Fo
the Lisa scans the required
ROM on the card to ensure ¥
that it can be read properly.
An error here is displayed
as an expansion card icon,
with error code 92,
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Startup Error Each startup error message can consist of three parts:

Messages and m An icon representing the module that caused the
Topes problem.

m A numeric code indicating what kind of problem it is.

m A one-, two-, or three-note error tone indicating either
which module caused the problem or what kind of
problem it is.

Some of the error messages indicate a physical problem
with the Lisa; others indicate a problem with the system
setup. In general, the presence of an icon with or without
a numeric code means that the module represented by
the icon should be checked or replaced. For
recommended troubleshooting procedures, see Section
G, Troubleshooting. For module replacement
procedures, see Section H, Service.

The meanings of the numeric codes are summarized
in Table 1. The meanings of the error tones are
summarized in Section G, Troubleshooting, under
Startup Symptoms and Error Messages.
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Table 1. Startup Error Messages

lcon Code Meaning

Disk drive 7 No diskette in startup drive.

22 Unable to clamp diskette.
23 Unable to read diskette.

25 Unable to unclamp diskette.
38 No startup file on diskette.
39 Disk controller timeout.

40 MMU errar.

41 CPU selection logic error.
42 Video circuitry error.

43 Parity circuitry error,

44 Unexpected NMI interrupt.
45 Bus error.

46 Address error.

47 Other unexpected exception.
48 lllegal instruction error.

49 Line 1010 or 1111 trap.

nz2|, .. Lisa Cwner's Guide
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Tabie 1. Startup Error Messages, continued

lcon Code

Meaning

/0 board 50
s : 51
52
53
54
55
56
57
58
59
60

COPS VIA error.

Parallel port VIA error.
I/0 board COPS error.
Keyboard COPS error.
Clock error.

RS232 port A error.
RS232 port B error.
Diskette controller error.

/O board access error.

/0 board COPS code error.

I/ or keyboard error.

board 70
" g 71

Memory read/write error.

Memory parity error.

Section |
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Table 1. Startup Error Messages, continued

lcon Code Meaning

Startup

device 75 Startup failure; startup file
on disk probably bad.

||- Y [ '

ProFile 80 ProFile not attached to paraliel
port.
L7 e .
N 81 ProFile not ready.
% a 82 Bad response from ProFile.
(=E p
T B3 Nonzero status bytes returned
o VL .
from ProFile.
84 Ihvalid boot file on ProFile.
85 ProFile timeout.
Expansion
card 90 No expansion card installed.
K 2 91 Expansion card not bootable.
g2 Bad ROM checksum on

expansion card.

93 Bad status returned from
expansion card.
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Appendix 4
On-Off Procedures

The single button that turns the Lisa on and off is a
“soft’” power button. It does not directly control power to
the computer. When you press the button to turn the Lisa
on, you are bringing the system up from a standby
condition to a fully active state. When you press it to turn
the Lisa off, you are triggering a series of verification and
storage procedures that eventually return the system to
standby status. This appendix summarizes the on-off
procedures, including the Environments window, which
may appear if you occasionally use any software other
than the Lisa Office System.

Standby Status As long as the Lisa is plugged in, it draws a small amount
of current, which it uses to keep the clock/calendar up to
date and to remember your Preferences. A battery inside
the Lisa can power the clock and a small amount of
system memory — known as parameter memory — for
up to 10 hours so that you can move and service the
machine without resetting all system information. When
you must unplug the Lisa, push the on-off button and
wait for the light to go out before removing the plug from
the wall outlet. When you have finished moving or
servicing the Lisa, plug the Lisa back in as soon as
possible, even if you do not need to turn it on

immediately.
Turning On When you press the on-off button to bring the Lisa up
the Lisa from the standby condition to an active state, the

computer runs a series of self-tests to verify that startup
is possible. These tests and related error messages are
described in Appendix 3, Automatic Startup Tests, and
in Section G, Troubleshooting, under Startup Symptoms
and Error Messages, in this manual.
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Each time you turn the Lisa on, the system must read a
collection of startup instructions. For a discussion of
these startup instructions, see Section B, Lisa
Fundamentals, in this manual.

Unless you specify otherwise, the Lisa looks for the
startup instructions on a ProFile attached to the built-in
parallel connector on the back of the Lisa. Instructions
for specifying another startup device appear in Section
D, Desktop Manager Reference Guide, under Set Startup
Specifications, in this manual, and in the System
Manager section of the Workshop User’s Guide for the
Lisa.

You can also specify the startup device while turning the
system on. This procedure is described in Section D,
Desktop Manager Reference Guide, under Set Startup
Device during Startup.

Whenever you turn on a ProFile, the ProFile goes through
a series of self-tests for about a minute. During this time,
the ready light on the right-hand side of the ProFile is
flickering. To ensure that a signal from the Lisa does not
interrupt the ProFile self-tests, always wait until the
ready light on the ProFile has stabilized before turning on
the Lisa.

Environments If your startup ProFile contains any software other than

Window the Lisa Office System, you may encounter a screen
something like the one shown in Figure 1 when you start
up the Lisa.

Environsents

Pouwer Off

|:| Office Systenm Set Default
B Horkshop

k

Mo Befault

Start

[

Figure 1. Environments Window
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This display, known as the Environments window, allows
you to specify which software you want to use. To start up
the Lisa Office System, click Office System, and then
click Start.

You can specify a default environment, which causes the
Lisa to bring up that environment every time you turn on
the system. If, for example, you always want {0 use the
Lisa Office System:

P Click Office System. .R Office Susten
|:| Morkshop

P Click Set Default. m

-

L No Default J

N

P Click Start. y
[ et Default J

[ Mo Default ]

If you normally want the Lisa to start up a different
software environment, see the manual that came with
that software.

Section | 5. 1117
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Turning Off
the Lisa

118 |5 % ¢ Lisa Owner's Guide

Once you have set the default, you will never see the
Environments window unless you specifically request it.
To call up the Environments window from the Lisa Office
System, hold down the (&) key while pressing the on-off
button. To call up the Envircnments window during

system startup, press any key except after you
hear the double click from the cabinet.

When you are using the Lisa Office System, pushing the
on-off button once to turn the Lisa off does not instantly
shut down the machine. instead, it triggers a series of
verification and storage procedures.

The point of this complex power-down procedure is that
the next time you turn the Lisa on, the computer can
reconstruct the desktop exactly as you left it. During the
next startup, the Lisa checks all on-line storage devices
and puts all documents that were on the desktop back on
the desktop again. The power-down procedure may take
several minutes.

First, the Lisa saves the ‘“‘desktop state” of each
document on the desktop. The desktop state includes
the size and location of the document display, all
changes to the document since it was last saved, and the
current selection or insertion point. Except for LisalList
and ListWrite documents, the disk copy of the document
itself is not updated. As the desktop state of each
document is stored, the document disappears from the
screen.

If there is not enough room on a disk to record the
desktop states for all of the documents pulled from that
disk, the Lisa terminates the power-down procedure. You
can then make more room on the disk in two ways:

m Put away some of the documents yourself so that the
Lisa does not have to keep two versions.
m Remove some old documents from the disk so that

there is enough space for all the documents on the
desktop.

When the desktop states of all of the resident documents
on a diskette are stored, the diskette is released from its
disk drive. When the desktop is clear, the screen goes
blank, and the power light goes out.
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Appendix 5

Hardware Specifications

Size and Shape

Cabinet

Height: 350 mm {13.8 in.)
Depth: 388 mm (15.2 in.)
Width: 475 mm (18.7 in.)
Weight: 22 kg (48 |bs.)

Cord length: 1.8 m (6 ft.)

Keyboard

Height: 68 mm (2.7 in.)

Depth: 165 mm (6.5 in.)

Width: 475 mm (18.7 in.)

Weight: 18 kg (4 |bs.)

Cord length: 1.2 m (4 ft.) safe extension

Mouse

Height: 38 mm (1.5 in.)
Depth: 94 mm (3.7 in.)
Width: 62 mm (2.4 in.)
Cord length: 1.2 m (4 ft)

ProFile

Height: 106 mm (4.2 in.)
Depth: 228 mm (8.6 in.)

Width: 434 mm (17.2 in.)
Cord length: 1.8 m {6 ft.)

Section! {55119
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Power Levels European/Asian Systems

Voltage: 180 to 260 V.AC
Cycles: 48 to 68 Hz

United States Systems

Voltage: 80 to 130 V.AC
Cycles: 48 to 68 Hz

Temperature Storage: -22° C to 65° C (-8° F to 149° F)
Ranges Operation: 5° C to 40° C (40° F to 104° F)

Humidity Ranges Storage: 5% to 95% noncondensing
Operation: 10% to 80% noncondensing

Capacity Internal memory sizes: 1/2 Megabyte, 1 Megabyte
Built-in drives: 871 Kilobytes (formatted) each
ProFile: 4.98 Megabytes (formatted)

Video Screen dimensions: 30 cm diagonal (15 cm by 22 cm active)
12 in. diagonal (6 in. by 8.5 in. active)
Resolution: 364 lines by 720 dots per line
Screen refresh rate: 60 Hz
Horizontal line rate: 22,900 Hz
Dot rate: 20 MHz

Compatibilities Format: Standard ASCI! plus additional Apple characters
Recommended printers: Apple dot matrix and
Apple daisy wheel

LI
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Keyboard
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Figure 1. US Keyboard Layout
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UK Keybhoard Layout
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Figure 2. UK Keyboard Layout
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Radio and
Television
Interference

L e

The Lisa generates and uses radio frequency energy. If
the Lisa is not installed and used properly (that is, in
strict accordance with the instructions in this manual), it
may cause interference to radio and television reception.

This equipment has been tested and complies with the
limits for a Class B computing device in accordance with
the specifications in Subpart J of Part 15 of FCC rules.
These rules are designed to provide reasonable
protection against such interference in a residential
installation. However, there is no guarantee that the
interference will not occur in a particular installation,
especially if a “rabbit ear’” TV antenna is used. (A rabhit
ear antenna is the telescoping rod antenna usually
contained on TV receivers.)

You can determine whether your computer is causing
interference by turning it off. If the interference stops, it
was probably caused by the computer or its peripherals.
To further isolate the problem:

® Disconnect the peripheral devices and their 1/0 cables
one at a time. If the interference stops, it is caused by
either the peripheral or its I/0 cable. These devices
usually require shielded 1/0 cables. For Apple
peripherals, you can obtain the proper shielded cable
from your dealer. For non-Apple peripherals, contact
the manufacturer or your dealer for assistance.

If your computer does cause interference to radio or
television reception, you can try to correct the
interference by using one or more of the following
measures:

® Turn the TV or radio antenna until the interference
stops.

® Move the computer to one side or the other of the TV
or radio.
m Move the computer farther away from the TV or radio.

m Plug the computer into an outlet that is on a different
circuit from the TV or radio. That is, make certain the
computer and the TV or radio are on circuits controlled
by different circuit breakers or fuses.

m Consider installing a rooftop TV antenna with coaxial
cable lead-in between the antenna and the TV.

Section | ' tit23
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If necessary, you shouid consult your dealer or an
experienced radio/television technician for additional
suggestions. You may find helpful the following booklet,
prepared by the Federal Communications Commission:
How to Identify and Resolve Radio-TV Interference
Problems. This booklet is available from the U.S.
Government Printing Office, Washington, D.C. 20402,
Stock Number 004-000-003454.
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Appendix 6
Office System
Error Messages

This appendix contains a series of discussions covering
the error messages generated by the Lisa Office System.
The discussions are grouped into four general
categories, with specific entries under each major
heading. If you have encountered an error message, go
to the specific entry mentioned in that message. If you
think you may have a physical problem with your system,
refer to Section G, Troubleshooting, in this manual.

Disk Problems

126 Insufficient Room on Disk
{26 Damaged Disk

127 Difficulty Accessing Disk
27 Disk Drive Problems

Document Problems

28 Damaged Document
i28 Difficuity Opening Document
29 Difficulty Saving Document

Tool Problems

129 Tool Failure
I30 Difficulty Starting Tool
130 Incompatible Version

System Problems

130 Insufficient Memory
131 System Restart

132 Desktop State

132 Difficulty Printing

Section!| %125

Appendixes o = »
“L10G317.PICT” 46 KB 2000-12-19 dpi: 72h x 72v pix: 921h x 1893v
| Source: David T. Craig Page 0394 of 0418 |




Apple Lisa Computer Info : Document # 182 : Lisa 1 Owner's Guide (1983) [RA]

Disk Problems Insufficient Room on Disk

Many common desktop operations — opening or saving
documents, for example — require a certain amount of

free disk space. When your disks become crowded, you

c¢an make more room in several ways:

m Discard obsolete documents by moving their icons to
the Wastebasket. The last thing you discard from a
disk stays in the Wastebasket — and on the storage
disk — until something else from the same disk is also
discarded. Sometimes the Lisa will destroy objects in
the Wastebasket if it needs the disk space. Usually,
however, the space occupied by an object is not
actually reclaimed until you have thrown away another
object from the same disk. Therefore, if you are
discarding a group of documents in order to make
more room on the disk, you must discard something
else afterward. To reclaim as much room as possible,
first discard all obsolete documents, and then discard
an empty folder.

m Move some objects to a different storage disk. Do not
duplicate the objects and move the duplicates,
because that will not remove the copy from the original
disk. ’

m If you are using Lisalist, select Show Entire List from
the List menu.

m Repair the disk, following the procedures in Section D,
Desktop Manager Reference Guide, in this manual,
under either Repair a Storage Disk or Repair a Startup
ProFile. During the repair process, the Lisa reclaims
any disk space that may have been lost during
previous software failures or power iosses.

Conversely, you can move the document itself to another
disk before trying to work with it.

m If, after you have made more space on the disk that
holds the document, the Lisa still says there is not
enough room on the disk, verify that there is also space
availabte on the startup disk.

Damaged Disk

The Lisa may tell you that one of your disks is
“‘damaged.” This could mean either that some of the
information stored on the disk has been altered or that
the disk itself is physically damaged.

126 |, & » Lisa Owner's Guide
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m First, repair the disk following the procedures in
Section D, Desktop Manager Reference Guide, under
either Repair a Storage Disk or Repair a Startup
ProFile. The repair process verifies that all information
on the disk is usable and that the record of where
things are stored on the disk surface matches the
actual contents of the disk. Unreadable information
may be aitered or removed; the names of some
documents may change.

m If the Lisa is unable to repair the disk, there is probably
a physical problem with either the disk or the disk
drive. If the disk in question is a floppy diskette, try
inserting it in another disk drive or another Lisa. If the
other drive or other machine has no trouble with the
disk, run the LisaTest diagnostic on the first disk drive.
Instructions for using the LisaTest diskette appear in
Section G, Troubleshooting, under LisaTest, in this
manual. If tha other drive or machine cannot read the
diskette either, then the diskette may have suffered
physical damage. Erase the diskette and use a backup
copy.

Ditficulty Accessing Disk

m First, try restarting the system: put away all open
documents, and then turn the Lisa off and back on
again. When the desktop returns, try again to access
the disk.

If this procedure works, your system was probably in a
temporary error condition caused by the interaction of
different tools and documents.

m If restarting the system doesn't solve the problem, the
most likely cause is a damaged document, disk, or
tool. If you are trying to access a document, see
Damaged Document, below. If that discussion does not
address your problem, see Damaged Disk, above, and
then, as a last resort, Tool Failure and Disk Drive
Problems, below.

Disk Drive Problems

Sometimes a mechanical failure in a disk drive results in
errors that appear to come from your documents or
disks. You can verify that the drive in question is working
properly by running the LisaTest diagnostic. Instructions
for using the LisaTest diskette, which is stored on the
inside front cover of this manual, are in Section G,
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Document
Problems

128 |2 2 Lisa Owner's Guide

Troubleshooting, under LisaTest, in this manual. If the
tests indicate that the disk drive is not working properly,
you should repair any disks that were used in that drive,
following the procedures in Section D, Desktop Manager
Reference Guide, under Repair a Storage Disk, in this
manual. If your startup device is not working properly,
you should have it repaired or replaced before
proceeding.

Damaged Document

A document can be damaged in a number of ways. The
disk on which the document is stored could be wearing
out, for example, or the document may have been
damaged during a power failure. Sometimes a software
failure leaves a document unreadable.

m First, restart the system if you have not already done
s0. Put away all documents, and then turn the Lisa off
and on again. Try again to open the document.

a1 If the document still won't open, try to duplicate the
document and put the duplicate on a different disk. If
this works, the original disk is probably not damaged.
Try to open the copy. If the Lisa reports that the copy is
also damaged, the document itself probably contains
some inconsistent or unreadable information. If you
are using Lisal.ist, repair the document with the
Lisalist repair facility.

m If you cannot make a duplicate of the document, try to
make a copy of the entire disk. Whether or not the
copy procedure works, repair the original disk,
foilowing the instructions in Section D, Desktop
Manager Reference Guide, under Repair a Storage
Disk or Repair a Startup ProFile, in this manual. If you
are using LisaList, you will probably have to repeat the
LisaList repair procedure. Be sure to make a new
backup of the list first.

m If the document is still damaged after the disk is

repaired, discard the document and replace it with a
backup copy.

Ditficulty Opening Document

m Check the status panel of the document’s storage disk
to see how much free space is left on the disk. If the
number of free blocks is approaching 200 or less, see
tnsufficient Room on Disk, above.

“L10G320.PICT” 85 KB 2000-12-19 dpi: 72h x 72v pix: 1308h x 1856v

| Source: David T. Craig

Page 0397 of 0418 |




Apple Lisa Computer Info : Document # 182 : Lisa 1 Owner's Guide (1983) [RA]

m If the disk contains adequate free space, your
document or the tool used to create it could be
damaged. See Damaged Document, above, and Tool
Failure, below.

Difficulty Saving Document

m Check the status panel of the document’s storage disk
to see how much free space is left on the disk. If you
have saved an earlier version of the document, change
the disk display to an alphabetical view, and see how
many blocks the document required in its earlier
version. Estimate how much space the document now
needs, on the basis of whether you have added or
removed information. If there is inadequate space
available, see Insufficient Room on Disk, above.

m If disk space is not the problem, or if you do not want
to remove anything to make room on the storage disk,
you may be able to save the document by setting it
aside and then moving it to another disk. You may not
be able to use this technique, since some tools will not
let you move a document that has not been put away.

Difficulty saving a document could also indicate a
damaged document. See Damaged Document, above.

Tool Problems Tool Failure

m Before you conclude that a tool is actually damaged,
restart the system and try to repeat the failure. To
restart the system, put away all documents, and then
turn the Lisa off and on again. If the procedure works
after a restart, the system was probably in a temporary
error condition caused by the interaction of various
tools and documents.

m |f the tool still fails, discard the working copy from your
ProFile and replace it with a duplicate of the master
tool. If your dealer set up your startup ProFile, the
working copies of all tools are stored in the folder
labeled Tools on your startup ProFile. A diskette
containing the master tool is stored in the manual that
comes with each tool.
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The calculator, the clock, the Preferences, and some of
the printing routines are all part of the system
software. If raplacing the tool doesn’t work, or if the
problem was with this software in the first place,
reinstall the systam software on your startup ProFile.
Instructions for reinstalling system software appear in
Section D, Desktop Manager Reference Guide, under
Reinstall System Software, in this manual.

Difficulty Starting Tool

m Check the status panel in the window of the disk that
holds the tool and, if it is different, in the window of
your startup device. If the number of free blocks is
approaching 200 or less, see Insufficient Room on
Disk, above.

m If disk space is not the problem, see Tool Failure,
above.

Incompatible Version

From time 1o time, Apple releases updated versions of
the Lisa software. If you buy an additional Lisa system
more than six months after you bought your first Lisa
system, the computers may come with different versions
of the software. {If you have a support agreement, you
will always have the most recent updates of all software.)

Old documents are usually compatible with new revisions
of the tools. New documents, however, many not be
compatible with old versions of the tools; and once you
have worked on an old document with a more recent
version of the tool, you may no longer be able to work on
that document with the old tool. If the Lisa cannot work
on a document because the tool and the document are
incompatible, take the document to a Lisa that has a
more recent revision of the tool. To find out the release
date of a tool, display an alphabetical or chronological
view of the folder in which the tool is stored.

-éystem Problems
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Insufficient Memory

Insufficient room In memory usually means either that
too many documents are open on the desktop or that the
document you are actually working on has gotten too big.
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m First, put away all documents that you are not currently
working on, especially if the documents were created
with a different tool from the one you are using.

m If the Lisa still can not perform the task, restart the
system: put away all documents, and turn the Lisa off
and on again. Then open only the document you want
to work on, and try the operation again.

& If you are using Lisalist, try changing to a larger font or
shrinking the document window.

m If none of these techniques works, then your document

is probably too big. Split it into two smaller documents,
if possible.

System Restart

Sometimes the Lisa Office System encounters an error
condition that it cannot handle. In this case, the Lisa
shuts down the desktop and starts over. If possible, any
open documents are suspended in their current states so
that you can continue where you left off after the system
restart.

if the problem recurs, either your software or your
hardware may be damaged.

m Use the LisaTest diskette to run a complete systermn
check. The diskette is stored on the inside front cover
of this manual, and instructions for using it appear in
Section G, Troubleshooting, under LisaTest, in this
manual.

m If you have no hardware problems, try reinstalling your
system software and replacing the working copies of
the tools you were using when the restart occurred.
Instructions for reinstalling system software appear in
Section D, Desktop Manager Reference Guide, under
Reinstall System Software. if your dealer loaded your
startup ProFile, the working copies of all tools are
stored in the folder labeled Tools. A diskette
containing the master copy of the tool is stored in the
manual that comes with each tool.
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Desktop State

When you are using the Lisa Office System, pressing one
of the disk-release buttons triggers a series of storage
procedures. Before ejecting the diskette, the computer
records the “desktop state'’ of the diskette. The desktop
state includes a list of all documents from that disk that
are currently on the desktop, the size and location of any
open windows, all changes to the documents since they
were last saved, and the current selection or insertion
point in each open document.

When you turn off the Lisa, the computer goes through
the same set of storage procedures for all disks.

m If the Lisa is unable to save the desktop state for a
disk, check the status panel of the disk to see how
much space is available. If you have several open
documents and not much disk space left, see
Insufficient Room on Disk, above, for suggestions for
making more room on the disk. Alternatively, you can
put away some of the documents yourself, so that the
Lisa has less desktop state information to record.

m If disk space is not the problem, you may have a faulty
disk drive. See Disk Drive Problems, above.

During a sudden power loss or an unexpected software
failure, the normal power-down and disk-release
procedures described above do not occur. The disks are
left in an in-between state, which requires repair. See
Section D, Desktop Manager Reference Guide, under
Repair, in this manual.

Usually, losing the desktop state is not a problem. Simply
open the disks yourself, and then open any documents
you want to work on. However, you may have lost any
work you have done since last saving your documents.

Difficulty Printing

The Lisa can have difficulty printing a document for a
number of reasons, from simple mechanical problems to
software failures.

m First, verify that the printer is turned on and that all
connections are secure. See Section G,
Troubleshooting, in this manual, for a checklist of
possible mechanical problems.
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m if your system setup checks out, the Lisa may have
insufficient room in memory or insufficient free space
on the startup disk. See Insufficient Memory and
Insufficient Room on Disk, above.

m If none of these strategies solves the problem, either
the tool you were using or your system software may
have failed. See Tool Failure, above.
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Index

A

Active and inactive windows, B20
Adding machine, E13
Alphabetical view, D43
Alternative keyboard, C3

Apple key, D9, D11

Automatic startup tests, 17

B

Back up, B4
Diskette, D8
Document, D12
LisaTest, G28
ProFile, D14

Backup, incremental, D16

Blocks, D44

Boot, see Start up

Boot ROM, G18, |7

Brightness, C14, D77

Burn-in, C8

C

Cabinet, C7
Cleaning, F10
interlock switches, G6
Opening front of, H3
Opening back of, H10
Calculator, B18, E2
Adding machine, E13
Four function calculator, E3
lcon on deskiop, B12
Menus, E20
Reverse Polish calculator, E8
Transaction tape, E2
With other tools, B24
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Cancel changes, D29
Caps lock key, C3
Card, installing or removing expansion, H28
Change
Name, D46
Storage location, D26
Changes-only backup, D16
Check disk, D57
Choose menu item, B21
Chronological view, D43
Clean
Cabinet, F10
Giare filter, F2
Mouse, F7
Screen, F2
Click mouse button, 820, B23
Clipboard, B17
Icon on desktop, B13
Clock/calendar, B6, B17
lcon on desktop, B12
Setting, D64
Configuration, system, B6, D69
Connectors, C12, D70, D72
Contrast, C8, C14, D77
Convenience settings, D65
Screen brightness and contrast, D77
Controls, screen, C13
Copy
Contents of disk, D6
Diskette, D8
Document, folder, stationery pad, or tool, D11
LisaTest diskette, G28
ProFile, D14
Tool, D7, D38
CPU board, replacing, H10
Crash, repairing disks after, D57
Create new document or folder, D18
Customize stationery, D20
Cut and paste between documents, B24

D

Daisy wheel printer
Attaching, D71
Paper, D73
Troubleshooting, G11

Damaged disk, 126
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Damaged document, 128
Damaged startup device, D53
Dark screen, C8, D78
Troubleshooting, G8
Date, setting, D64
Delete file, see Discard
Deselect icon, B20
Desktop, B10, B25, D43
Desktop management, B9
Desktop state, B8, 118, 132
Device connections, D69
Daisy wheel printer, D71
Dot matrix printer, D74
Different documents, cutting and pasting between, B24
Difficulty accessing disk, 127
Difficulty printing, 132
Difficulty starting tool, 130
Dim screen, C8, D78, G8
Discard
Document, folder, stationery pad, or tool, D24
Object, B16
Disk, see also Diskette and ProFile
Backing up, B4, D8, D14
Changing display of, D42
Damaged, 126
Difficuity accessing, 127
Displaying contents of, D44
Erasing, D32
Initializing, B3
Initializing diskette, D33
Initializing startup ProFile, D34
Initializing storage ProFile, D39
Organizing, B15
Reinitializing, D32
Repairing, D53, D56, D57
Status panel, B14
Troubleshooting, 126
Disk drive, B3
Built-in, C9
ProFile, C6
Retrieving trapped diskettes, G18
Troubleshooting, 127
Disk initialization, B3
Disk problems, 126
Disk-release button, C10
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Diskette, B3, C9, see also Disk
Caring for, 15
Copying, D6, P8
Icon on desktop, B11, B14
Initiatizing, D33
Inserting and removing, C8
Retrieving, G18
Display
Contents of disk or folder, D44
Document, D27
Document, B15
Backing up, B5
Damaged, 128
Difficulty opening or saving, 128
Discarding, B16, D24
Filing, B23, D26
Icon on desktop, B12
Naming, D46
Opening, D27
Refiling, D28
Retrieving, D27
Saving, B22, D30
Starting, D18
Documents, cutting and pasting between, B24
Dot matrix printer
Attaching, D74
Paper, D75, D76
Troubleshooting, G12
Double-click delay, D67
Duplicate
Diskettes, D8
Document, folder, stationery pad, or tool, D11
LisaTest diskette, G28

E

Environments window, B3, G25, 116
Erase disk, D32
Error codes, table, G19, [12
Error messages
Office System, 125
Recovering from, G22
Startup, G2, G19, 17, 112
Error tones, table, G19
Expansion card, removing and installing, H28
Expansion slots, C13
External devices, B6, C12
Attaching, D70

J4 (1.4 Lisa Owner's Guide

“L10G330.PICT” 47 KB 2000-12-19 dpi: 72h x 72v pix: 1206h x 1874v

| Source: David T. Craig Page 0407 of 0418 |




Apple Lisa Computer Info : Document # 182 : Lisa 1 Owner's Guide (1983) [RA]

F

Fanfold paper, D73, D75
File object, B23, D26
Floppy disk, see Diskette
Focus, C14
Folder, B15
Changing display of, D42
Displaying contents of, D44
lcon on desktop, B11
Refiling, D28
Starting, D18
Four function calculator, E3
Fuli backup of ProFile, D16

G

Glare filter, C8
Cleaning, F2
installing, H43

H

Hard disk, see ProFile
Hardwara specifications, 119

!

I/0 board, replacing, H10
icon, B10
Closing icon, B23
Desktop icon table, B11
Error icon table, G19, 112
Opening icon, B22, B23
Selecting icon, B20
Startup error icon table, 112
Title bar icon, B23
Incompatible version of tool, 130
incremental backup of ProFile, D16
Initialize, B3
Diskette, D33
Startup ProFile, D34
Storage ProFile, D39
Install
Expansion card, H28
Glare filter, H43
Software update, D50
Tools during initialization, D34
Tools on initialized ProFile, D6
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Insufficient memaory, 130
Insufficient room on disk, 126

Interface card, installing or removing, H28

Interference, C15, 123

K
Keys
Apple, D8, D11
Option, C4, D48
Repeating, C4, D67
Keyboard, C3
Layout, 121
Option, C4
Troubleshooting, G11
Keypad, numeric, C5

L

Lisa tools, compatibility, B24
LisaTest, G1, G26
Backing up, B5, G28

M

Maintenance schedule, F1
Make stationery pad, D20
Mechanical feed, D73
Memory boards, replacing, H10
Memory, parameter, 86, C11
Memory test, D83
Menu item, choosing, B21
Mouse, C6

Cleaning, F7

Clicking button, B20, B23

Double-click delay, D67

Replacing ball, F7

Troubleshooting, G10
Move

lcon, B22, D26

Window, B25

N

Name object, D46
New document or folder, D18
Numeric keypad, C5
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o

Office System software, B2
Office System 1, D53, D59
Office System 1 and 2, B2, D34, D50

On-off button, B7, C10, 115

On-off procedures, B7, 115
Troubleshooting, G2
Turning off the Lisa, 118

Open
Document, D27
lcon, B22, B23

Option keyboard, C4

Option keys, C3, D48

P

Paper size
Daisy wheel printer, D73
Dot matrix printer, D76
Paper type
Daisy wheel printer, D73
Dot matrix printer, D75
Parallel connector, C12, D70
Parallel interface card, installing or removing, H28
Parameter memory, B6, C11
Paste betwsen documents, B24
Peripherals, B6, C12
Attaching, D70
Installing parallel interface card, H28
Printers, D71
ProFile, see ProFile
Pictorial view, D43
Ports, C12
Power, C10
Soft power button, 115
Specifications, 120
Troubleshooting, G2
Power cord, C11
Power interruption, B8, C7
Repairing disks after, D57
Power supply, C7
Replacing, H38
Troubleshooting, G6
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Preferences, B6, B18
Convenience settings, D65, D77
Device connections, D69
For daisy wheel printer, D71
For dot matrix printer, D74
Icon on desktop, B13
Startup specifications, D82
Print screen dispiay, D48, D75
Print wheel, D73
Printer
Connecting, D70
Daisy wheel, D71
Dot matrix, D74
Paper, D73, D75
Troubleshooting, G11, G12
ProFile, B3, C6
Backing up, B5, D14
lcon on desktop, B11, B14
Incremental backup, D16
Initializing as startup device, B2, D34
Initializing as storage device, D39
Installing tools, D6, D34
Repairing as startup device, D53
Repairing as storage disk, D56
Restoring from backup diskettes, D59
Updating system software, D50

Q

Quick reference, C5

R

Radio and television interference, C15, 123
Recycle disk, D32
Reference cards, C5
Refile document of folder, D28
Reinitialize disk, D32
Reinstall system software, D50, D55
Remove expansion card, H28
Rename object, D46
Repair
Disk after system failure, D57
Startup ProFile, D53
Storage disk, D56
System software, D50
Repeating keys, C4, D67
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Replace
Card cage, H20
Disk drives, H3
170, CPU, or memory board, H10
Mouse ball, F7
Power supply, H38
Reset, C11, G9
Restart, 131
Restore ProFile from backup diskettes, D59, D62
Retrieve
Discarded object, D24
Filed document, D27
Trapped diskette, G18
Reverse Polish calculator, E8
Revert to previous version, D29
RFi, 123

S

Safety precautions, I3
Save and continue, B22, D30
Save and put away, B22, D28
Save document, B22, D30
Screen, C7, C13
Brightness, C14, D77
Cleaning, F2
Contrast, C8, C14, D77
Dimming, C8, D78, G8
Focus, C14
Glare, CB
Installing glare filter, H43
Printing screen display, D48, D75
Specifications, 120
Troubleshooting, G7, G8 G21
Screen controls, C13
Select icon, B20
Serial connectors, C12, D70, D72
Service
Installing or removing expansion cards, H28
Installing glare filter, H43
Replacing I/0, CPU, or memory boards, H10
Replacing card cage, H20
Replacing disk drives, H3
Replacing or cleaning mouse ball, F7
Replacing power supply, H38
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Set
Clock/calendar, D64
Conveniance settings, D65
Device connections, D69
Screen brightness and contrast, D77
Startup specifications, D82
Set aside, B22
Set aside everything, B26
Setup procedures, I
Shadow, B18
lcon on desktop, B13
Shortcuts, B23
Show tape, E2
Single sheet, D73, D75
Software, definition, B2
Space available on disk, D44
Speaker volume, D66
Specifications
Hardware, 119
Startup, B7, D82
Video, 120
Stack, E9
Start new document or folder, D18
Start up, B2
Automatic startup tests, G18, I7
Environments window, 116
Error message table, G19, |12
Error tones, G18
On-off button, 15
Startup menu, D80, G23
Troubleshooting, G13, G14, G16
Startup device, B2
Default, D81
Initializing, D34
Repairing, D53
Setting, D82
Specifying during startup, D80
Troubleshooting, G13, G14, G16
Updating, D50
Startup error messages, G2, 17
Responding to, G22
Table, G19, |12
Startup from, G23
Startup instructions, B2, B5
Startup menu, D80, G23
Startup specifications, 87, D82
Startup tests, G18, |7
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Stationery, tearing off, B23, D18
Stationery pad, B16

Copying, D11

Creating, D20

Discarding, D24

lcon on desktop, B12

Using, D18
Status panel, B14, D44
Storage location, D26
Straighten up icons, B26, D43
Support agreement, C5
System configuration, B6, D69
System failure, repairing disks after, D57
System parts, C2
System reset, G9
System restart, 131
System setup, |1
System software, B2

Errors, G24

Reinstalling, D50, D55

Repairing or updating, D50

T

Tear off stationery, B23, D18
Tests
LisaTest, G1, G26
Memory test, D82
Throw away object, D24
Time, setting, D64
Title bar icon, B23
Tones
Error tone table, G19
Setting volume, D66
Tool, B4, B15
Backing up, B5
Compatibility, B24
Copies of, D7, D38
Failure of, 129
Icon on desktop, B12
Incompatible version of, 130
Installing, B4
Installing during initialization, D34
Installing on previously initialized ProFile, D6
Transaction tape, E2
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Troubleshooting, G1
Daisy wheel printer, G11
Dark screen, G8
Disk drives, 127
Disks, 126
Dot matrix printer, G12
Environments window, G25
Insufficient memory, 130
Keyboard, G11
Mouse, G10
Power problems, G6
Printing, G11, G12, 132
Retrieving diskettes, G18
Startup error messages, G18, 112
Startup problems, G2
System hangs, G9
Video problems, G7
With LisaTest, G26

U

Update system software, D50

v

Ventilation, G6

Video out, C13

Video screen, see Screen
Video specifications, 120
Volume, speaker, D66

w

Wastebasket, B16, D24
lcon on desktop, B13

Window, B10, B23, B25
Active/inactive, B20
Sizing, B25

Work fiow, B9
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