
IIMITEO WABBATYTY

Suncom Technologies wanants to the original
purchaser that your product will renain free from
defects in materials and workmanship for a period
of 2 years fron purchase date. lf any such defect
is discovered within the waranty period, Suncom
will, at its sole option, repair or replace your
product free of charge. Send the defective
controller, postage prcpaid, with proof of
purcha.se to: Suncom Technologies, Wananty
fleception Centu 6400 W. Gross Point Bd.,

fViles, lL 60648 USA.

This wananty appties only if your product is used
in normal fashion, prescribed by its instructions
and those for its associated computer console.

It is void if the product is abused, tanpered
with, used unreasnnably, or fails as result of
normal wear.

This wananty is in lieu of all other warranties,

expressed oi implied. All wananties are linited to
a period of 2 years from date of original retail
delivery. Suncom Technologies is not liable for
incidental or consequential danages of any kind,

including, but not linited to, damage to computer
consoles to which product nay be connected.
Sone states do not allow limitations on how long
implied warranties last or the exclusion or linitation
of incidental or conseguentiat damages, so the
ahove limitation may not apply ta you. This

warranty gives you specific legal rights and
ynu nay have other rights which vary fron
state to state.
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GABATVTIE LIMITTE

Suncom Technologies garantit gue, pendant une
pbriode de 2 ans h dater du jour de l'acguisition
d'origine par I'usaget le produit ne prbsentera

aucun vice de fabrication ni dbfectuosit|. Si un tel
vice de fabrication 0u dbfectuositb vient h se
manifester au cnurs de la pbriode de garantie,

Suncom rhparera ou remplacera, h son choix,

votre produit, ceci gratuitement. Veuillez envlyer
le produit dbfectueux, accnnpagnbe d'une preuve

d'achat, en port pafb a Suncon Technologies,

Warranty fleception Center 6400 W. Gross Point
fld.. Niles, ll 60648 USA.

GamePort2W"
IIVSTRUCTIOIVS

Thank you for purchasing Suncons' Multi-Speed gane
card. We are sure you'll enjoy many hours of use fron it.

Suncon vous remercie d'acheter la carte de jeu it
Multi-Vitesses. f{ous snnmes sws que vous l'aimerez.

COMPATIEITITE

La carte de jeu h nutti-Vitesses est compatible avec
IBM PC, XT, AT, PS/2 sbries 25&30 aussi bien que les
clones conpatibles d'lilAtl. Bbviser le manuel de natbriel
de votre ordinateur pnur vbrifier la conpatibilitb et pour
dbterminer la vitesse de traitement de nateriel.

BEMABAUE: 0N PEUT REGE4 u VITESSE 0E U
CANTE I)E JEII AVANT OIJ APRES T'INSTATLATION. SI
ON LA NEGLE AVANT, VOIfl LES INTBUCTIOIVS

CI.DESSOUS.

llysTAllATl0fl
ll faut que I'unitb centrale soit 6teinte avant

d'installer GamePort 2 Plus. flitviser le nanuel de
natbriel de votre ordinateur pour l'installation du circuit
imprin| accessoire. En g6nbral, il faut enlever le
caavercle de dessus du console pnur trouver une fente
libre sur le circuit inprimb principal. 0bs qu'on trnuve
une fente libre, enlever sa plaque de protection, garder
la vis de nontage. En tenant la cafte de jeu par les
bords, (ne pas toucher les points de contact) insbrer la
cafte de jeu dans la fente, avec le bord du connecteur en
bas et les prises d'entrbe vers I'extitrieur. Appuyer
fermenent nais doucement pour que le connecteur sur
le circuit imprin| soit bien alignb au cnnnecteur sur la
plaquette de I'ordinateur. Bemplacer la vis de montage,
puis renplacer le couvercle de dessus du console pnur
achever I' installation.

EEOTAGE OE VITESSE

tl faut gue I'unitit centrale soit hteinte avant de
changer de vitesses. Trouver la vitesse de traitenent de
votre ordinateur dans le manuel et rbgler le GamePort 2
Plus h la meme vitesse. Voir figure I pour les positions
de marche / anit.

COMPATIEIIITY

Your multi-Speed ganecard is compatible with atl tBM
PC, XT, AT, PS / 2 25&30 series nodels as well as lfiM
conpatible alones. Review ynur cnnputers hardware
manual to insure cnnpatibility and to determine the
processing speed of your hardware.

frl0TE: Y0U MAY SET fHE GAMECAB0 SPEE0 EITHEB

EEFOBE OF AFTEB IIVSTALUTION. IF YOU WISH TO DO
IT EEFOBE SEE INSTNUCNO\IS nEIOW.

tilsTAllATt0l,t
Make sure ynur CPU is turned off before instailling the

GamePort 2 Plus. Review your cnnputer hardware
manual for accessory circuit board installation. Generally.
ynur manual will say t0 remnve the console top panel in
order to gain access to an npen slot on the conputeis
nain circuit board. 0nce ynu've located an open slot,
remlve it's associated cover plate, saving the mounting
screw. Holding ynur gamecard by the edges only,
(Making sure your not touching any cnntact points) insert
the ganecard, with its edge connector down and input
jacks facing out of the cahinet, into the slot. Push down
firnly but gently, so that the connector on the circuit
board is securely natched to the connector on the
computer board. freplace the nounting screw, then
replace top cover to complete the installation.

SPEEO SETruyGS

Make sure the CPU is turned off before changing

speed settings. Find the processing speed of your
cnmputer in your manual and set the GamePort 2 Plus at
the sane speed. See figure I for off /on positions.
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FI0UBE I - Select Proccsing Spced

lnterrupteur 2

t0/tzMHz

t0/t2ilHz

TNOUBIE SHOOTIIVG GUIDE

PB0BIEM: Joystick doesn't work

EXAMPTE:
We have illustrated the switch positions

(#l is off, #2 is on) for a l0 or I ZMHZ

Conputer.

IrlOTE: Make sure you do not set the
ganecard speed higher than your
conputer processing speed. Many
software publishers do not indicate the
speed.at which their progran runs. lf
ynu are not getting satisfactory results,
you may wish to try a speed setting on

the gamecard, that is lower than your
conputers processing speed. Make
sure the CPU is off before changing

settings.

THE POBTS
The GanePort 2 Plus has dual l5 pin
ports. IMP0frTANT - The top port
must be used for software calling for I
joystick only. lf 2 joyxicks can be used,

then plug in the second joystick in the
bottom port.

EXETIPIE:
Nous avnns illustrb les positions de

I'intenupteur (#l anbt, #2 marche) pour

un ordinateur de l0 ou l2MHZ.

BEIIAR0UE: ll ne faut pas rbgler la
vitesse de la carte de jeu plus grande
que celle de traitement de I'ordinateur.

Eeaucoup d'itditeurs de logiciel ne
donnent pas la vitesse de leurs
prngrammes. .Si 0n n'est pas cnntent
avec les rbsultats, essayer une vitesse
moins grande que la vitesse de
traitement de I'ordinateur. ll faut gue

l'unitit centrale soit ilteinte avant de

changer de vitesse.

ES PONTS
Le GanePoft 2 Plus a des ports double
h l5 picots. lMP1RTAilf- ll faut
enployer le port de dessus pour le
logiciel enployant uniquement I
manche 6 balai. Si on veut enployer 2
manches 6 balai, le deuxibme manche
b balai se branche dans le port de
dessous.

GanePort 2 PIUS Function Test
The following prlgram can be used to determine if

the GamePort 2 plus card is working and if ynur
joystick is working. Follow these steps to enter the
pr0gran.

l. Power up ynur computer with its 005 disk in
drive A.

2. After 005 boots into your computer remlve D0S
diskette and insert ynur Basic disk into drive A.

3. At the A) prompt type: 0lB (return)

4. Find the filename of ynur BASIC interpreter. lt will
be something like BASIC, GWBASIC, GBASIC or
EASICA. Write down the name.

5. Start the interpreter by typing its name after the
A) prompt, like this: A) BASIC (return)

6. The program is booted in when the basic menu

appears on the screen.

7. Type in the following EASIC prngran exactly.

t0 cts
20 l0cATE t,l
30 PBIwT "f -"; SflCK(0),: PBIIIT
40 PnffVT "l -"; STICK(0),: PBINT
50 PHwT "Bl :"; STBIG(l ),: PRI\IT
60 PMVT "82 :"; STBIG(5)
70 0070 m
BUIY

8. 0n your screen you will see X and Y axis values,

and push button status (81&82).
9. When 8l buttons are depressed, the 8l value

shlould be "0". When released, the value should
t tt a nDe -l

10. When B2 buttons are depressed, the B2 value

should be "0", when released, the value should
be "-l ".

I l. teft and right mnvements of the joystick should
show X values from 2 to 125-255.

12. Up and down mlvements of the joystick should
show Y values from 2 to 125-255.

lf you do not get the values indicated for 8l or 82
or X or Y. then ynu may have a defective joystick. lf
you do get the prnper values, then the gamecard and
joystick is working.

ls software ioystick conpatible?

Does test program respond?

ls joystick plugged into top port?

0oes ynur cnmputer already have a ganecard?

Should the ahove fail, please call us for help

Joystick will not work
frun test progran

Try plugging card into a new slot in your CPU
Use progran to deternine if Joystick is defective

Top Port is for qil I player/ I Joystick games

Eotton Port is only for 2 player and 2 joystick ganes

You only need l, 2 cards will confuse the CPU


