Table 7-21 (continued)
Auxiliary slot signals

Pin Signal Description

45,42,41, VID0-VID7 Video data bus. This three-state bus

38,22,19, carries video data to the character

18,15 generator.

23 20 65C02 clock phase 0. This line can
drive two LS TTL loads.

24 CLRGAT’ Color-burst gating signal. This line
can drive two LS TTL loads.

25 80VID’ Enables 80-column display timing,.
This line can drive two LS TTL loads.

26 EN80’ Enable for auxiliary RAM. This line
can drive two LS TTL loads.

27 ALTVID’ Alternative video output to the video
summing amplifier.

28 SEROUT’ Video serial output from 74166
parallel-to-serial shift register.

29 ENVID’ Normally low; driving this line high
disables the character generator such
that the video dots from the shift
register are all high (white), and
alternative video can be sent out via
ALTVID. This line has a 1000 ohm
pulldown resistor to ground.

30 +5 +5 volt power supply.

31 GND System common ground.

32 14M 14.3 MHz master clock signal. This
line can drive two LS TTL loads.

33 PCAS’ Multiplexed column-address strobe.
This line can drive two LS TTL loads.

34 LDPS’ Strobe to video parallel-to-serial shift

register. This signal goes low to load
the contents of the video data bus
into the shift register. This line can
drive two LS TTL loads.
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