MEMORY CARTRIDGE | | ~ PROTEGT SWITCH

M-16C (16K RAM)
M-64C (64K RAM)

| B

4
INSTRUCTION / 7

The memory capecity & 2K byt for M-16C and 8K byta for SLOT
M-E1E

PROTECT SWITCH

“ON"™ At this position, writing new data can not be executed. That is,
the data [n memory is protected oven if yvou happen to write new
data.

“OFF" Set the protect switch to OFF before recording new data [nto the

memary cartridgs,
*To protect data, keap the protect switch “ON" excapt recording operation,
#Both of "ON" and "QFF" positions allow to readout the data in memory.

&Tha mamary cartridge should not bé put in or pulled out with the protect switch
sat to OFF, also the power switch of the master instrumant should not be turned
CON or OFF.

IMPORTANT NOTE

®The memory cartridge should be put in or pulled out vartically.

#The memory cartridoe should be put in to the marked line. {If it can not be put in,
try again changing the direction of the cartridga.)

®Regarding the detailad recording operation, read the manual of its master instru-
ment.

&The terminal of the memory cartridge should not be touched by electric conductive
substance {metalllc products etch or fingar which could well damage the memorized
date.

# [ his cartridge features battery back up systam tn mtaln the mamory The hatberios
should be replaced with a new sat in every fiva years. In this case, please have your
local Roland dealer do the job. (The first replacement might be required before five
y&ars.)

8The memory cartridge should not be placed in high temperature and humidity, or
wihara it may be affacted by dust.

®Even If the memory cartridge Is out of order, do not take it apart, but contact the
nearest Foland servica certer.
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